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NEW PRODUCTS 2021

Cateye’s early history catalogues the vision of 
the Tsuyama family, who actually started out 
producing and selling architectural metal fittings. 
In 1948 they turned their focus towards the bike 
industry, producing and selling bicycle parts 
and accessories. This marked the birth of a 
family company, which today is a leading brand 
world-wide. In 1957, the company produced 
Japan’s first reflector and marketed it under the 
trademark of Cateye. This reflective technology 

and knowledge was then utilized within Cateye’s 
first safety flashing light in 1964. Cateye’s first 
computer, the Cateye Velo, was produced in 
1981 which has grown to full range from simple 
8 function entry level computers to more features/
functions such as those in our Padrone Smart +. 
In 2001 Cateye introduced the first LED bicycle 
light to the world-wide market. Today Cateye’s 
focus and core categories are bicycle reflectors, 
lights and computers.

OUR HERITAGE

see page 15 see page 15

see page 19 see page 19 see page 19

AMPP200
HL-EL042RC
CODE: 5344120

AMPP100
HL-EL041RC
CODE: 5344100

VIZ450 
TL-LD820
CODE: 5447320

VIZ300 
TL-LD810
CODE: 5447310

VIZ150 
TL-LD800
CODE: 5447300
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FlexTight™
The innovative and versatile FlexTight™ bracket by 
CatEye can be quickly and securely fastened to  
virtually any handlebar or stem. 
Fully re-usable, the FlexTight™ bracket mounts easily 
without tools and can be finely adjusted and tightened 
by hand enabling numerous possible computer 
placement configurations.

PATENTED: BELGIUM / CANADA / CHINA / 
FRANCE / GERMANY / HONG KONG / JAPAN / 
LUXEMBOURG / NETHERLANDS / TAIWAN /  
UNITED KINGDOM

ClickTec™ / ClickTec+™
The simple and effective ClickTec™ mode button makes toggling through functions as easy as possible. By integrating the toggle switch into the face of the computer itself, 
CatEye has eliminated the frustration of having to feel or look for the right button while riding. 
The cantilevered computer body allows the portion of the screen pushed to act as the button itself, creating a sleek, concealed-button appearance and maximizing 
display space.

ClickTec™
PATENTED: BELGIUM / CANADA / CHINA / FRANCE / GERMANY / HONG KONG / ITALY / NETHERLANDS / SPAIN / TAIWAN / UNITED KINGDOM / USA

ClickTec+™
PATENTED: BELGIUM / CANADA / CHINA / FRANCE / GERMANY / HONG KONG / ITALY / JAPAN / NETHERLANDS / SPAIN / UNITED KINGDOM / USA

Road Bike Use
Road bike use recommended.

Compass

ISCTec™
Revolutionary patent pending Integrated Speed 
Cadence Technology (ISCTec™) sensor. Combines both 
measurements in a single unit that mounts quickly on 
virtually any chainstay.

Altitude

WEB Uploadable
Route data log and the data including altitude with 
maps can be shared online.

Auto Start / Stop
Automatically starts / stops measuring.

Backlight
EL or LED backlight illuminates screen
when pressed.

Smart Set Up
Quick cyclocomputer set up via smartphone.

Mirror Mode
Display ride data and call / email alerts from 
smartphone to cyclocomputer.

2 Years Warranty
CatEye products are warranted to be free of defects 
from materials and workmanship for a period of 
2 years from original purchase.

CYCLOCOMPUTERS

SMART COMPUTERS

WIRELESS COMPUTERS

WIRED COMPUTERS

PADRONE SMART+
37 functions
23 features

PADRONE
DIGITAL WIRELESS
14 functions
14 features

MICRO WIRELESS
9 functions
9 features

VELO WIRELESS+
8 functions
11 features

VELO WIRELESS
8 functions
10 features

ENDURO
9 functions
6 features

VELO9
9 functions
5 features

VELO7
7 functions
5 features

PADRONE+
8 functions
8 features

PADRONE
8 functions
7 features

PADRONE
Stealth Edition

8 functions
7 features

QUICK
7 functions
8 features

STRADA SLIM / 
STRADA WIRELESS
8 functions
10 features

All Weather
Can be used in rainy weather. 

Low Battery Indicator
Alerts when the remaining battery gets low. 



4

CYCLOCOMPUTERS

        

   

PADRONE SMART+
CC-SC100B  CODE: 1604450
Speed / Cadence Sensor kit  CODE: 1604420
Speed / Cadence Sensor + Heart Rate sensor kit  CODE: 1604400

• 160 x 128 pixel full dot  customizable display
• Track rides and capture da ta in mirror mode by pairing to your  

smartphone
• Simple navigation function (In Mirror mode)
• Compatible with Bluetooth® sensors
• Seamlessly upload ride data to your social fitness website of choice
• Firmware update
• Backlight
• 37 functions, 23 features
• Battery: CR2032 x 2pcs
• Weight:   40 g

Cateye Cycling

• Upload Ride Data to CatEyeAtlas™, Strava™ and TrainingPeaks™ with the press of the button
• View alerts and ride data in real time on the Smart Computer
• Smart Set-Up, Customizable Display and Clock Auto Adjustment
• Import a summary of ride data in Sensor Direct Mode

* Please visit cateye.com for a complete list of all applicable devices and email programs.

CATEYE Cycling™

RIDE DATA

Map / Graph / Summary / Lap
www.cateyeatlas.com

At CateyeAtlas™.com you can view and map 
your ride data, then share online your friends.

Visit the Smart Computer site.

Heart Rate Sensor 
(HR-12)
CODE: 1603980

Speed + Cadence Sensor 
(ISC-12) 
CODE: 1603970

APPLICATION / WEBSITE

Magnetless Speed Sensor 
(SPD-30)  
CODE: 1604520

Magnetless Cadence Sensor 
(CDC-30)  
CODE: 1604530

SPD / CDC-30 Bundle  
(SPD / CDC SENSOR SPDCDC-30) 
CODE: 1604550NEW NEW NEW

The Bluetooth® word mark and logos are owned by the Bluetooth SIG, Inc. and any use of such marks by CATEYE Co.,Ltd. is under license. Other trademarks and trade names are those of their respective owners.
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CYCLOCOMPUTERS

      

        

    

Analog Speed Sensor (SPD-01)
* This computer works with the 

slim speed sensor SPD-02.

PADRONE DIGITAL WIRELESS
CC-PA400B  CODE: 1604810 (Speed / Cadence sensor included)
 CODE: 1604820 (Head unit only)

• Screen features four large data displays across three rows
• Syncs with smartphone for easy user set-up
• Compatible with Bluetooth® sensors
• Import post-ride summary data for upload to social fitness websites of 

your choice
• Customizable display
• 14 functions, 14 features
• Battery: Computer CR2032 x 1pc / Sensor CR2032 x 1pc
• Weight:   30 g

PADRONE+
CC-PA110W  CODE: 1604600

• Easy-to-read large display housed in a sleek design 
• Backlight
• Stopwatch function included
• Battery indicator
• 8 functions, 8 features
• Battery: Computer CR2032 x 1pc / Sensor CR2032 x 1pc
• Weight:   31.5 g

The Bluetooth® word mark and logos are owned by the Bluetooth SIG, Inc. and any use of such marks by CATEYE Co.,Ltd. is under license. Other trademarks and trade names are those of their respective owners.

LED backlight

Cateye Cycling

PADRONE Stealth Edition
CC-PA100W + OF-100  CODE: 1604080N

• Easy to read inverted LCD
• OF-100 out - front bracket included
• Stopwatch function included
• Battery indicator
• 8 functions, 7 features
• Battery: Computer CR2032 x 1pc / Sensor CR2032 x 1pc
• Weight:   31.5 g

* OF-100 Out - front bracket

Analog Speed Sensor (SPD-01)
* This computer works with the 

slim speed sensor SPD-02.

Heart Rate Sensor 
(HR-12)
CODE: 1603980

Speed + Cadence Sensor 
(ISC-12) 
CODE: 1603970

Magnetless Speed Sensor 
(SPD-30)  
CODE: 1604520

Magnetless Cadence Sensor 
(CDC-30)  
CODE: 1604530

SPD / CDC-30 Bundle  
(SPD / CDC SENSOR SPDCDC-30) 
CODE: 1604550NEW NEW NEW
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CYCLOCOMPUTERS

Analog Speed Sensor (SPD-01)
* This computer works with the 

slim speed sensor SPD-02.

     

   

    

PADRONE
CC-PA100W
BLACK  CODE: 1604000N    WHITE  CODE: 1604003N

• Easy-to-read large display housed in a sleek design 
• Stopwatch function included
• Battery indicator
• 8 functions, 7 features
• Battery: Computer CR2032 x 1pc / Sensor CR2032 x 1pc
• Weight:   31.5 g

QUICK
CC-RS100W  CODE: 1604900

• Analog wireless
• Easy to read inverted LCD
• 7 functions, 8 features
• Menu screen to change setting
• Programmable odometer
• Battery indicator
• Low profile design well integrated with out-front bracket
• Head unit is removable from the bracket

Easy-to-read inverted LCD

Mode button

Out-front bracket

Head unit removable 
from bracket

STRADA SLIM / STRADA WIRELESS
CC-RD310W  
STRADA SLIM CODE: 1603800
STRADA WIRELESS CODE: 1603820

• Thinner and lighter analog computer with low-profile bracket
• Slim sensor design has a seamless fit inside road forks
• Battery indicator
• Customizable display
• 8 functions, 10 features

Strada Slim: 
Slim Sensor (SPD-02) included.

The clearance between the 
Front Fork face and Spoke: 
12 - 17 mm

The distance between the Computer 
and Sensor: Max. 60 cm

Approx.12 - 17 mm

Max.60 cm

* If the slim speed sensor SPD-02 does not 
work on your bike, please use the analog 
speed sensor SPD-01. Slim computer 
works with the SPD-01. 

Strada Wireless:  
Standard Sensor  
(SPD-01) included.

Strada Slim
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CYCLOCOMPUTERS

    

   

     

Av

Mx

DAv

Mx

Dst
Av

Mx
Odo

Dst
Dst-2

Customizable lower display to show only the functions to read, 
will keep recording on background and can be viewed later

Constant display of selected function in top row of screen
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VELO WIRELESS+
CC-VT235W
BLACK  CODE: 1604300   WHITE  CODE: 1604301

• Simple Analog wireless computer
• Backlight
• Calorie consumption data
• 8 functions, 11 features
• Battery: Computer CR2032 x 1pc / Sensor CR2032 x 1pc
• Weight:   26.4 g

LED backlight

Analog Speed Sensor (SPD-01)
* This computer works with the 

slim speed sensor SPD-02.

Analog Speed Sensor (SPD-01)
* This computer works with the 

slim speed sensor SPD-02.

VELO WIRELESS
CC-VT230W
BLACK CODE: 1604350   WHITE CODE: 1604351   RED CODE: 1604355

• Simple Analog wireless computer
• Calorie consumption data
• 8 functions, 10 features
• Battery: Computer CR2032 x 1pc / Sensor CR2032 x 1pc
• Weight:   26.4 g

MICRO WIRELESS
CC-MC200W  CODE: 1603200

• Compact 3 rows display analog computer
• Backlight
• Stopwatch function
• Customizable display
• Battery indicator
• 9 functions, 9 features
• Battery: Computer CR2032 x 1pc / Sensor CR2032 x 1pc
• Weight:   26 g

LED backlight

Analog Speed Sensor (SPD-01)
* This computer works with the 

slim speed sensor SPD-02.
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CYCLOCOMPUTERS

  

  

  

ENDURO
CC-ED400  CODE: 1603400

• Heavy-duty wired computer for off-road / rough service use
• Simple one button operation
• Calorie consumption data
• Carbon offset data
• 9 functions, 6 features
• Battery: CR2032 x 1pc
• Weight:   28 g

Heavy Duty Wire

VELO 9
CC-VL820    BLACK CODE: 1603300

• Wired computer
• Simple one button operation
• Calorie consumption data
• Carbon offset data
• 9 functions, 5 features
• Battery: CR2032 x 1pc
• Weight:   28 g

Bracket & Sensor

VELO 7
CC-VL520  CODE: 1603350

• Entry level wired computer
• Simple one button operation
• 7 functions, 5 features
• Battery: CR2032 x 1pc
• Weight:   28 g

Bracket & Sensor



9

SENSOR COMPATIBILITY CHART
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Bluetooth®   
Speed / Cadence Sensor

MODEL: ISC-12
1603970

ANT+ / Bluetooth®  
Magnetless Speed Sensor

MODEL: SPD-30
1604520

ANT+ 
Speed / Cadence Sensor

MODEL: ISC-11
1603750

2.4 GHz Digital 
Speed / Cadence Sensor

MODEL: ISC-10
1603585

2.4 GHz Digital 
Speed Sensor

MODEL: SPD-10
1603685

2.4 GHz Digital
 Speed / Cadence Sensor

1602385N

Bluetooth® 
Heart Rate Sensor
MODEL: HR-12
1603980

ANT+ / Bluetooth® 
Magnetless Cadence Sensor
MODEL: CDC-30
1604530

ANT+ 
Heart Rate Sensor
MODEL: HR-11
1603760

2.4 GHz Digital 
Heart Rate Sensor
MODEL: HR-10
1603590

2.4 GHz Digital 
Heart Rate Sensor
1602390N

PADRONE
SMART+

STEALTH evo+

V3nSTRADA 
DIGITAL

STEALTH 50

PADRONE
SMART

STRADA
SMART

(Not
available
in USA)

PADRONE 
DIGITAL 

WIRELESS

The Bluetooth® word mark and logos are owned by the Bluetooth SIG, Inc. 
and any use of such marks by CATEYE Co.,Ltd. is under license. Other  
trademarks and trade names are those of their respective owners.

For Padrone Smart and Strada Smart, SPD-30 & CDC-30 sensors can 
be used in Mirror Mode only.

Stealth evo+ / Stealth 50 only Stealth evo+ / Stealth 50 only

Mirror Mode only

Cateye CyclingCateye Cycling

  



CATEYE SYNC LIGHTS
Side Visibility
Provides visibility from the side to increase safety. 

SYNC
Syncronize all SYNC lights.

USB Rechargeable
USB rechargeable products recharge the batteries 
from any USB port. 

FlexTight™
The innovative and versatile FlexTight™ bracket by CatEye can be quickly and securely fastened to virtually any 
handlebar or stem. 
Fully re-usable, the FlexTight™ bracket mounts easily without tools and can be finely adjusted and tightened by hand 
enabling numerous possible computer placement configurations.

PATENTED: BELGIUM / CANADA / CHINA / FRANCE / GERMANY /  HONG KONG / JAPAN / LUXEMBOURG / 
NETHERLANDS / TAIWAN / UNITED KINGDOM

OptiCube™
Our proprietary OptiCube™ lens technology 
maximizes brightness for greater visibility.

All Weather
Can be used in rainy weather. 

Low Battery Indicator
Alerts when the remaining battery gets low. 

Daytime
Can be used in the daytime. 

Kinetic Mode
Automatically turns on High mode when deceleration 
is detected.

Wearable
Attachable to backpacks and clothing.

2 Years Warranty
CatEye products are warranted to be free of defects 
from materials and workmanship for a period of 
2 years from original purchase. 
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SYNC WEARABLE
SL-NW100  CODE: 5442630

• Double-ring COB LED
• Attach to a backpack or clothing for extra visibility, easy to position 

above traffic
• Synchronize modes and flashing timing with other CatEyeSYNC safety 

lights for enhanced visibility
• Synchronized Kinetic mode for dynamic visibility 

(when used with SYNCKinetic)
• Excellent daytime visibility in Daytime HyperFlash mode
• Weight:   21 g
• Mount: Clothing clip and bike mount rubber strap (included)

SYNC KINETIC
TL-NW100K  CODE: 5443500

• Large main LED for increased visibility from distance
• Synchronize modes and flashing timing with other CatEyeSYNC safety 

lights for enhanced visibility
• Kinetic mode (Automatically switches into a constant burst mode when 

deceleration is detected)
• Excellent daytime visibility in Daytime HyperFlash mode
• Weight:   43 g
• Mount: Rubber strap (included)

SYNC CORE
HL-NW100RC  CODE: 5343300

• 500 Lumens
• Turn on / off all CatEyeSYNC lights through the power button
• View pairing and battery information of all CatEyeSYNC lights through 

the indicator
• Customize modes via app
• Excellent daytime visibility in Daytime HyperConstant mode
• Weight:   94 g
• Mount: H-34N FlexTightTM bracket (included), Helmet bracket (optional)

        

        

         

SYNC CORE (Approx.)

SYNC WEARABLE (Approx.)

2 h (500 lumens)
9 h (150 lumens)

18 h (500 / 100 lumens)
130 h (100 lumens)

Middle
15 h (100 lumens)Low

Daytime HyperConstant
Flashing

High

Charging time   Approx. 3 - 6 h (USB3.0) Battery  Li-ion battery

Charging time   Approx. 2.5 h (USB2.0) Battery  Li-poly battery

SYNC KINETIC (Approx.)

1.5 h (30 lumens)

18 h (2 lumens)
45 h (50 lumens)

16 h (50 lumens)
12 h (50 lumens)

25 h (50 lumens)

Low

Rapid
Group Ride
Daytime HyperFlash

Flashing

High

Charging time   Approx. 2.5 h (USB2.0) Battery  Li-poly battery

1.5 h (40 lumens)

15 h (5 lumens)
50 h (30 lumens)

20 h (50 lumens)
15 h (40 lumens)

Low

Rapid
Group Ride

30 h (50 lumens)Daytime HyperFlash

Flashing

High

RUNTIME

SYNC CORE (Approx.)

SYNC WEARABLE (Approx.)

2 h (500 lumens)
9 h (150 lumens)

18 h (500 / 100 lumens)
130 h (100 lumens)

Middle
15 h (100 lumens)Low

Daytime HyperConstant
Flashing

High

Charging time   Approx. 3 - 6 h (USB3.0) Battery  Li-ion battery

Charging time   Approx. 2.5 h (USB2.0) Battery  Li-poly battery

SYNC KINETIC (Approx.)

1.5 h (30 lumens)

18 h (2 lumens)
45 h (50 lumens)

16 h (50 lumens)
12 h (50 lumens)

25 h (50 lumens)

Low

Rapid
Group Ride
Daytime HyperFlash

Flashing

High

Charging time   Approx. 2.5 h (USB2.0) Battery  Li-poly battery

1.5 h (40 lumens)

15 h (5 lumens)
50 h (30 lumens)

20 h (50 lumens)
15 h (40 lumens)

Low

Rapid
Group Ride

30 h (50 lumens)Daytime HyperFlash

Flashing

High

RUNTIME

SYNC CORE (Approx.)

SYNC WEARABLE (Approx.)

2 h (500 lumens)
9 h (150 lumens)

18 h (500 / 100 lumens)
130 h (100 lumens)

Middle
15 h (100 lumens)Low

Daytime HyperConstant
Flashing

High

Charging time   Approx. 3 - 6 h (USB3.0) Battery  Li-ion battery

Charging time   Approx. 2.5 h (USB2.0) Battery  Li-poly battery

SYNC KINETIC (Approx.)

1.5 h (30 lumens)

18 h (2 lumens)
45 h (50 lumens)

16 h (50 lumens)
12 h (50 lumens)

25 h (50 lumens)

Low

Rapid
Group Ride
Daytime HyperFlash

Flashing

High

Charging time   Approx. 2.5 h (USB2.0) Battery  Li-poly battery

1.5 h (40 lumens)

15 h (5 lumens)
50 h (30 lumens)

20 h (50 lumens)
15 h (40 lumens)

Low

Rapid
Group Ride

30 h (50 lumens)Daytime HyperFlash

Flashing

High

RUNTIME

CATEYE SYNC LIGHTS



Side Visibility
Provides visibility from the side to increase safety. 

USB Rechargeable
USB rechargeable products recharge the batteries 
from any USB port. 

HL-EL135
320 hours max
AA Battery x 2

FlexTight™
The innovative and versatile FlexTight™ bracket 
by CatEye can be quickly and securely fastened to 
virtually any handlebar or stem. 
Fully re-usable, the FlexTight™ bracket mounts 
easily without tools and can be finely adjusted and 
tightened by hand enabling numerous possible 
computer placement configurations.

PATENTED: BELGIUM / CANADA / CHINA / 
FRANCE / GERMANY /  HONG KONG / JAPAN / 
LUXEMBOURG / NETHERLANDS / TAIWAN / 
UNITED KINGDOM

Helmet Light
Designed for helmet use.

Battery Indicator
Indicates a battery level. 

Cartridge Battery
Cartridge battery is compact and safe to change 
without any additional tools.

360° Adjustable
Light turns 360° for a multitude of lighting positions.

OptiCube™
Our proprietary OptiCube™ lens technology 
maximizes brightness for greater visibility.

All Weather
Can be used in rainy weather. 

Low Battery Indicator
Alerts when the remaining battery gets low. 

Daytime
Can be used in the daytime. 

2 Years Warranty
CatEye products are warranted to be free of defects 
from materials and workmanship for a period of 
2 years from original purchase. 

HEADLIGHTS

VOLT Series

VOLT1700
1700 lumens max
150 hours max
USB

VOLT6000
6000 lumens max
12 hours max

Battery Light

AMPP Series

AMPP1100
1100 lumens max
50 hours max
USB

AMPP800
800 lumens max
30 hours max
USB

AMPP800 with 
Helmet Mount
800 lumens max
30 hours max
USB

AMPP500
500 lumens max
50 hours max
USB

AMPP400
400 lumens max 
60 hours max
USB

AMPP200
200 lumens max 
30 hours max
USB

AMPP100
100 lumens max 
35 hours max
USB
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VOLT6000
HL-EL6000RC
CODE: UL: 5343001 / AS: 5343005 / EC: 5343004 / UK: 5343000

• High power rechargeable headlight with ultrabright COB LED with 
maximum output of 6000 lm

• Large capacity battery
• Remote wireless switch for easy operation and mode selection
• Built-in cooling fan regulates unit temperature and helps maintain consistent lumen output
• Turns on Dynamic mode with double-click of power button
• Weight:   Light unit 118 g / Battery 550 g
• Mount size: 22 - 35 mm

    

VOLT6000™ 
fan system
A fan which looks like airplane’s 
jet engine. Air-cool heat by this 
fan which rotates 10k times per 
min. and enables maximum 
brightness and compact design.

VOLT1700
HL-EL1020RC  CODE: 5342640

• Ultrabright high power twin LED rechargeable headlight (1700 lm)
• Quick-release cartridge battery requires no tools to swap or change
• Turns on High mode with double-click of power button
• Light mode memory
• Built-in fast recharging circuit
• Excellent daytime visibility in Daytime HyperConstant mode
• Power button functions as battery indicator: 

No Illumination + 50 % / Orange 50 - 30 % / Red 30 - 15 % /Red Flash 15 - 10 %
• Weight:   256.3 g
• Mount size: 22 - 35 mm

Battery indicator
        

2 h (1700 lumens)

15 h (200 lumens)

12 h (1700 / 200 lumens)

150 h (200 lumens)

Low
5 h (500 lumens)Middle

Daytime HyperConstant

Flashing

High

2 h (800 lumens)

8 h (200 lumens)

7.5 h (800 / 200 lumens)

100 h (200 lumens)

Low
3.5 h (400 lumens)Middle

Daytime HyperConstant

Flashing

High

VOLT800

3 h (400 lumens)
FRONT

REAR

10 h (100 lumens)
18 h (50 lumens)

9 h (400 / 50 lumens)

25 h (10 lumens)
300 h

Middle
Low

Constant
Flashing

150 h (50 lumens)Flashing
Daytime HyperConstant

High

VOLT400 DUPLEX

3 h (400 lumens)

18 h (50 lumens)

11 h (400 / 50 lumens)

60 h (50 lumens)

Low
8 h (100 lumens)Middle

Daytime HyperConstant

Flashing

High

VOLT400

2 h (500 lumens)

14.5 h (100 lumens)
12 h (500 / 100 lumens)

120 h (100 lumens)

Low
Hyper Constant
Flashing

High

VOLT500XC

2.5 h (400 lumens)

13.5 h (100 lumens)
12 h (400 / 100 lumens)

110 h (100 lumens)

Low
Daytime HyperConstant
Flashing

High

VOLT400XC

1.5 h (200 lumens)

4 h (30 lumens)
20 h (100 lumens)

Low
Flashing

High

VOLT200XC

1 h (100 lumens)

5 h (100 lumens)Flashing
Constant

VOLT100XC

VOLT6000 (Approx.)

(Approx.)

(Approx.)

(Approx.)

(Approx.)

(Approx.)

(Approx.)

(Approx.)

(Approx.)

1 h (6000 lumens)
2 h (4000 lumens)

8 h (1000 lumens)
12 h (500 lumens)

11 h (2000 / 500 lumens)

High

Low
All-Night
Hyper Constant

Middle

Dynamic

4 h (2000 lumens)

Charging time   Approx. 5 h

Charging time   Approx. 5.5 - 15 h (USB2.0)

Charging time   Approx. 9 - 16 h (USB2.0)

Charging time   Approx. 5 - 9 h (USB2.0)

Charging time   Approx. 4 - 5 h (USB2.0)

Charging time   Approx. 6 h (USB2.0)

Charging time   Approx. 6 h (USB2.0)

Charging time   Approx. 3 h (USB2.0)

Charging time   Approx. 1.5 h (0.5 A)

Charging time   Approx. 6 h (USB2.0)

VOLT1700 (Approx.)

2 h (1200 lumens)

5 h (450 lumens)
18.5 h (150 lumens)

15.5 h (1200 lm / 150 lumens)
200 h (150 lumens)

Normal
All-Night
Hyper Constant
Flashing

Dynamic

VOLT1200

RUNTIME

2 h (1700 lumens)

15 h (200 lumens)

12 h (1700 / 200 lumens)

150 h (200 lumens)

Low
5 h (500 lumens)Middle

Daytime HyperConstant

Flashing

High

2 h (800 lumens)

8 h (200 lumens)

7.5 h (800 / 200 lumens)

100 h (200 lumens)

Low
3.5 h (400 lumens)Middle

Daytime HyperConstant

Flashing

High

VOLT800

3 h (400 lumens)
FRONT

REAR

10 h (100 lumens)
18 h (50 lumens)

9 h (400 / 50 lumens)

25 h (10 lumens)
300 h

Middle
Low

Constant
Flashing

150 h (50 lumens)Flashing
Daytime HyperConstant

High

VOLT400 DUPLEX

3 h (400 lumens)

18 h (50 lumens)

11 h (400 / 50 lumens)

60 h (50 lumens)

Low
8 h (100 lumens)Middle

Daytime HyperConstant

Flashing

High

VOLT400

2 h (500 lumens)

14.5 h (100 lumens)
12 h (500 / 100 lumens)

120 h (100 lumens)

Low
Hyper Constant
Flashing

High

VOLT500XC

2.5 h (400 lumens)

13.5 h (100 lumens)
12 h (400 / 100 lumens)

110 h (100 lumens)

Low
Daytime HyperConstant
Flashing

High

VOLT400XC

1.5 h (200 lumens)

4 h (30 lumens)
20 h (100 lumens)

Low
Flashing

High

VOLT200XC

1 h (100 lumens)

5 h (100 lumens)Flashing
Constant

VOLT100XC

VOLT6000 (Approx.)

(Approx.)

(Approx.)

(Approx.)

(Approx.)

(Approx.)

(Approx.)

(Approx.)

(Approx.)

1 h (6000 lumens)
2 h (4000 lumens)

8 h (1000 lumens)
12 h (500 lumens)

11 h (2000 / 500 lumens)

High

Low
All-Night
Hyper Constant

Middle

Dynamic

4 h (2000 lumens)

Charging time   Approx. 5 h

Charging time   Approx. 5.5 - 15 h (USB2.0)

Charging time   Approx. 9 - 16 h (USB2.0)

Charging time   Approx. 5 - 9 h (USB2.0)

Charging time   Approx. 4 - 5 h (USB2.0)

Charging time   Approx. 6 h (USB2.0)

Charging time   Approx. 6 h (USB2.0)

Charging time   Approx. 3 h (USB2.0)

Charging time   Approx. 1.5 h (0.5 A)

Charging time   Approx. 6 h (USB2.0)

VOLT1700 (Approx.)

2 h (1200 lumens)

5 h (450 lumens)
18.5 h (150 lumens)

15.5 h (1200 lm / 150 lumens)
200 h (150 lumens)

Normal
All-Night
Hyper Constant
Flashing

Dynamic

VOLT1200

RUNTIME

AMPP1100
HL-EL1100RC  CODE: 5340870

• High power twin LED rechargeable headlight (1100 lm)
• Large side-lens for enhanced side visibility
• Built-in fast recharging circuit: Full charge in approx. 3 hours (minimum)
• Turns on High mode with double click of power button
• Light mode memory
• Power button functions as battery indicator:Blue + 50 % / Yellow 50 - 30 % / Red 30 - 0 %
• Excellent daytime visibility in Daytime HyperConstant mode
• Weight: 200 g
• Mount size: 22 - 35 mm

       
Battery indicator

4 h (200 lumens)

6 h (400 / 200 lumens)

60 h (200 lumens)

Low
Daytime HyperConstant

Flashing

Charging time   Approx. 4 h (1 A) - 8 h (0.5 A) 

3 h (250 lumens)

5 h (500 / 250 lumens)

50 h (250 lumens)

Low
Daytime HyperConstant

Daytime HyperConstant

Flashing

Charging time   Approx. 4 h (1 A) - 8 h (0.5 A) 

1.5 h (1100 lumens)

4.5 h (400 lumens)

6.5 h (1100 / 400 lumens)

50 h (200 lumens)

Low
2 h (800 lumens)Middle

Daytime HyperConstant

Flashing

High

AMPP1100 (Approx.)

Charging time   Approx. 3 h (2 A) - 5 h (1 A)

1.5 h (800 lumens)

4 h (200 lumens)

5 h (800 / 200 lumens)

30 h (200 lumens)

Low
2 h (400 lumens)Middle

Flashing

High

AMPP800 (Approx.)

Charging time   Approx. 3 h (2 A) - 7 h (0.5 A) 

1.5 h (500 lumens)High

AMPP500 (Approx.)

2 h (400 lumens)High

AMPP400 (Approx.)

RUNTIME

Battery indicator

HEADLIGHTS
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4 h (200 lumens)

6 h (400 / 200 lumens)

60 h (200 lumens)

Low
Daytime HyperConstant

Flashing

Charging time   Approx. 4 h (1 A) - 8 h (0.5 A) 

3 h (250 lumens)

5 h (500 / 250 lumens)

50 h (250 lumens)

Low
Daytime HyperConstant

Daytime HyperConstant

Flashing

Charging time   Approx. 4 h (1 A) - 8 h (0.5 A) 

1.5 h (1100 lumens)

4.5 h (400 lumens)

6.5 h (1100 / 400 lumens)

50 h (200 lumens)

Low
2 h (800 lumens)Middle

Daytime HyperConstant

Flashing

High

AMPP1100 (Approx.)

Charging time   Approx. 3 h (2 A) - 5 h (1 A)

1.5 h (800 lumens)

4 h (200 lumens)

5 h (800 / 200 lumens)

30 h (200 lumens)

Low
2 h (400 lumens)Middle

Flashing

High

AMPP800 (Approx.)

Charging time   Approx. 3 h (2 A) - 7 h (0.5 A) 

1.5 h (500 lumens)High

AMPP500 (Approx.)

2 h (400 lumens)High

AMPP400 (Approx.)

RUNTIME

4 h (200 lumens)

6 h (400 / 200 lumens)

60 h (200 lumens)

Low
Daytime HyperConstant

Flashing

Charging time   Approx. 4 h (1 A) - 8 h (0.5 A) 

3 h (250 lumens)

5 h (500 / 250 lumens)

50 h (250 lumens)

Low
Daytime HyperConstant

Daytime HyperConstant

Flashing

Charging time   Approx. 4 h (1 A) - 8 h (0.5 A) 

1.5 h (1100 lumens)

4.5 h (400 lumens)

6.5 h (1100 / 400 lumens)

50 h (200 lumens)

Low
2 h (800 lumens)Middle

Daytime HyperConstant

Flashing

High

AMPP1100 (Approx.)

Charging time   Approx. 3 h (2 A) - 5 h (1 A)

1.5 h (800 lumens)

4 h (200 lumens)

5 h (800 / 200 lumens)

30 h (200 lumens)

Low
2 h (400 lumens)Middle

Flashing

High

AMPP800 (Approx.)

Charging time   Approx. 3 h (2 A) - 7 h (0.5 A) 

1.5 h (500 lumens)High

AMPP500 (Approx.)

2 h (400 lumens)High

AMPP400 (Approx.)RUNTIME

HEADLIGHTS

AMPP800 / AMPP800 with Helmet Mount
HL-EL088RC  CODE: 5340860  HL-EL088RC W/ H.MOUNT  CODE: 5340861

• High power rechargeable headlight (800 lm)
• Large side-lens for enhanced side visibility
• Built-in fast recharging circuit: Full charge in approx. 3 hours (minimum)
• Robust aluminum body
• Turns on High mode with double click of power button
• Light mode memory
• Power button functions as battery indicator: 

Blue + 50 % / Yellow 50 - 30 % / Red 30 - 0 %
• Excellent daytime visibility in Daytime HyperConstant mode
• Weight: 136 g
• Mount size: 22 - 35 mm bar

AMPP500
HL-EL085RC  CODE: 5340850

• Rechargeable headlight (500 lm)
• Excellent side visibility
• Turns on High mode with double click of power button
• Light mode memory
• Excellent daytime visibility in Daytime HyperConstant mode
• Weight: 117 g
• Mount size: 22 - 35 mm

       

        

Battery indicator

Helmet mount (optional)

HL-EL088RC
CODE: 5340860

HL-EL088RC
W/ H.MOUNT
CODE: 5340861
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4 h (200 lumens)

6 h (400 / 200 lumens)

60 h (200 lumens)

Low
Daytime HyperConstant

Flashing

Charging time   Approx. 4 h (1 A) - 8 h (0.5 A) 

3 h (250 lumens)

5 h (500 / 250 lumens)

50 h (250 lumens)

Low
Daytime HyperConstant

Daytime HyperConstant

Flashing

Charging time   Approx. 4 h (1 A) - 8 h (0.5 A) 

1.5 h (1100 lumens)

4.5 h (400 lumens)

6.5 h (1100 / 400 lumens)

50 h (200 lumens)

Low
2 h (800 lumens)Middle

Daytime HyperConstant

Flashing

High

AMPP1100 (Approx.)

Charging time   Approx. 3 h (2 A) - 5 h (1 A)

1.5 h (800 lumens)

4 h (200 lumens)

5 h (800 / 200 lumens)

30 h (200 lumens)

Low
2 h (400 lumens)Middle

Flashing

High

AMPP800 (Approx.)

Charging time   Approx. 3 h (2 A) - 7 h (0.5 A) 

1.5 h (500 lumens)High

AMPP500 (Approx.)

2 h (400 lumens)High

AMPP400 (Approx.)

3.5 h (100 lumens)Constant

35 h (100 lumens)Flashing

Charging time   Approx. 2.5 h (0.5 A)

AMPP200 (Approx.)

13 h (40 lumens)

30 h (200 lumens)

Low
Flashing

Charging time   Approx. 2.5 h (0.5 A)

AMPP100 (Approx.)

1.5 h (200 lumens)High

3.5 h (100 lumens)Constant

35 h (100 lumens)Flashing

Charging time   Approx. 2.5 h (0.5 A)

AMPP200 (Approx.)

13 h (40 lumens)

30 h (200 lumens)

Low
Flashing

Charging time   Approx. 2.5 h (0.5 A)

AMPP100 (Approx.)

1.5 h (200 lumens)High
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HEADLIGHTS

AMPP400
HL-EL084RC  CODE: 5340840

• Rechargeable headlight (400 lm)
• Excellent side visibility
• Turns on High mode with double click of power button
• Light mode memory
• Excellent daytime visibility in Daytime HyperConstant mode
• Weight: 117 g
• Mount size: 22 - 35 mm

AMPP200
HL-EL042RC  CODE: 5344120

• Compact rechargeable headlight (200 lm)
• Easy to attach and remove, new rubber band mount
• Excellent side visibility
• Turns on Flashing mode with double-click of power button
• Light mode memory
• Weight: 62 g
• Mount size: 22 - 35 mm

AMPP100
HL-EL041RC  CODE: 5344100

• Compact rechargeable headlight (100 lm)
• Easy to attach and remove, new rubber band mount
• Excellent side visibility
• Light mode memory
• Weight: 62 g
• Mount size: 22 - 35 mm

       

       

       

RUNTIME

RUNTIME

RUNTIME

USB rechargeable

NEW

NEW
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15 m
10 m

5 m

10 m

5 m

15 m

15 m
10 m

5 m

15 m
10 m

5 m

15 m15 m
10 m10 m

5 m5 m

10 m

5 m

15 m

10 m

5 m

15 m

VOLT6000

HEADLIGHTS

HEADLIGHT CHART

HL-EL135
CODE: 5341950N

• 3 LEDs compact battery headlight
• Light mode memory
• 150+ candlepower
• Battery: AA alkaline battery x 2pcs
• Weight:   94 g
• Mount size: 22 - 35 mm

  

 

8 hVibration

5 h
30 h

16 h
16 h

Low

Rapid
Pulse

Flashing

8 hVibration

5 h
30 h

16 h
16 h

Low

Rapid
Pulse

Flashing

HL-EL135
320 h

80 h

Flashing

Constant

RAPID X3
1 h (150 lumens)High

RAPID X3
1 h (300 lumens)High

RAPID X2 KINETIC
5 h (10 / 50 lumens)

16 h (25 / 50 lumens)

Flashing
Rapid

Constant

30 h (15 / 50 lumens)

RAPID X2
1 h (80 lumens)

5 h
30 h

16 h
16 h

8 h

Low

Rapid
Pulse
Vibration

Flashing

High

RAPID X
1 h (80 lumens)

5 h

16 h
16 h

8 h

Low

Rapid
Pulse
Vibration

Flashing

High

30 h

RAPID X2
1 h (100 lumens)

5 h

16 h
16 h

8 h

Low

Rapid
Pulse
Vibration

Flashing

High

30 h

RAPID mini
3 h (10 lumens)

30 h

20 h

5 h (25 lumens)

Flashing

Rapid

Pulse

Constant

RAPID 3
20 h

80 h

3 h

Flashing

Constant

Rapid

RAPID X
1 h (50 lumens)

5 h
30 h

16 h
16 h

8 h

Low

Rapid
Pulse
Vibration

Flashing

High

(Approx.)

(Approx.)
(Approx.)

(Approx.)

Charging time   Approx. 2 h (USB2.0)

Charging time   Approx. 3 h (USB2.0)

Charging time   Approx. 3 h (USB2.0)

Charging time   Approx. 2 h (USB2.0)

Charging time   Approx. 2 h (USB2.0)

Charging time   Approx. 2 h (USB2.0)

Charging time   Approx. 2 h (USB2.0)

Charging time   Approx. 2 h (USB2.0)

(Approx.) (Approx.)

(Approx.)

(Approx.)

(Approx.)(Approx.)

RUNTIME

Photo data: f: 16, Shutter speed: 1/8s, ISO: 400 / Other Lights - f: 7.1, Shutter speed: 2s, ISO: 800
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Reflector
Our reflector technology exceeds highest government 
standards for reflective capabilities in USA (CPSC), 
Great Britain (BS), Europe (ECE) and Japan (JIS).

Side Visibility
Provides visibility from the side to increase safety. 

USB Rechargeable
USB rechargeable products recharge the batteries 
from any USB port. 

Snap System
Place rear lights on many locations in both 
horizontal and vertical orientations.SNAP SYSTEM

FlexTight™
The innovative and versatile FlexTight™ bracket by CatEye can be quickly and securely fastened to virtually any handlebar or stem. 
Fully re-usable, the FlexTight™ bracket mounts easily without tools and can be finely adjusted and tightened by hand enabling numerous possible computer placement configurations.

PATENTED: BELGIUM / CANADA / CHINA / FRANCE / GERMANY /  HONG KONG / JAPAN / LUXEMBOURG / NETHERLANDS / TAIWAN / UNITED KINGDOM

PATENTED: MODEL: SP-11 BELGIUM / CHINA / DENMARK / FRANCE / GERMANY / JAPAN / NETHERLANDS / TAIWAN / UNITED KINGDOM / USA

Auto Light
Auto on / off controlled by motion and light optic 
sensors to automatically turn light on when darkness 
and motion are detected.

360° Adjustable
Light turns 360° for a multitude of lighting positions.

OptiCube™
Our proprietary OptiCube™ lens technology 
maximizes brightness for greater visibility.

All Weather
Can be used in rainy weather. 

Low Battery Indicator
Alerts when the remaining battery gets low. 

Daytime
Can be used in the daytime. 

2 Years Warranty
CatEye products are warranted to be free of defects 
from materials and workmanship for a period of 
2 years from original purchase. 

SAFETY LIGHTS

Wearable
Attachable to backpacks and clothing.

RAPID X3 
150 lumens
30 hours max
USB

RAPID X 
50 lumens
30 hours max
USB

WEARABLE X
35 lumens max
30 hours max
USB

ORB 
R: 100 hours max
F: 100 hours max
CR2032 x 2

ORB BAREND
R: 100 hours max
F: 100 hours max
CR2032 x 2

REFLEX AUTO 
120 hours max
AAA Battery x 2

OMNI 5
R: 120 hours max
F: 120 hours max
AAA Battery x 2

OMNI 3 
R: 200 hours max
F: 150 hours max
AAA Battery x 2

VIZ Series

RAPID / WEARABLE Series

ORB Series

Battery Lights

Kinetic Mode
Automatically turns on High mode when deceleration 
is detected.

Helmet Light
Designed for helmet use.

WEARABLE MINI
550 hours max
CR2032 x 1 

ORB RECHARGEABLE
R: 4.0 hours max
F: 6.0 hours max
USB

SYNC KINETIC
50 lumens max
50 hours max
USB

KINETIC Products

VIZ450
450 lumens max
65 hours max
USB

RAPID X2 KINETIC 
50 lumens max
30 hours max
USB

TIGHT KINETIC 
160 hours max
AAA Battery x 2

VIZ300
300 lumens max
45 hours max
USB

VIZ150
150 lumens max
70 hours max
USB
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DECELERATION

        

       

    
SNAP SYSTEM

  

SAFETY LIGHTS 
KINETIC Products

8 hDaytime HyperFlash

5 h
30 h

16 h
16 h

Low

Rapid
Group Ride

Flashing

8 hDaytime HyperFlash

5 h
30 h

16 h
16 h

Low

Rapid
Group Ride

Flashing

HL-EL135
320 h

80 h

Flashing

Constant

RAPID X3
1 h (150 lumens)High

RAPID X3
1 h (300 lumens)High

RAPID X2 KINETIC
5 h (10 / 50 lumens)

16 h (25 / 50 lumens)

Flashing
Rapid

Constant

30 h (15 / 50 lumens)

RAPID X2
1 h (80 lumens)

5 h
30 h

16 h
16 h

8 h

Low

Rapid
Pulse
Vibration

Flashing

High

RAPID X
1 h (80 lumens)

5 h

16 h
16 h

8 h

Low

Rapid
Group Ride
Daytime HyperFlash

Flashing

High

30 h

RAPID X2
1 h (100 lumens)

5 h

16 h
16 h

8 h

Low

Rapid
Pulse
Vibration

Flashing

High

30 h

RAPID mini
3 h (10 lumens)

30 h

20 h

5 h (25 lumens)

Flashing

Rapid

Group Ride

Constant

RAPID 3
20 h

80 h

3 h

Flashing

Constant

Rapid

RAPID X
1 h (50 lumens)

5 h
30 h

16 h
16 h

8 h

Low

Rapid
Group Ride
Daytime HyperFlash

Flashing

High

(Approx.)

(Approx.)
(Approx.)

(Approx.)

Charging time   Approx. 2 h (USB2.0)

Charging time   Approx. 3 h (USB2.0)

Charging time   Approx. 3 h (USB2.0)

Charging time   Approx. 2 h (0.5 A)

Charging time   Approx. 2 h (USB2.0)

Charging time   Approx. 2 h (USB2.0)

Charging time   Approx. 2 h (USB2.0)

Charging time   Approx. 2 h (USB2.0)

(Approx.) (Approx.)

(Approx.)

(Approx.)

(Approx.)(Approx.)

RUNTIME

TIGHT KINETIC
70 h

140 h

Flashing
Rapid

Constant

160 h

Charging time   Approx. 2 h (USB2.0)

(Approx.)RUNTIME

RAPID X2 KINETIC 
TL-LD710K  CODE: 5447110

• Kinetic mode (brake mode)
• Rechargeable safety light with surface emitting LEDs
• Versatile rubber strap mount
• Battery auto save
• Light mode memory
• Weight:   32.5 g
• Mount size: 12 - 32 mm

50 lm (Kinetic Mode)

50 lm (Kinetic Mode)

SYNC KINETIC
TL-NW100K  CODE: 5443500

• Large main LED for increased visibility from distance
• Synchronize modes and flashing timing with other CatEyeSYNC safety 

lights for enhanced visibility
• Kinetic mode (brake mode)
• Excellent daytime visibility in Daytime HyperFlash mode
• Weight:   43 g
• Mount: Rubber strap (included)

TIGHT KINETIC 
TL-LD180K  CODE: 5342361

• Kinetic mode (brake mode)
• Waterproof IPX - 7: Operates even after 30 minutes of submersion in a 

depth of 1 meter
• Versatile FlexTight™ bracket
• Light mode memory
• Weight: 49 g
• Mount size: 12 - 32 mm

Built-In Acceleration Sensor for  
Kinetic mode (Brake mode)

Automatically turns on High when slowing or stopping.

SYNC CORE (Approx.)

SYNC WEARABLE (Approx.)

2 h (500 lumens)
9 h (150 lumens)

18 h (500 / 100 lumens)
130 h (100 lumens)

Middle
15 h (100 lumens)Low

Daytime HyperConstant
Flashing

High

Charging time   Approx. 3 - 6 h (USB3.0) Battery  Li-ion battery

Charging time   Approx. 2.5 h (USB2.0) Battery  Li-poly battery

SYNC KINETIC (Approx.)

1.5 h (30 lumens)

18 h (2 lumens)
45 h (50 lumens)

16 h (50 lumens)
12 h (50 lumens)

25 h (50 lumens)

Low

Rapid
Group Ride
Daytime HyperFlash

Flashing

High

Charging time   Approx. 2.5 h (USB2.0) Battery  Li-poly battery

1.5 h (40 lumens)

15 h (5 lumens)
50 h (30 lumens)

20 h (50 lumens)
15 h (40 lumens)

Low

Rapid
Group Ride

30 h (50 lumens)Daytime HyperFlash

Flashing

High

RUNTIME

KINETIC MODE
SECONDS
BURST2.5 CONSTANT OR FLASHING
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SNAP SYSTEM

 

      
SNAP SYSTEM

 

      
SNAP SYSTEM
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VIZ450
TL-LD820  CODE: 5447320

• High power rechargeable safety light with 5 LEDs and 450 lm output
• 300 degree visibility
• Long rear beam projection
• Highly visible during daytime
• Includes new seat post bracket SP-15 which fits aero seatpost
• Battery auto save
• Light mode memory
• Weight: 45 g
• Mount size: 21.5 - 32 mm. Fits up to 130 mm outer circumference

VIZ300
TL-LD810  CODE: 5447310

• High power rechargeable safety light with 3 LEDs and 300 lm output
• 300 degree visibility
• Long rear beam projection
• Highly visible during daytime
• Includes new seat post bracket SP-15 which fits aero seatpost
• Battery auto save
• Light mode memory
• Weight: 47 g
• Mount size: 21.5 - 32 mm. Fits up to 130 mm outer circumference

VIZ150
TL-LD800  CODE: 5447300

• Compact and lightweight body with 3 LEDs and 150 lm output
• 300 degree visibility
• Long rear beam projection
• Highly visible during daytime
• Includes new seat post bracket SP-15 which fits aero seatpost
• Battery auto save
• Light mode memory
• Weight: 22 g
• Mount size: 21.5 - 32 mm. Fits up to 130 mm outer circumference

SAFETY LIGHTS

NEW

NEW

NEW

15 h (150 lumens)

VIZ150 (Approx.)

5 h (20 lumens)
70 h (15 lumens)

Constant

Charging time   Approx. 3 h (0.5 A)

11 h (50 lumens)Group Ride
Daytime HyperFlash

Flashing

10 h (300 lumens)

VIZ300 (Approx.)

5 h (30 lumens)
45 h (30 lumens)

Constant

Charging time   Approx. 3 h (0.5 A)

8 h (100 lumens)Group Ride
Daytime HyperFlash

Flashing

14 h (450 lumens)

VIZ450 (Approx.)

5 h (40 lumens)
65 h (40 lumens)

Constant

Charging time   Approx. 3.5 h (0.5 A)

10 h (130 lumens)Group Ride
Daytime HyperFlash

Flashing

15 h (150 lumens)

VIZ150 (Approx.)

5 h (20 lumens)
70 h (15 lumens)

Constant

Charging time   Approx. 3 h (0.5 A)

11 h (50 lumens)Group Ride
Daytime HyperFlash

Flashing

10 h (300 lumens)

VIZ300 (Approx.)

5 h (30 lumens)
45 h (30 lumens)

Constant

Charging time   Approx. 3 h (0.5 A)

8 h (100 lumens)Group Ride
Daytime HyperFlash

Flashing

14 h (450 lumens)

VIZ450 (Approx.)

5 h (40 lumens)
65 h (40 lumens)

Constant

Charging time   Approx. 3.5 h (0.5 A)

10 h (130 lumens)Group Ride
Daytime HyperFlash

Flashing

15 h (100 lumens)

VIZ100 (Approx.)

5 h (15 lumens)
70 h (10 lumens)

Constant

Charging time   Approx. 3 h (0.5 A)

11 h (35 lumens)Group Ride
Daytime HyperFlash

Flashing

VIZ100 (Approx.)

15 h (100 lumens)

5 h (15 lumens)
70 h (10 lumens)

Constant

Charging time   Approx. 3 h (0.5 A)

11 h (35 lumens)Group Ride
Daytime HyperFlash

Flashing

RUNTIME

15 h (150 lumens)

VIZ150 (Approx.)

5 h (20 lumens)
70 h (15 lumens)

Constant

Charging time   Approx. 3 h (0.5 A)

11 h (50 lumens)Group Ride
Daytime HyperFlash

Flashing

10 h (300 lumens)

VIZ300 (Approx.)

5 h (30 lumens)
45 h (30 lumens)

Constant

Charging time   Approx. 3 h (0.5 A)

8 h (100 lumens)Group Ride
Daytime HyperFlash

Flashing

14 h (450 lumens)

VIZ450 (Approx.)

5 h (40 lumens)
65 h (40 lumens)

Constant

Charging time   Approx. 3.5 h (0.5 A)

10 h (130 lumens)Group Ride
Daytime HyperFlash

Flashing

15 h (150 lumens)

VIZ150 (Approx.)

5 h (20 lumens)
70 h (15 lumens)

Constant

Charging time   Approx. 3 h (0.5 A)

11 h (50 lumens)Group Ride
Daytime HyperFlash

Flashing

10 h (300 lumens)

VIZ300 (Approx.)

5 h (30 lumens)
45 h (30 lumens)

Constant

Charging time   Approx. 3 h (0.5 A)

8 h (100 lumens)Group Ride
Daytime HyperFlash

Flashing

14 h (450 lumens)

VIZ450 (Approx.)

5 h (40 lumens)
65 h (40 lumens)

Constant

Charging time   Approx. 3.5 h (0.5 A)

10 h (130 lumens)Group Ride
Daytime HyperFlash

Flashing

15 h (100 lumens)

VIZ100 (Approx.)

5 h (15 lumens)
70 h (10 lumens)

Constant

Charging time   Approx. 3 h (0.5 A)

11 h (35 lumens)Group Ride
Daytime HyperFlash

Flashing

VIZ100 (Approx.)

15 h (100 lumens)

5 h (15 lumens)
70 h (10 lumens)

Constant

Charging time   Approx. 3 h (0.5 A)

11 h (35 lumens)Group Ride
Daytime HyperFlash

Flashing

RUNTIME

15 h (150 lumens)

VIZ150 (Approx.)

5 h (20 lumens)
70 h (15 lumens)

Constant

Charging time   Approx. 3 h (0.5 A)

11 h (50 lumens)Group Ride
Daytime HyperFlash

Flashing

10 h (300 lumens)

VIZ300 (Approx.)

5 h (30 lumens)
45 h (30 lumens)

Constant

Charging time   Approx. 3 h (0.5 A)

8 h (100 lumens)Group Ride
Daytime HyperFlash

Flashing

14 h (450 lumens)

VIZ450 (Approx.)

5 h (40 lumens)
65 h (40 lumens)

Constant

Charging time   Approx. 3.5 h (0.5 A)

10 h (130 lumens)Group Ride
Daytime HyperFlash

Flashing

15 h (150 lumens)

VIZ150 (Approx.)

5 h (20 lumens)
70 h (15 lumens)

Constant

Charging time   Approx. 3 h (0.5 A)

11 h (50 lumens)Group Ride
Daytime HyperFlash

Flashing

10 h (300 lumens)

VIZ300 (Approx.)

5 h (30 lumens)
45 h (30 lumens)

Constant

Charging time   Approx. 3 h (0.5 A)

8 h (100 lumens)Group Ride
Daytime HyperFlash

Flashing

14 h (450 lumens)

VIZ450 (Approx.)

5 h (40 lumens)
65 h (40 lumens)

Constant

Charging time   Approx. 3.5 h (0.5 A)

10 h (130 lumens)Group Ride
Daytime HyperFlash

Flashing

15 h (100 lumens)

VIZ100 (Approx.)

5 h (15 lumens)
70 h (10 lumens)

Constant

Charging time   Approx. 3 h (0.5 A)

11 h (35 lumens)Group Ride
Daytime HyperFlash

Flashing

VIZ100 (Approx.)

15 h (100 lumens)

5 h (15 lumens)
70 h (10 lumens)

Constant

Charging time   Approx. 3 h (0.5 A)

11 h (35 lumens)Group Ride
Daytime HyperFlash

Flashing

RUNTIME
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Reflex Auto
60 h

120 h

30 h

100 h

30 h

Rapid

Long-life

Pulse
Flashing

Constant

OMNI 5
120 h

90 h

60 h

Flashing

Constant

Rapid

OMNI 5
40 h

120 h

40 h

Flashing

Constant

Rapid

1 h (35 lumens)

10 h
30 h

10 h
10 h

13 h

Low

Rapid
Group Ride
Daytime HyperFlash

Flashing

WEARABLE X
High

100 h (15 lumens)

DUPLEX

100 h (30 lumens)Flashing
Constant

LOOP2
30 h

50 h
Constant
Flashing

LOOP2
30 h

50 h
Constant
Flashing

RAPID micro
3 h (6 lumens)

30 h

20 h

5 h (15 lumens)

Flashing

Rapid

Group Ride

Constant

OMNI 3
50 h

150 h

50 h

Flashing

Constant

Rapid

OMNI 3
200 h

150 h

100 h

Flashing

Constant

Rapid

(Approx.)

(Approx.)

(Approx.)

(Approx.) (Approx.)

(Approx.)

(Approx.)

(Approx.)

(Approx.)
(Approx.)

Charging time   Approx. 2 h (USB2.0)

FRONT

REAR: Flashing (10 lumens)

Charging time   Approx. 2 h (0.5 A)

RUNTIME

SAFETY LIGHTS

RAPID X3 
TL-LD720-R  CODE: 5447202

• Multiple lighting modes with 2 independently operating LED strips
• Rechargeable safety light with surface emitting LEDs
• Versatile rubber strap mount
• Includes rubber base for use on aero seatposts
• Can be adapted to various CatEye rear lighting brackets using the 

optional Spacer x bracket
• Battery auto save
• Light mode memory
• Weight:   46 g
• Mount size: 12 - 32 mm, 95 - 155 mm 

(With Rubber band for sharp aero rubber base)

50 lm  
(High Mode)

150 lm 
(High Mode)

8 hDaytime HyperFlash

5 h
30 h

16 h
16 h

Low

Rapid
Group Ride

Flashing

8 hDaytime HyperFlash

5 h
30 h

16 h
16 h

Low

Rapid
Group Ride

Flashing

HL-EL135
320 h

80 h

Flashing

Constant

RAPID X3
1 h (150 lumens)High

RAPID X3
1 h (300 lumens)High

RAPID X2 KINETIC
5 h (10 / 50 lumens)

16 h (25 / 50 lumens)

Flashing
Rapid

Constant

30 h (15 / 50 lumens)

RAPID X2
1 h (80 lumens)

5 h
30 h

16 h
16 h

8 h

Low

Rapid
Pulse
Vibration

Flashing

High

RAPID X
1 h (80 lumens)

5 h

16 h
16 h

8 h

Low

Rapid
Group Ride
Daytime HyperFlash

Flashing

High

30 h

RAPID X2
1 h (100 lumens)

5 h

16 h
16 h

8 h

Low

Rapid
Pulse
Vibration

Flashing

High

30 h

RAPID mini
3 h (10 lumens)

30 h

20 h

5 h (25 lumens)

Flashing

Rapid

Group Ride

Constant

RAPID 3
20 h

80 h

3 h

Flashing

Constant

Rapid

RAPID X
1 h (50 lumens)

5 h
30 h

16 h
16 h

8 h

Low

Rapid
Group Ride
Daytime HyperFlash

Flashing

High

(Approx.)

(Approx.)
(Approx.)

(Approx.)

Charging time   Approx. 2 h (USB2.0)

Charging time   Approx. 3 h (USB2.0)

Charging time   Approx. 3 h (USB2.0)

Charging time   Approx. 2 h (0.5 A)

Charging time   Approx. 2 h (USB2.0)

Charging time   Approx. 2 h (USB2.0)

Charging time   Approx. 2 h (USB2.0)

Charging time   Approx. 2 h (USB2.0)

(Approx.) (Approx.)

(Approx.)

(Approx.)

(Approx.)(Approx.)

RUNTIME 

8 hDaytime HyperFlash

5 h
30 h

16 h
16 h

Low

Rapid
Group Ride

Flashing

8 hDaytime HyperFlash

5 h
30 h

16 h
16 h

Low

Rapid
Group Ride

Flashing

HL-EL135
320 h

80 h

Flashing

Constant

RAPID X3
1 h (150 lumens)High

RAPID X3
1 h (300 lumens)High

RAPID X2 KINETIC
5 h (10 / 50 lumens)

16 h (25 / 50 lumens)

Flashing
Rapid

Constant

30 h (15 / 50 lumens)

RAPID X2
1 h (80 lumens)

5 h
30 h

16 h
16 h

8 h

Low

Rapid
Pulse
Vibration

Flashing

High

RAPID X
1 h (80 lumens)

5 h

16 h
16 h

8 h

Low

Rapid
Group Ride
Daytime HyperFlash

Flashing

High

30 h

RAPID X2
1 h (100 lumens)

5 h

16 h
16 h

8 h

Low

Rapid
Pulse
Vibration

Flashing

High

30 h

RAPID mini
3 h (10 lumens)

30 h

20 h

5 h (25 lumens)

Flashing

Rapid

Group Ride

Constant

RAPID 3
20 h

80 h

3 h

Flashing

Constant

Rapid

RAPID X
1 h (50 lumens)

5 h
30 h

16 h
16 h

8 h

Low

Rapid
Group Ride
Daytime HyperFlash

Flashing

High

(Approx.)

(Approx.)
(Approx.)

(Approx.)

Charging time   Approx. 2 h (USB2.0)

Charging time   Approx. 3 h (USB2.0)

Charging time   Approx. 3 h (USB2.0)

Charging time   Approx. 2 h (0.5 A)

Charging time   Approx. 2 h (USB2.0)

Charging time   Approx. 2 h (USB2.0)

Charging time   Approx. 2 h (USB2.0)

Charging time   Approx. 2 h (USB2.0)

(Approx.) (Approx.)

(Approx.)

(Approx.)

(Approx.)(Approx.)

RUNTIME 

USB rechargeable

Rubber Base for Sharp Aero
CODE: 5447040

RAPID X 
TL-LD700-R  CODE: 5447006

• Rechargeable safety light with surface emitting LEDs
• Versatile rubber strap mount
• Battery auto save
• Light mode memory
• Can be adapted to various CatEye rear lighting brackets using the 

optional Spacer x bracket
• Weight:   22.5 g
• Mount size: 12 - 32 mm

WEARABLE X 
SL-WA100  CODE: 5442600

• Low profile clip-on wearable safety light
• Clip-on bracket for easy installation to backpacks, clothing etc 
• Rubber strap bike mount included
• Battery auto save
• Light mode memory
• Weight:   16.5 g
• Mount size: 26 - 32 mm (When Rubber band for bike mount)

USB rechargeable

Visit the Safety 
Campaign site.
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SNAP SYSTEM
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LOOP2
4 hConstant

15 hFlashing

ORBIT2
30 hConstant

50 hFlashing

LOOP2

10 hFlashing
2.5 hConstant

ORB
50 h

100 h
Constant
Rapid flashing

100 hSlow flashing

LOOP2
30 h

50 h
Constant
Flashing

LOOP2
30 h

50 h
Constant
Flashing

ORB
50 h

100 h
Constant
Rapid flashing

100 hSlow flashing

50 h
100 h

Constant
Rapid flashing

100 hSlow flashing

ORB BAREND

(Approx.)

(Approx.)

(Approx.)

(Approx.)

(Approx.)

(Approx.)

60 h
140 h

Constant
Rapid flashing

550 hSlow flashing

WEARABLE MINI (Approx.)

(Approx.)

(Approx.)

Charging time   Approx. 3 h (USB2.0)

Charging time   Approx. 3 h (USB2.0)

RUNTIME

WEARABLE MINI 
SL-WA10  CODE: 5442570

• Compact and low profile
• Clip-on bracket for easy installation to backpacks, saddle bags, 

clothing and helmet
• Rubber strap bike / helmet mount included
• Magnet included
• 3 modes
• CR2032 x 1
• Mode memory function
• Weight:12 g

OMNI 5 
TL-LD155-R  CODE: 5342320    TL-LD155-F  CODE: 5342325

• 5 LEDs battery safety light
• 360 degree visibility
• Clothing clip (C-1N) included
• Light mode memory
• Weight:   41.8 g
• Mount size: 12 - 32 mm
• Battery: AAA alkaline battery x 2pcs

REFLEX AUTO
TL-LD570-BR (5) R  CODE: 5445700

• 5 LEDs battery safety light with built-in CPSC / BS / ECE / JIS reflector
• Rear rack bracket included
• Light mode memory
• Weight:   82 g
• Mount size: 21.5 - 31.8 mm
• Battery: AAA alkaline battery x 2pcs

Reflex Auto
60 h

120 h

30 h

100 h

30 h

Rapid

Long-life

Pulse
Flashing

Constant

OMNI 5
120 h

90 h

60 h

Flashing

Constant

Rapid

OMNI 5
40 h

120 h

40 h

Flashing

Constant

Rapid

1 h (35 lumens)

10 h
30 h

10 h
10 h

13 h

Low

Rapid
Group Ride
Daytime HyperFlash

Flashing

WEARABLE X
High

100 h (15 lumens)

DUPLEX

100 h (30 lumens)Flashing
Constant

LOOP2
30 h

50 h
Constant
Flashing

LOOP2
30 h

50 h
Constant
Flashing

RAPID micro
3 h (6 lumens)

30 h

20 h

5 h (15 lumens)

Flashing

Rapid

Group Ride

Constant

OMNI 3
50 h

150 h

50 h

Flashing

Constant

Rapid

OMNI 3
200 h

150 h

100 h

Flashing

Constant

Rapid

(Approx.)

(Approx.)

(Approx.)

(Approx.) (Approx.)

(Approx.)

(Approx.)

(Approx.)

(Approx.)
(Approx.)

Charging time   Approx. 2 h (USB2.0)

FRONT

REAR: Flashing (10 lumens)

Charging time   Approx. 2 h (0.5 A)

RUNTIME (FRONT)

Reflex Auto
60 h

120 h

30 h

100 h

30 h

Rapid

Long-life

Pulse
Flashing

Constant

OMNI 5
120 h

90 h

60 h

Flashing

Constant

Rapid

OMNI 5
40 h

120 h

40 h

Flashing

Constant

Rapid

1 h (35 lumens)

10 h
30 h

10 h
10 h

13 h

Low

Rapid
Group Ride
Daytime HyperFlash

Flashing

WEARABLE X
High

100 h (15 lumens)

DUPLEX

100 h (30 lumens)Flashing
Constant

LOOP2
30 h

50 h
Constant
Flashing

LOOP2
30 h

50 h
Constant
Flashing

RAPID micro
3 h (6 lumens)

30 h

20 h

5 h (15 lumens)

Flashing

Rapid

Group Ride

Constant

OMNI 3
50 h

150 h

50 h

Flashing

Constant

Rapid

OMNI 3
200 h

150 h

100 h

Flashing

Constant

Rapid

(Approx.)

(Approx.)

(Approx.)

(Approx.) (Approx.)

(Approx.)

(Approx.)

(Approx.)

(Approx.)
(Approx.)

Charging time   Approx. 2 h (USB2.0)

FRONT

REAR: Flashing (10 lumens)

Charging time   Approx. 2 h (0.5 A)

RUNTIME (REAR)

Reflex Auto
60 h

120 h

30 h

100 h

30 h

Rapid

Long-life

Pulse
Flashing

Constant

OMNI 5
120 h

90 h

60 h

Flashing

Constant

Rapid

OMNI 5
40 h

120 h

40 h

Flashing

Constant

Rapid

1 h (35 lumens)

10 h
30 h

10 h
10 h

13 h

Low

Rapid
Group Ride
Daytime HyperFlash

Flashing

WEARABLE X
High

100 h (15 lumens)

DUPLEX

100 h (30 lumens)Flashing
Constant

LOOP2
30 h

50 h
Constant
Flashing

LOOP2
30 h

50 h
Constant
Flashing

RAPID micro
3 h (6 lumens)

30 h

20 h

5 h (15 lumens)

Flashing

Rapid

Group Ride

Constant

OMNI 3
50 h

150 h

50 h

Flashing

Constant

Rapid

OMNI 3
200 h

150 h

100 h

Flashing

Constant

Rapid

(Approx.)

(Approx.)

(Approx.)

(Approx.) (Approx.)

(Approx.)

(Approx.)

(Approx.)

(Approx.)
(Approx.)

Charging time   Approx. 2 h (USB2.0)

FRONT

REAR: Flashing (10 lumens)

Charging time   Approx. 2 h (0.5 A)

RUNTIME

Rear Rack Mount Bracket

Included with: Reflex Auto / Reflex / Blitz Auto
* Optional
Rapid 5 / 3 / 1 / Solar / Omni 5 / Omni 3

50 mm Center hole 80 mm

 TL-LD155-F  
CODE: 5342325

TL-LD155-R
CODE: 5342320 

SAFETY LIGHTS

*Anti-splash performance of S1 in accordance with JIS D0203

*Anti-spray performance of R2 in accordance with JIS D0203

*

*
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SNAP SYSTEM

    
SNAP SYSTEM

 

Reflex Auto
60 h

120 h

30 h

100 h

30 h

Rapid

Long-life

Pulse
Flashing

Constant

OMNI 5
120 h

90 h

60 h

Flashing

Constant

Rapid

OMNI 5
40 h

120 h

40 h

Flashing

Constant

Rapid

1 h (35 lumens)

10 h
30 h

10 h
10 h

13 h

Low

Rapid
Group Ride
Daytime HyperFlash

Flashing

WEARABLE X
High

100 h (15 lumens)

DUPLEX

100 h (30 lumens)Flashing
Constant

LOOP2
30 h

50 h
Constant
Flashing

LOOP2
30 h

50 h
Constant
Flashing

RAPID micro
3 h (6 lumens)

30 h

20 h

5 h (15 lumens)

Flashing

Rapid

Group Ride

Constant

OMNI 3
50 h

150 h

50 h

Flashing

Constant

Rapid

OMNI 3
200 h

150 h

100 h

Flashing

Constant

Rapid

(Approx.)

(Approx.)

(Approx.)

(Approx.) (Approx.)

(Approx.)

(Approx.)

(Approx.)

(Approx.)
(Approx.)

Charging time   Approx. 2 h (USB2.0)

FRONT

REAR: Flashing (10 lumens)

Charging time   Approx. 2 h (0.5 A)

RUNTIME (FRONT)

Reflex Auto
60 h

120 h

30 h

100 h

30 h

Rapid

Long-life

Pulse
Flashing

Constant

OMNI 5
120 h

90 h

60 h

Flashing

Constant

Rapid

OMNI 5
40 h

120 h

40 h

Flashing

Constant

Rapid

1 h (35 lumens)

10 h
30 h

10 h
10 h

13 h

Low

Rapid
Group Ride
Daytime HyperFlash

Flashing

WEARABLE X
High

100 h (15 lumens)

DUPLEX

100 h (30 lumens)Flashing
Constant

LOOP2
30 h

50 h
Constant
Flashing

LOOP2
30 h

50 h
Constant
Flashing

RAPID micro
3 h (6 lumens)

30 h

20 h

5 h (15 lumens)

Flashing

Rapid

Group Ride

Constant

OMNI 3
50 h

150 h

50 h

Flashing

Constant

Rapid

OMNI 3
200 h

150 h

100 h

Flashing

Constant

Rapid

(Approx.)

(Approx.)

(Approx.)

(Approx.) (Approx.)

(Approx.)

(Approx.)

(Approx.)

(Approx.)
(Approx.)

Charging time   Approx. 2 h (USB2.0)

FRONT

REAR: Flashing (10 lumens)

Charging time   Approx. 2 h (0.5 A)

RUNTIME (REAR)

SAFETY LIGHTS

OMNI 3
TL-LD135-R  CODE: 5342310    TL-LD135-F  CODE: 5342315

• 3 LEDs battery safety light
• 360 degree visibility
• Clothing clip (C-1N) included
• Light mode memory
• Weight:   41.6 g
• Mount size: 12 - 32 mm
• Battery: AAA alkaline battery x 2pcs

TL-LD135-F  
CODE: 5342315

TL-LD135-R  
CODE: 5342310

Snap System™
Snap System™ allows light to be positioned either vertically or horizontally into mount. (as shown in image)
Applicable models: VIZ SERIES / TIGHT KINETIC / OMNI 5 / OMNI 3

C-2 CLIP
CODE: 5342460

SR-2 Fizik SADDLE BRACKET
CODE: 3980060

Fizik ICS compatible saddles only

Large

Small

SPACER X 
CODE: 5342470

REAR RACK BRACKET
CODE: 5445620

RM-1 SADDLE RAIL BRACKET
CODE: 5446510

More detail on all Snap System ™ brackets page 37.
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ORB RECHARGEABLE

3 h
6.5 h

Constant
Rapid flashing

6.5 hSlow flashing

ORB RECHARGEABLE

2.5 h
5 h

Constant
Rapid flashing

5 hSlow flashing

(Approx.)

(Approx.)

Charging time   3.5 h (0.5 A)

Charging time   3.5 h (0.5 A)

RUNTIME (FRONT)

ORB
SILVER   SL-LD160-R  CODE: 5442800  SL-LD160-F  CODE: 5442801  
BLACK   SL-LD160-R  CODE: 5442820  SL-LD160-F  CODE: 5442821  

• Simple, compact and lightweight
• Easy switch operation - Lens acts as power & mode button
• Side visibility
• Versatile heavy-duty rubber strap mount
• Attaches to seatpost, helmet or bag with the heavy-duty rubber band
• CR2032 battery x 2
• Long runtime
• 3 modes
• Weight: 26 g

ORB BAREND
SL-LD160-R-BE  CODE: 5442802

• Compact and lightweight
• Side visibility
• Fits drop bars with an inner diameter of 18.5 mm - 22 mm
• CR2032 battery x 2
• Long runtime
• 3 modes
• Weight: 26 g

LOOP2
4 hConstant

15 hFlashing

ORBIT2
30 hConstant

50 hFlashing

LOOP2

10 hFlashing
2.5 hConstant

ORB
50 h

100 h
Constant
Rapid flashing

100 hSlow flashing

LOOP2
30 h

50 h
Constant
Flashing

LOOP2
30 h

50 h
Constant
Flashing

ORB
50 h

100 h
Constant
Rapid flashing

100 hSlow flashing

50 h
100 h

Constant
Rapid flashing

100 hSlow flashing

ORB BAREND

(Approx.)

(Approx.)

(Approx.)

(Approx.)

(Approx.)

(Approx.)

60 h
140 h

Constant
Rapid flashing

550 hSlow flashing

WEARABLE MINI (Approx.)

(Approx.)

(Approx.)

Charging time   Approx. 3 h (USB2.0)

Charging time   Approx. 3 h (USB2.0)

LOOP2
4 hConstant

15 hFlashing

ORBIT2
30 hConstant

50 hFlashing

LOOP2

10 hFlashing
2.5 hConstant

ORB
50 h

100 h
Constant
Rapid flashing

100 hSlow flashing

LOOP2
30 h

50 h
Constant
Flashing

LOOP2
30 h

50 h
Constant
Flashing

ORB
50 h

100 h
Constant
Rapid flashing

100 hSlow flashing

50 h
100 h

Constant
Rapid flashing

100 hSlow flashing

ORB BAREND

(Approx.)

(Approx.)

(Approx.)

(Approx.)

(Approx.)

(Approx.)

60 h
140 h

Constant
Rapid flashing

550 hSlow flashing

WEARABLE MINI (Approx.)

(Approx.)

(Approx.)

Charging time   Approx. 3 h (USB2.0)

Charging time   Approx. 3 h (USB2.0)

ORB RECHARGEABLE

3 h
6.5 h

Constant
Rapid flashing

6.5 hSlow flashing

ORB RECHARGEABLE

2.5 h
5 h

Constant
Rapid flashing

5 hSlow flashing

(Approx.)

(Approx.)

Charging time   3.5 h (0.5 A)

Charging time   3.5 h (0.5 A)

RUNTIME (FRONT)RUNTIME (REAR)

RUNTIME (REAR)

SL-LD160RC-F 
CODE: 5442831

SL-LD160RC-R 
CODE: 5442830

ORB RECHARGEABLE
SL-LD160RC-R  CODE: 5442830  SL-LD160RC-F  CODE: 5442831

• Rechargeable version of the popular ORB SL-LD160 model
• Easy switch operation - Lens acts as power & mode button
• Excellent side visibility
• Durable and elegant polished black aluminum body
• Versatile heavy-duty rubber strap mount - Attaches to seatpost,  

helmet or bag
• Weight: 25 g

LOOP2
4 hConstant

15 hFlashing

ORBIT2
30 hConstant

50 hFlashing

LOOP2

10 hFlashing
2.5 hConstant

ORB
50 h

100 h
Constant
Rapid flashing

100 hSlow flashing

LOOP2
30 h

50 h
Constant
Flashing

LOOP2
30 h

50 h
Constant
Flashing

ORB
50 h

100 h
Constant
Rapid flashing

100 hSlow flashing

50 h
100 h

Constant
Rapid flashing

100 hSlow flashing

ORB BAREND

(Approx.)

(Approx.)

(Approx.)

(Approx.)

(Approx.)

(Approx.)

60 h
140 h

Constant
Rapid flashing

550 hSlow flashing

WEARABLE MINI (Approx.)

(Approx.)

(Approx.)

Charging time   Approx. 3 h (USB2.0)

Charging time   Approx. 3 h (USB2.0)

RUNTIME

SL-LD160-F 
CODE: 5442801

SL-LD160-F 
CODE: 5442821

SL-LD160-R 
CODE: 5442800

SL-LD160-R 
CODE: 5442820

USB accessed via unscrewing 
front section from rear section.

SAFETY LIGHTS



 TOP View 0˚ View 50˚ View 90˚ View

24 Photo data: TOP View - f: 8, Shutter speed: 4s, ISO: 400 / 0˚, 50˚, 90˚ View - f: 16, Shutter speed: 4s, ISO: 400

SAFETY LIGHT CHART

0˚

50˚

90˚ 90˚

50˚

0˚

50˚

90˚ 90˚

50˚

0˚

50˚

90˚ 90˚

50˚

0˚

50˚

90˚ 90˚

50˚

0˚

50˚

90˚ 90˚

50˚

0˚

50˚

90˚ 90˚

50˚

0˚

50˚

90˚ 90˚

50˚

0˚

50˚

90˚ 90˚

50˚

0˚

50˚

90˚ 90˚

50˚



 TOP View 0˚ View 50˚ View 90˚ View
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SAFETY LIGHT CHART

0˚

50˚

90˚ 90˚

50˚

0˚

50˚

90˚ 90˚

50˚

0˚

50˚

90˚ 90˚

50˚

0˚

50˚

90˚ 90˚

50˚

0˚

50˚

90˚ 90˚

50˚

0˚

50˚

90˚ 90˚

50˚

0˚

50˚

90˚ 90˚

50˚

0˚

50˚

90˚ 90˚

50˚



26

COMBO KITS

1900 LUMEN LIGHT SET
EL088 / EL1100 CODE: 8900990

SYNC CORE & SYNC KINETIC
NW100RC / NW100K CODE: 8910000

AMPP800 & 
RAPID X2 KINETIC
EL088RC / LD710K CODE: 8901070

AMPP500 & VIZ150
EL085 / LD800 CODE: 8901220

AMPP800 & VIZ300
EL088 / LD810 CODE: 8901080

AMPP400 & VIZ150
EL084 / LD800 CODE: 8901210

AMPP200 & VIZ100
EL042 / LD800B CODE: 8900030

AMPP100 & VIZ100
EL041 / LD800B CODE: 8900010

AMPP400 & 
ORB RECHARGEABLE
EL084 / LD160RC CODE: 8900971

ORB RECHARGEABLE FRONT & REAR
SL-LD160RC F / R CODE: 8900215

AMPP100 & 
ORB RECHARGEABLE
EL041 / LD160RC CODE: 8900000

AMPP200 & 
ORB RECHARGEABLE
EL042 / LD160RC CODE: 8900040

AMPP400 & ORB
EL084 / LD160 CODE: 8900970

AMPP200 & ORB
EL042 / LD160 CODE: 8900041

AMPP100 & ORB
EL041 / LD160 CODE: 8900001

HL-EL135 / OMNI 3
EL135N / LD135 CODE: 8900151

HL-EL135 / ORB
EL135N / LD160 CODE: 8901060

ORB FRONT & REAR
SL-LD160 F / R SILVER CODE: 8900210

ORB FRONT & REAR
SL-LD160 F / R BLACK CODE: 8900212

HL-EL135 / OMNI 3 / 
VELO WIRELESS
GS-17 CODE: 8900951

ORB FRONT & REAR BULK BOX
SL-LD160 F / R BULK CODE: 8900213

CR2032 battery

CR2032 battery

CR2032 battery

CR2032 
battery

CR2032 
battery

CR2032 
battery

CR2032 
battery

AAA alkaline 
battery

AAA alkaline 
battery

AA alkaline 
battery

AA alkaline 
battery

AA alkaline 
battery

NEW

NEW

NEW

NEW

NEW

NEW

NEW

NEW

NEW
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COMBO KITS

SYNC CORE & SYNC KINETIC
NW100RC / NW100K  CODE: 8910000

SYNC CORE
• 500 Lumens
• Turn on / off all CatEyeSYNC lights through the power button
• View pairing and battery information of all CatEyeSYNC lights through 

the indicator
• Customize modes via app
• Excellent daytime visibility in Daytime HyperConstant mode
• Weight:   94 g
• Mount: H-34N FlexTightTM bracket (included), Helmet bracket (optional)

SYNC KINETIC
• Large main LED for increased visibility from distance
• Synchronize modes and flashing timing with other CatEyeSYNC safety 

lights for enhanced visibility
• Kinetic mode (Automatically switches into a constant burst mode when 

deceleration is detected)
• Excellent daytime visibility in Daytime HyperFlash mode
• Weight:   43 g
• Mount: Rubber strap (included)

1900 LUMEN LIGHT SET
EL088 / EL1100  CODE: 8900990

AMPP1100
• High power twin LED rechargeable headlight (1100 lm)
• Large side-lens for enhanced side visibility
• Built-in fast recharging circuit: Full charge in approx. 3 hours (minimum)
• Turns on High mode with double click of power button
• Light mode memory
• Power button functions as battery indicator:  

Blue + 50 % / Yellow 50 - 30 % / Red 30 - 0 %
• Excellent daytime visibility in Daytime HyperConstant mode
• Weight: 200 g
• Mount size: 22 - 35 mm

AMPP800 with Helmet Mount
• High power rechargeable headlight (800 lm)
• Large side-lens for enhanced side visibility
• Built-in fast recharging circuit: Full charge in approx. 3 hours (minimum)
• Robust aluminum body
• Turns on High mode with double click of power button
• Light mode memory
• Power button functions as battery indicator: 

Blue + 50 % / Yellow 50 - 30 % / Red 30 - 0 %
• Excellent daytime visibility in Daytime HyperConstant mode
• Weight: 136 g
• Mount size: 22 - 35 mm

        

        

SYNC CORE (Approx.)

SYNC WEARABLE (Approx.)

2 h (500 lumens)
9 h (150 lumens)

18 h (500 / 100 lumens)
130 h (100 lumens)

Middle
15 h (100 lumens)Low

Daytime HyperConstant
Flashing

High

Charging time   Approx. 3 - 6 h (USB3.0) Battery  Li-ion battery

Charging time   Approx. 2.5 h (USB2.0) Battery  Li-poly battery

SYNC KINETIC (Approx.)

1.5 h (30 lumens)

18 h (2 lumens)
45 h (50 lumens)

16 h (50 lumens)
12 h (50 lumens)

25 h (50 lumens)

Low

Rapid
Group Ride
Daytime HyperFlash

Flashing

High

Charging time   Approx. 2.5 h (USB2.0) Battery  Li-poly battery

1.5 h (40 lumens)

15 h (5 lumens)
50 h (30 lumens)

20 h (50 lumens)
15 h (40 lumens)

Low

Rapid
Group Ride

30 h (50 lumens)Daytime HyperFlash

Flashing

High

RUNTIME (SYNC CORE)

SYNC CORE (Approx.)

SYNC WEARABLE (Approx.)

2 h (500 lumens)
9 h (150 lumens)

18 h (500 / 100 lumens)
130 h (100 lumens)

Middle
15 h (100 lumens)Low

Daytime HyperConstant
Flashing

High

Charging time   Approx. 3 - 6 h (USB3.0) Battery  Li-ion battery

Charging time   Approx. 2.5 h (USB2.0) Battery  Li-poly battery

SYNC KINETIC (Approx.)

1.5 h (30 lumens)

18 h (2 lumens)
45 h (50 lumens)

16 h (50 lumens)
12 h (50 lumens)

25 h (50 lumens)

Low

Rapid
Group Ride
Daytime HyperFlash

Flashing

High

Charging time   Approx. 2.5 h (USB2.0) Battery  Li-poly battery

1.5 h (40 lumens)

15 h (5 lumens)
50 h (30 lumens)

20 h (50 lumens)
15 h (40 lumens)

Low

Rapid
Group Ride

30 h (50 lumens)Daytime HyperFlash

Flashing

High

RUNTIME (SYNC KINETIC)

       

        

4 h (200 lumens)

6 h (400 / 200 lumens)

60 h (200 lumens)

Low
Daytime HyperConstant

Flashing

Charging time   Approx. 4 h (1 A) - 8 h (0.5 A) 

3 h (250 lumens)

5 h (500 / 250 lumens)

50 h (250 lumens)

Low
Daytime HyperConstant

Flashing

Charging time   Approx. 4 h (1 A) - 8 h (0.5 A) 

1.5 h (1100 lumens)

4.5 h (400 lumens)

6.5 h (1100 / 400 lumens)

50 h (200 lumens)

Low
2 h (800 lumens)Middle

Daytime HyperConstant

Flashing

High

AMPP1100 (Approx.)

Charging time   Approx. 3 h (2 A) - 5 h (1 A)

1.5 h (800 lumens)

4 h (200 lumens)

30 h (200 lumens)

Low
2 h (400 lumens)Middle

Flashing

High

AMPP800 (Approx.)

Charging time   Approx. 3 h (2 A) - 7 h (0.5 A) 

1.5 h (500 lumens)High

AMPP500 (Approx.)

2 h (400 lumens)High

AMPP400 (Approx.)

Daytime HyperConstant 5 h (800 / 200 lumens)

RUNTIME (AMPP1100)

4 h (200 lumens)

6 h (400 / 200 lumens)

60 h (200 lumens)

Low
Daytime HyperConstant

Flashing

Charging time   Approx. 4 h (1 A) - 8 h (0.5 A) 

3 h (250 lumens)

5 h (500 / 250 lumens)

50 h (250 lumens)

Low
Daytime HyperConstant

Flashing

Charging time   Approx. 4 h (1 A) - 8 h (0.5 A) 

1.5 h (1100 lumens)

4.5 h (400 lumens)

6.5 h (1100 / 400 lumens)

50 h (200 lumens)

Low
2 h (800 lumens)Middle

Daytime HyperConstant

Flashing

High

AMPP1100 (Approx.)

Charging time   Approx. 3 h (2 A) - 5 h (1 A)

1.5 h (800 lumens)

4 h (200 lumens)

30 h (200 lumens)

Low
2 h (400 lumens)Middle

Flashing

High

AMPP800 (Approx.)

Charging time   Approx. 3 h (2 A) - 7 h (0.5 A) 

1.5 h (500 lumens)High

AMPP500 (Approx.)

2 h (400 lumens)High

AMPP400 (Approx.)

Daytime HyperConstant 5 h (800 / 200 lumens)

RUNTIME (AMPP800)
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4 h (200 lumens)

6 h (400 / 200 lumens)

60 h (200 lumens)

Low
Daytime HyperConstant

Flashing

Charging time   Approx. 4 h (1 A) - 8 h (0.5 A) 

3 h (250 lumens)

5 h (500 / 250 lumens)

50 h (250 lumens)

Low
Daytime HyperConstant

Flashing

Charging time   Approx. 4 h (1 A) - 8 h (0.5 A) 

1.5 h (1100 lumens)

4.5 h (400 lumens)

6.5 h (1100 / 400 lumens)

50 h (200 lumens)

Low
2 h (800 lumens)Middle

Daytime HyperConstant

Flashing

High

AMPP1100 (Approx.)

Charging time   Approx. 3 h (2 A) - 5 h (1 A)

1.5 h (800 lumens)

4 h (200 lumens)

30 h (200 lumens)

Low
2 h (400 lumens)Middle

Flashing

High

AMPP800 (Approx.)

Charging time   Approx. 3 h (2 A) - 7 h (0.5 A) 

1.5 h (500 lumens)High

AMPP500 (Approx.)

2 h (400 lumens)High

AMPP400 (Approx.)

Daytime HyperConstant 5 h (800 / 200 lumens)

RUNTIME (AMPP800)

4 h (200 lumens)

6 h (400 / 200 lumens)

60 h (200 lumens)

Low
Daytime HyperConstant

Flashing

Charging time   Approx. 4 h (1 A) - 8 h (0.5 A) 

3 h (250 lumens)

5 h (500 / 250 lumens)

50 h (250 lumens)

Low
Daytime HyperConstant

Flashing

Charging time   Approx. 4 h (1 A) - 8 h (0.5 A) 

1.5 h (1100 lumens)

4.5 h (400 lumens)

6.5 h (1100 / 400 lumens)

50 h (200 lumens)

Low
2 h (800 lumens)Middle

Daytime HyperConstant

Flashing

High

AMPP1100 (Approx.)

Charging time   Approx. 3 h (2 A) - 5 h (1 A)

1.5 h (800 lumens)

4 h (200 lumens)

30 h (200 lumens)

Low
2 h (400 lumens)Middle

Flashing

High

AMPP800 (Approx.)

Charging time   Approx. 3 h (2 A) - 7 h (0.5 A) 

1.5 h (500 lumens)High

AMPP500 (Approx.)

2 h (400 lumens)High

AMPP400 (Approx.)

Daytime HyperConstant 5 h (800 / 200 lumens)

RUNTIME (AMPP800)

AMPP800 & RAPID X2 KINETIC
EL088RC / LD710K  CODE: 8901070

AMPP800
• High power rechargeable headlight (800 lm)
• Large side-lens for enhanced side visibility
• Built-in fast recharging circuit: Full charge in approx. 3 hours (minimum)
• Robust aluminum body
• Turns on High mode with double click of power button
• Light mode memory
• Power button functions as battery indicator: 

Blue + 50 % / Yellow 50 - 30 % / Red 30 - 0 %
• Excellent daytime visibility in Daytime HyperConstant mode
• Weight: 136 g
• Mount size: 22 - 35 mm

RAPID X2 KINETIC
• Kinetic mode (brake mode)
• Rechargeable safety light with surface emitting LEDs
• Versatile rubber strap mount
• Battery auto save
• Light mode memory
• Weight:   32.5 g
• Mount size: 12 - 32 mm

       

       

       

8 hDaytime HyperFlash

5 h
30 h

16 h
16 h

Low

Rapid
Group Ride

Flashing

8 hDaytime HyperFlash

5 h
30 h

16 h
16 h

Low

Rapid
Group Ride

Flashing

HL-EL135
320 h

80 h

Flashing

Constant

RAPID X3
1 h (150 lumens)High

RAPID X3
1 h (300 lumens)High

RAPID X2 KINETIC
5 h (10 / 50 lumens)

16 h (25 / 50 lumens)

Flashing
Rapid

Constant

30 h (15 / 50 lumens)

RAPID X2
1 h (80 lumens)

5 h
30 h

16 h
16 h

8 h

Low

Rapid
Pulse
Vibration

Flashing

High

RAPID X
1 h (80 lumens)

5 h

16 h
16 h

8 h

Low

Rapid
Group Ride
Daytime HyperFlash

Flashing

High

30 h

RAPID X2
1 h (100 lumens)

5 h

16 h
16 h

8 h

Low

Rapid
Pulse
Vibration

Flashing

High

30 h

RAPID mini
3 h (10 lumens)

30 h

20 h

5 h (25 lumens)

Flashing

Rapid

Group Ride

Constant

RAPID 3
20 h

80 h

3 h

Flashing

Constant

Rapid

RAPID X
1 h (50 lumens)

5 h
30 h

16 h
16 h

8 h

Low

Rapid
Group Ride
Daytime HyperFlash

Flashing

High

(Approx.)

(Approx.)
(Approx.)

(Approx.)

Charging time   Approx. 2 h (USB2.0)

Charging time   Approx. 3 h (USB2.0)

Charging time   Approx. 3 h (USB2.0)

Charging time   Approx. 2 h (0.5 A)

Charging time   Approx. 2 h (USB2.0)

Charging time   Approx. 2 h (USB2.0)

Charging time   Approx. 2 h (USB2.0)

Charging time   Approx. 2 h (USB2.0)

(Approx.) (Approx.)

(Approx.)

(Approx.)

(Approx.)(Approx.)

RUNTIME (RAPID X2 KINETIC)

AMPP800 & VIZ300
EL088 / LD810  CODE: 8901080

AMPP800
• High power rechargeable headlight (800 lm)
• Large side-lens for enhanced side visibility
• Built-in fast recharging circuit: Full charge in approx. 3 hours (minimum)
• Robust aluminum body
• Turns on High mode with double click of power button
• Light mode memory
• Power button functions as battery indicator: 

Blue + 50 % / Yellow 50 - 30 % / Red 30 - 0 %
• Excellent daytime visibility in Daytime HyperConstant mode
• Weight: 136 g
• Mount size: 22 - 35 mm

15 h (150 lumens)

VIZ150 (Approx.)

5 h (20 lumens)
70 h (15 lumens)

Constant

Charging time   Approx. 3 h (0.5 A)

11 h (50 lumens)Group Ride
Daytime HyperFlash

Flashing

10 h (300 lumens)

VIZ300 (Approx.)

5 h (30 lumens)
45 h (30 lumens)

Constant

Charging time   Approx. 3 h (0.5 A)

8 h (100 lumens)Group Ride
Daytime HyperFlash

Flashing

14 h (450 lumens)

VIZ450 (Approx.)

5 h (40 lumens)
65 h (40 lumens)

Constant

Charging time   Approx. 3.5 h (0.5 A)

10 h (130 lumens)Group Ride
Daytime HyperFlash

Flashing

15 h (150 lumens)

VIZ150 (Approx.)

5 h (20 lumens)
70 h (15 lumens)

Constant

Charging time   Approx. 3 h (0.5 A)

11 h (50 lumens)Group Ride
Daytime HyperFlash

Flashing

10 h (300 lumens)

VIZ300 (Approx.)

5 h (30 lumens)
45 h (30 lumens)

Constant

Charging time   Approx. 3 h (0.5 A)

8 h (100 lumens)Group Ride
Daytime HyperFlash

Flashing

14 h (450 lumens)

VIZ450 (Approx.)

5 h (40 lumens)
65 h (40 lumens)

Constant

Charging time   Approx. 3.5 h (0.5 A)

10 h (130 lumens)Group Ride
Daytime HyperFlash

Flashing

15 h (100 lumens)

VIZ100 (Approx.)

5 h (15 lumens)
70 h (10 lumens)

Constant

Charging time   Approx. 3 h (0.5 A)

11 h (35 lumens)Group Ride
Daytime HyperFlash

Flashing

VIZ100 (Approx.)

15 h (100 lumens)

5 h (15 lumens)
70 h (10 lumens)

Constant

Charging time   Approx. 3 h (0.5 A)

11 h (35 lumens)Group Ride
Daytime HyperFlash

Flashing

RUNTIME (VIZ300)

VIZ300
• High power rechargeable safety light with 3 LEDs and 300 lm output
• 300 degree visibility
• Long rear beam projection
• Highly visible during daytime
• Includes new seat post bracket SP-15 which fits aero seatpost
• Battery auto save
• Light mode memory
• Weight: 47 g
• Mount size: 21.5 - 32 mm. Fits up to 130 mm outer circumference

COMBO KITS

      
SNAP SYSTEM

 

NEW
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4 h (200 lumens)

6 h (400 / 200 lumens)

60 h (200 lumens)

Low
Daytime HyperConstant

Flashing

Charging time   Approx. 4 h (1 A) - 8 h (0.5 A) 

3 h (250 lumens)

5 h (500 / 250 lumens)

50 h (250 lumens)

Low
Daytime HyperConstant

Flashing

Charging time   Approx. 4 h (1 A) - 8 h (0.5 A) 

1.5 h (1100 lumens)

4.5 h (400 lumens)

6.5 h (1100 / 400 lumens)

50 h (200 lumens)

Low
2 h (800 lumens)Middle

Daytime HyperConstant

Flashing

High

AMPP1100 (Approx.)

Charging time   Approx. 3 h (2 A) - 5 h (1 A)

1.5 h (800 lumens)

4 h (200 lumens)

30 h (200 lumens)

Low
2 h (400 lumens)Middle

Flashing

High

AMPP800 (Approx.)

Charging time   Approx. 3 h (2 A) - 7 h (0.5 A) 

1.5 h (500 lumens)High

AMPP500 (Approx.)

2 h (400 lumens)High

AMPP400 (Approx.)

Daytime HyperConstant 5 h (800 / 200 lumens)

4 h (200 lumens)

6 h (400 / 200 lumens)

60 h (200 lumens)

Low
Daytime HyperConstant

Flashing

Charging time   Approx. 4 h (1 A) - 8 h (0.5 A) 

3 h (250 lumens)

5 h (500 / 250 lumens)

50 h (250 lumens)

Low
Daytime HyperConstant

Flashing

Charging time   Approx. 4 h (1 A) - 8 h (0.5 A) 

1.5 h (1100 lumens)

4.5 h (400 lumens)

6.5 h (1100 / 400 lumens)

50 h (200 lumens)

Low
2 h (800 lumens)Middle

Daytime HyperConstant

Flashing

High

AMPP1100 (Approx.)

Charging time   Approx. 3 h (2 A) - 5 h (1 A)

1.5 h (800 lumens)

4 h (200 lumens)

30 h (200 lumens)

Low
2 h (400 lumens)Middle

Flashing

High

AMPP800 (Approx.)

Charging time   Approx. 3 h (2 A) - 7 h (0.5 A) 

1.5 h (500 lumens)High

AMPP500 (Approx.)

2 h (400 lumens)High

AMPP400 (Approx.)

Daytime HyperConstant 5 h (800 / 200 lumens)

RUNTIME (AMPP500)

RUNTIME (AMPP400)

AMPP400 & VIZ150
EL084 / LD800  CODE: 8901210

AMPP400
• Rechargeable headlight (400 lm)
• Excellent side visibility
• Turns on High mode with double click of power button
• Light mode memory
• Excellent daytime visibility in Daytime HyperConstant mode
• Weight: 117 g
• Mount size: 22 - 35 mm

       

AMPP500 & VIZ150
EL085 / LD800  CODE: 8901220

AMPP500
• Rechargeable headlight (500 lm)
• Excellent side visibility
• Turns on High mode with double click of power button
• Light mode memory
• Excellent daytime visibility in Daytime HyperConstant mode
• Weight: 117 g
• Mount size: 22 - 35 mm

       

15 h (150 lumens)

VIZ150 (Approx.)

5 h (20 lumens)
70 h (15 lumens)

Constant

Charging time   Approx. 3 h (0.5 A)

11 h (50 lumens)Group Ride
Daytime HyperFlash

Flashing

10 h (300 lumens)

VIZ300 (Approx.)

5 h (30 lumens)
45 h (30 lumens)

Constant

Charging time   Approx. 3 h (0.5 A)

8 h (100 lumens)Group Ride
Daytime HyperFlash

Flashing

14 h (450 lumens)

VIZ450 (Approx.)

5 h (40 lumens)
65 h (40 lumens)

Constant

Charging time   Approx. 3.5 h (0.5 A)

10 h (130 lumens)Group Ride
Daytime HyperFlash

Flashing

15 h (150 lumens)

VIZ150 (Approx.)

5 h (20 lumens)
70 h (15 lumens)

Constant

Charging time   Approx. 3 h (0.5 A)

11 h (50 lumens)Group Ride
Daytime HyperFlash

Flashing

10 h (300 lumens)

VIZ300 (Approx.)

5 h (30 lumens)
45 h (30 lumens)

Constant

Charging time   Approx. 3 h (0.5 A)

8 h (100 lumens)Group Ride
Daytime HyperFlash

Flashing

14 h (450 lumens)

VIZ450 (Approx.)

5 h (40 lumens)
65 h (40 lumens)

Constant

Charging time   Approx. 3.5 h (0.5 A)

10 h (130 lumens)Group Ride
Daytime HyperFlash

Flashing

15 h (100 lumens)

VIZ100 (Approx.)

5 h (15 lumens)
70 h (10 lumens)

Constant

Charging time   Approx. 3 h (0.5 A)

11 h (35 lumens)Group Ride
Daytime HyperFlash

Flashing

VIZ100 (Approx.)

15 h (100 lumens)

5 h (15 lumens)
70 h (10 lumens)

Constant

Charging time   Approx. 3 h (0.5 A)

11 h (35 lumens)Group Ride
Daytime HyperFlash

Flashing

15 h (150 lumens)

VIZ150 (Approx.)

5 h (20 lumens)
70 h (15 lumens)

Constant

Charging time   Approx. 3 h (0.5 A)

11 h (50 lumens)Group Ride
Daytime HyperFlash

Flashing

10 h (300 lumens)

VIZ300 (Approx.)

5 h (30 lumens)
45 h (30 lumens)

Constant

Charging time   Approx. 3 h (0.5 A)

8 h (100 lumens)Group Ride
Daytime HyperFlash

Flashing

14 h (450 lumens)

VIZ450 (Approx.)

5 h (40 lumens)
65 h (40 lumens)

Constant

Charging time   Approx. 3.5 h (0.5 A)

10 h (130 lumens)Group Ride
Daytime HyperFlash

Flashing

15 h (150 lumens)

VIZ150 (Approx.)

5 h (20 lumens)
70 h (15 lumens)

Constant

Charging time   Approx. 3 h (0.5 A)

11 h (50 lumens)Group Ride
Daytime HyperFlash

Flashing

10 h (300 lumens)

VIZ300 (Approx.)

5 h (30 lumens)
45 h (30 lumens)

Constant

Charging time   Approx. 3 h (0.5 A)

8 h (100 lumens)Group Ride
Daytime HyperFlash

Flashing

14 h (450 lumens)

VIZ450 (Approx.)

5 h (40 lumens)
65 h (40 lumens)

Constant

Charging time   Approx. 3.5 h (0.5 A)

10 h (130 lumens)Group Ride
Daytime HyperFlash

Flashing

15 h (100 lumens)

VIZ100 (Approx.)

5 h (15 lumens)
70 h (10 lumens)

Constant

Charging time   Approx. 3 h (0.5 A)

11 h (35 lumens)Group Ride
Daytime HyperFlash

Flashing

VIZ100 (Approx.)

15 h (100 lumens)

5 h (15 lumens)
70 h (10 lumens)

Constant

Charging time   Approx. 3 h (0.5 A)

11 h (35 lumens)Group Ride
Daytime HyperFlash

Flashing

RUNTIME (VIZ150)

RUNTIME (VIZ150)

VIZ150
• Compact and lightweight body with 3 LEDs and 150 lm output
• 300 degree visibility
• Long rear beam projection
• Highly visible during daytime
• Includes new seat post bracket SP-15 which fits aero seatpost
• Battery auto save
• Light mode memory
• Weight: 22 g
• Mount size: 21.5 - 32 mm. Fits up to 130 mm outer circumference

VIZ150
• Compact and lightweight body with 3 LEDs and 150 lm output
• 300 degree visibility
• Long rear beam projection
• Highly visible during daytime
• Includes new seat post bracket SP-15 which fits aero seatpost
• Battery auto save
• Light mode memory
• Weight: 22 g
• Mount size: 21.5 - 32 mm. Fits up to 130 mm outer circumference

      
SNAP SYSTEM

 

      
SNAP SYSTEM

 

COMBO KITS

NEW

NEW
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AMPP400 & ORB RECHARGEABLE
EL084 / LD160RC  CODE: 8900971

AMPP400
• Rechargeable headlight (400 lm)
• Excellent side visibility
• Turns on High mode with double click of power button
• Light mode memory
• Excellent daytime visibility in Daytime HyperConstant mode
• Weight: 117 g
• Mount size: 22 - 35 mm

ORB RECHARGEABLE
• Rechargeable version of the popular ORB SL-LD160 model
• Easy switch operation - Lens acts as power & mode button
• USB accessed via unscrewing front section from rear section
• Excellent side visibility
• Durable and elegant polished black aluminum body
• Versatile heavy-duty rubber strap mount - Attaches to seatpost,  

helmet or bag
• Weight: 25 g

       

     

AMPP200 & VIZ100
EL042 / LD800B  CODE: 8900030

AMPP200
• Compact rechargeable headlight (200 lm)
• Easy to attach and remove, new rubber band mount
• Excellent side visibility
• Turns on Flashing mode with double-click of power button
• Light mode memory
• Weight: 62 g
• Mount size: 22 - 35 mm

       

VIZ100
• Compact and lightweight body with 3 LEDs and 100 lm output
• 300 degree visibility
• Long rear beam projection
• Highly visible during daytime
• Includes new seat post bracket SP-15 which fits aero seatpost
• Battery auto save
• Light mode memory
• Weight: 22 g
• Mount size: 21.5 - 32 mm. Fits up to 130 mm outer circumference

      
SNAP SYSTEM

 

COMBO KITS

NEW

3.5 h (100 lumens)Constant

35 h (100 lumens)Flashing

Charging time   Approx. 2.5 h (0.5 A)

AMPP200 (Approx.)

13 h (40 lumens)

30 h (200 lumens)

Low
Flashing

Charging time   Approx. 2.5 h (0.5 A)

AMPP100 (Approx.)

1.5 h (200 lumens)High

RUNTIME (AMPP200)

15 h (150 lumens)

VIZ150 (Approx.)

5 h (20 lumens)
70 h (15 lumens)

Constant

Charging time   Approx. 3 h (0.5 A)

11 h (50 lumens)Group Ride
Daytime HyperFlash

Flashing

10 h (300 lumens)

VIZ300 (Approx.)

5 h (30 lumens)
45 h (30 lumens)

Constant

Charging time   Approx. 3 h (0.5 A)

8 h (100 lumens)Group Ride
Daytime HyperFlash

Flashing

14 h (450 lumens)

VIZ450 (Approx.)

5 h (40 lumens)
65 h (40 lumens)

Constant

Charging time   Approx. 3.5 h (0.5 A)

10 h (130 lumens)Group Ride
Daytime HyperFlash

Flashing

15 h (150 lumens)

VIZ150 (Approx.)

5 h (20 lumens)
70 h (15 lumens)

Constant

Charging time   Approx. 3 h (0.5 A)

11 h (50 lumens)Group Ride
Daytime HyperFlash

Flashing

10 h (300 lumens)

VIZ300 (Approx.)

5 h (30 lumens)
45 h (30 lumens)

Constant

Charging time   Approx. 3 h (0.5 A)

8 h (100 lumens)Group Ride
Daytime HyperFlash

Flashing

14 h (450 lumens)

VIZ450 (Approx.)

5 h (40 lumens)
65 h (40 lumens)

Constant

Charging time   Approx. 3.5 h (0.5 A)

10 h (130 lumens)Group Ride
Daytime HyperFlash

Flashing

15 h (100 lumens)

VIZ100 (Approx.)

5 h (15 lumens)
70 h (10 lumens)

Constant

Charging time   Approx. 3 h (0.5 A)

11 h (35 lumens)Group Ride
Daytime HyperFlash

Flashing

VIZ100 (Approx.)

15 h (100 lumens)

5 h (15 lumens)
70 h (10 lumens)

Constant

Charging time   Approx. 3 h (0.5 A)

11 h (35 lumens)Group Ride
Daytime HyperFlash

Flashing

RUNTIME (VIZ100)

ORB RECHARGEABLE

3 h
6.5 h

Constant
Rapid flashing

6.5 hSlow flashing

ORB RECHARGEABLE

2.5 h
5 h

Constant
Rapid flashing

5 hSlow flashing

(Approx.)

(Approx.)

Charging time   3.5 h (0.5 A)

Charging time   3.5 h (0.5 A)

RUNTIME (ORB)

4 h (200 lumens)

6 h (400 / 200 lumens)

60 h (200 lumens)

Low
Daytime HyperConstant

Flashing

Charging time   Approx. 4 h (1 A) - 8 h (0.5 A) 

3 h (250 lumens)

5 h (500 / 250 lumens)

50 h (250 lumens)

Low
Daytime HyperConstant

Flashing

Charging time   Approx. 4 h (1 A) - 8 h (0.5 A) 

1.5 h (1100 lumens)

4.5 h (400 lumens)

6.5 h (1100 / 400 lumens)

50 h (200 lumens)

Low
2 h (800 lumens)Middle

Daytime HyperConstant

Flashing

High

AMPP1100 (Approx.)

Charging time   Approx. 3 h (2 A) - 5 h (1 A)

1.5 h (800 lumens)

4 h (200 lumens)

30 h (200 lumens)

Low
2 h (400 lumens)Middle

Flashing

High

AMPP800 (Approx.)

Charging time   Approx. 3 h (2 A) - 7 h (0.5 A) 

1.5 h (500 lumens)High

AMPP500 (Approx.)

2 h (400 lumens)High

AMPP400 (Approx.)

Daytime HyperConstant 5 h (800 / 200 lumens)

RUNTIME (AMPP400)
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ORB RECHARGEABLE FRONT & REAR
SL-LD160RC F / R  CODE: 8900215

• Rechargeable version of the popular ORB SL-LD160 model
• Easy switch operation - Lens acts as power & mode button
• USB accessed via unscrewing front section from rear section
• Excellent side visibility
• Durable and elegant polished black aluminum body
• Versatile heavy-duty rubber strap mount - Attaches to seatpost,  

helmet or bag
• Weight: 25 g

ORB RECHARGEABLE

3 h
6.5 h

Constant
Rapid flashing

6.5 hSlow flashing

ORB RECHARGEABLE

2.5 h
5 h

Constant
Rapid flashing

5 hSlow flashing

(Approx.)

(Approx.)

Charging time   3.5 h (0.5 A)

Charging time   3.5 h (0.5 A)

RUNTIME (FRONT)

SL-LD160RC-F

SL-LD160RC-R

     

ORB RECHARGEABLE

3 h
6.5 h

Constant
Rapid flashing

6.5 hSlow flashing

ORB RECHARGEABLE

2.5 h
5 h

Constant
Rapid flashing

5 hSlow flashing

(Approx.)

(Approx.)

Charging time   3.5 h (0.5 A)

Charging time   3.5 h (0.5 A)

RUNTIME (REAR)

     

AMPP200 & ORB RECHARGEABLE
EL042 / LD160RC  CODE: 8900040

AMPP200
• Compact rechargeable headlight (200 lm)
• Easy to attach and remove, new rubber band mount
• Excellent side visibility
• Turns on Flashing mode with double-click of power button
• Light mode memory
• Weight: 62 g
• Mount size: 22 - 35 mm

       

ORB RECHARGEABLE
• Rechargeable version of the popular ORB SL-LD160 model
• Easy switch operation - Lens acts as power & mode button
• USB accessed via unscrewing front section from rear section
• Excellent side visibility
• Durable and elegant polished black aluminum body
• Versatile heavy-duty rubber strap mount - Attaches to seatpost,  

helmet or bag
• Weight: 25 g

COMBO KITS

NEW

3.5 h (100 lumens)Constant

35 h (100 lumens)Flashing

Charging time   Approx. 2.5 h (0.5 A)

AMPP200 (Approx.)

13 h (40 lumens)

30 h (200 lumens)

Low
Flashing

Charging time   Approx. 2.5 h (0.5 A)

AMPP100 (Approx.)

1.5 h (200 lumens)High

RUNTIME (AMPP200) ORB RECHARGEABLE

3 h
6.5 h

Constant
Rapid flashing

6.5 hSlow flashing

ORB RECHARGEABLE

2.5 h
5 h

Constant
Rapid flashing

5 hSlow flashing

(Approx.)

(Approx.)

Charging time   3.5 h (0.5 A)

Charging time   3.5 h (0.5 A)

RUNTIME (ORB)



32

AMPP100 & VIZ100
EL041 / LD800B  CODE: 8900010

AMPP100
• Compact rechargeable headlight (100 lm)
• Easy to attach and remove, new rubber band mount
• Excellent side visibility
• Light mode memory
• Weight: 62 g
• Mount size: 22 - 35 mm

       

AMPP100 & ORB RECHARGEABLE
EL041 / LD160RC  CODE: 8900000

AMPP100
• Compact rechargeable headlight (100 lm)
• Easy to attach and remove, new rubber band mount
• Excellent side visibility
• Light mode memory
• Weight: 62 g
• Mount size: 22 - 35 mm

       

VIZ100
• Compact and lightweight body with 3 LEDs and 100 lm output
• 300 degree visibility
• Long rear beam projection
• Highly visible during daytime
• Includes new seat post bracket SP-15 which fits aero seatpost
• Battery auto save
• Light mode memory
• Weight: 22 g
• Mount size: 21.5 - 32 mm. Fits up to 130 mm outer circumference

      
SNAP SYSTEM

 

     

ORB RECHARGEABLE
• Rechargeable version of the popular ORB SL-LD160 model
• Easy switch operation - Lens acts as power & mode button
• USB accessed via unscrewing front section from rear section
• Excellent side visibility
• Durable and elegant polished black aluminum body
• Versatile heavy-duty rubber strap mount - Attaches to seatpost,  

helmet or bag
• Weight: 25 g

COMBO KITS

NEW

NEW

15 h (150 lumens)

VIZ150 (Approx.)

5 h (20 lumens)
70 h (15 lumens)

Constant

Charging time   Approx. 3 h (0.5 A)

11 h (50 lumens)Group Ride
Daytime HyperFlash

Flashing

10 h (300 lumens)

VIZ300 (Approx.)

5 h (30 lumens)
45 h (30 lumens)

Constant

Charging time   Approx. 3 h (0.5 A)

8 h (100 lumens)Group Ride
Daytime HyperFlash

Flashing

14 h (450 lumens)

VIZ450 (Approx.)

5 h (40 lumens)
65 h (40 lumens)

Constant

Charging time   Approx. 3.5 h (0.5 A)

10 h (130 lumens)Group Ride
Daytime HyperFlash

Flashing

15 h (150 lumens)

VIZ150 (Approx.)

5 h (20 lumens)
70 h (15 lumens)

Constant

Charging time   Approx. 3 h (0.5 A)

11 h (50 lumens)Group Ride
Daytime HyperFlash

Flashing

10 h (300 lumens)

VIZ300 (Approx.)

5 h (30 lumens)
45 h (30 lumens)

Constant

Charging time   Approx. 3 h (0.5 A)

8 h (100 lumens)Group Ride
Daytime HyperFlash

Flashing

14 h (450 lumens)

VIZ450 (Approx.)

5 h (40 lumens)
65 h (40 lumens)

Constant

Charging time   Approx. 3.5 h (0.5 A)

10 h (130 lumens)Group Ride
Daytime HyperFlash

Flashing

15 h (100 lumens)

VIZ100 (Approx.)

5 h (15 lumens)
70 h (10 lumens)

Constant

Charging time   Approx. 3 h (0.5 A)

11 h (35 lumens)Group Ride
Daytime HyperFlash

Flashing

VIZ100 (Approx.)

15 h (100 lumens)

5 h (15 lumens)
70 h (10 lumens)

Constant

Charging time   Approx. 3 h (0.5 A)

11 h (35 lumens)Group Ride
Daytime HyperFlash

Flashing

RUNTIME (VIZ100)

ORB RECHARGEABLE

3 h
6.5 h

Constant
Rapid flashing

6.5 hSlow flashing

ORB RECHARGEABLE

2.5 h
5 h

Constant
Rapid flashing

5 hSlow flashing

(Approx.)

(Approx.)

Charging time   3.5 h (0.5 A)

Charging time   3.5 h (0.5 A)

RUNTIME (ORB)

3.5 h (100 lumens)Constant

35 h (100 lumens)Flashing

Charging time   Approx. 2.5 h (0.5 A)

AMPP200 (Approx.)

13 h (40 lumens)

30 h (200 lumens)

Low
Flashing

Charging time   Approx. 2.5 h (0.5 A)

AMPP100 (Approx.)

1.5 h (200 lumens)High

RUNTIME (AMPP100)

3.5 h (100 lumens)Constant

35 h (100 lumens)Flashing

Charging time   Approx. 2.5 h (0.5 A)

AMPP200 (Approx.)

13 h (40 lumens)

30 h (200 lumens)

Low
Flashing

Charging time   Approx. 2.5 h (0.5 A)

AMPP100 (Approx.)

1.5 h (200 lumens)High

RUNTIME (AMPP100)
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ORB
• Simple, compact and lightweight
• Easy switch operation - Lens acts as power & mode button
• Side visibility
• Versatile heavy-duty rubber strap mount
• Attaches to seatpost, helmet or bag with the heavy-duty rubber band
• CR2032 battery x 2
• Long runtime
• 3 modes
• Weight: 26 g

    

AMPP200 & ORB
EL042 / LD160  CODE: 8900041

AMPP200
• Compact rechargeable headlight (200 lm)
• Easy to attach and remove, new rubber band mount
• Excellent side visibility
• Turns on Flashing mode with double-click of power button
• Light mode memory
• Weight: 62 g
• Mount size: 22 - 35 mm

       

LOOP2
4 hConstant

15 hFlashing

ORBIT2
30 hConstant

50 hFlashing

LOOP2

10 hFlashing
2.5 hConstant

ORB
50 h

100 h
Constant
Rapid flashing

100 hSlow flashing

LOOP2
30 h

50 h
Constant
Flashing

LOOP2
30 h

50 h
Constant
Flashing

ORB
50 h

100 h
Constant
Rapid flashing

100 hSlow flashing

50 h
100 h

Constant
Rapid flashing

100 hSlow flashing

ORB BAREND

(Approx.)

(Approx.)

(Approx.)

(Approx.)

(Approx.)

(Approx.)

60 h
140 h

Constant
Rapid flashing

550 hSlow flashing

WEARABLE MINI (Approx.)

(Approx.)

(Approx.)

Charging time   Approx. 3 h (USB2.0)

Charging time   Approx. 3 h (USB2.0)

RUNTIME (ORB)

COMBO KITS

NEW

AMPP400 & ORB
EL084 / LD160  CODE: 8900970

AMPP400
• Rechargeable headlight (400 lm)
• Excellent side visibility 
• Turns on High mode with double click of power button
• Light mode memory
• Excellent daytime visibility in Daytime HyperConstant mode
• Weight: 117 g
• Mount size: 22 - 35 mm

ORB
• Simple, compact and lightweight
• Easy switch operation - Lens acts as power & mode button
• Side visibility
• Versatile heavy-duty rubber strap mount
• Attaches to seatpost, helmet or bag with the heavy-duty rubber band
• CR2032 battery x 2
• Long runtime
• 3 modes
• Weight: 26 g

       

    

LOOP2
4 hConstant

15 hFlashing

ORBIT2
30 hConstant

50 hFlashing

LOOP2

10 hFlashing
2.5 hConstant

ORB
50 h

100 h
Constant
Rapid flashing

100 hSlow flashing

LOOP2
30 h

50 h
Constant
Flashing

LOOP2
30 h

50 h
Constant
Flashing

ORB
50 h

100 h
Constant
Rapid flashing

100 hSlow flashing

50 h
100 h

Constant
Rapid flashing

100 hSlow flashing

ORB BAREND

(Approx.)

(Approx.)

(Approx.)

(Approx.)

(Approx.)

(Approx.)

60 h
140 h

Constant
Rapid flashing

550 hSlow flashing

WEARABLE MINI (Approx.)

(Approx.)

(Approx.)

Charging time   Approx. 3 h (USB2.0)

Charging time   Approx. 3 h (USB2.0)

RUNTIME (ORB)

4 h (200 lumens)

6 h (400 / 200 lumens)

60 h (200 lumens)

Low
Daytime HyperConstant

Flashing

Charging time   Approx. 4 h (1 A) - 8 h (0.5 A) 

3 h (250 lumens)

5 h (500 / 250 lumens)

50 h (250 lumens)

Low
Daytime HyperConstant

Flashing

Charging time   Approx. 4 h (1 A) - 8 h (0.5 A) 

1.5 h (1100 lumens)

4.5 h (400 lumens)

6.5 h (1100 / 400 lumens)

50 h (200 lumens)

Low
2 h (800 lumens)Middle

Daytime HyperConstant

Flashing

High

AMPP1100 (Approx.)

Charging time   Approx. 3 h (2 A) - 5 h (1 A)

1.5 h (800 lumens)

4 h (200 lumens)

30 h (200 lumens)

Low
2 h (400 lumens)Middle

Flashing

High

AMPP800 (Approx.)

Charging time   Approx. 3 h (2 A) - 7 h (0.5 A) 

1.5 h (500 lumens)High

AMPP500 (Approx.)

2 h (400 lumens)High

AMPP400 (Approx.)

Daytime HyperConstant 5 h (800 / 200 lumens)

RUNTIME (AMPP400)

3.5 h (100 lumens)Constant

35 h (100 lumens)Flashing

Charging time   Approx. 2.5 h (0.5 A)

AMPP200 (Approx.)

13 h (40 lumens)

30 h (200 lumens)

Low
Flashing

Charging time   Approx. 2.5 h (0.5 A)

AMPP100 (Approx.)

1.5 h (200 lumens)High

RUNTIME (AMPP200)
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HL-EL135

HL-EL135 / OMNI 3
EL135N / LD135  CODE: 8900151

HL-EL135
• 3 LEDs compact battery headlight
• Light mode memory
• 150+ candlepower
• Battery: AA alkaline battery x 2pcs
• Weight:   94 g
• Mount size: 22 - 35 mm

OMNI 3
• 3 LEDs battery safety light
• 360 degree visibility
• Clothing clip (C-1N) included
• Light mode memory
• Weight:   41.6 g
• Mount size: 12 - 32 mm
• Battery: AAA alkaline battery x 2pcs

    
SNAP SYSTEM

 

   

20 h (100 lumens)

1.5 h (200 lumens)

4 h (30 lumens)Low
Flashing

High

VOLT200XC

1 h (100 lumens)

5 h (100 lumens)Flashing
Constant

VOLT100XC (Approx.)

(Approx.)

Charging time   Approx. 3 h (USB2.0)

Charging time   Approx. 1.5 h (0.5 A)

HL-EL135
320 h

80 h

Flashing

Constant

(Approx.)

RAPID mini
3 h (10 lumens)

30 h

20 h

5 h (25 lumens)

Flashing

Rapid

Group Ride

Constant

Charging time   Approx. 2 h (USB2.0)

(Approx.)

RAPID micro
3 h (6 lumens)

30 h

20 h

5 h (15 lumens)

Flashing

Rapid

Group Ride

Constant

(Approx.)

OMNI 3
200 h

150 h

100 h

Flashing

Constant

Rapid

(Approx.)

OMNI 3
50 h

150 h

50 h

Flashing

Constant

Rapid

(Approx.)

HL-EL135
320 h

80 h

Flashing

Constant

(Approx.)RUNTIME (HL-EL135)

20 h (100 lumens)

1.5 h (200 lumens)

4 h (30 lumens)Low
Flashing

High

VOLT200XC

1 h (100 lumens)

5 h (100 lumens)Flashing
Constant

VOLT100XC (Approx.)

(Approx.)

Charging time   Approx. 3 h (USB2.0)

Charging time   Approx. 1.5 h (0.5 A)

HL-EL135
320 h

80 h

Flashing

Constant

(Approx.)

RAPID mini
3 h (10 lumens)

30 h

20 h

5 h (25 lumens)

Flashing

Rapid

Group Ride

Constant

Charging time   Approx. 2 h (USB2.0)

(Approx.)

RAPID micro
3 h (6 lumens)

30 h

20 h

5 h (15 lumens)

Flashing

Rapid

Group Ride

Constant

(Approx.)

OMNI 3
200 h

150 h

100 h

Flashing

Constant

Rapid

(Approx.)

OMNI 3
50 h

150 h

50 h

Flashing

Constant

Rapid

(Approx.)

HL-EL135
320 h

80 h

Flashing

Constant

(Approx.) RUNTIME (OMNI 3)

AMPP100 & ORB
EL041 / LD160  CODE: 8900001

AMPP100
• Compact rechargeable headlight (100 lm)
• Easy to attach and remove, new rubber band mount
• Excellent side visibility
• Light mode memory
• Weight: 62 g
• Mount size: 22 - 35 mm

       

ORB
• Simple, compact and lightweight
• Easy switch operation - Lens acts as power & mode button
• Side visibility
• Versatile heavy-duty rubber strap mount
• Attaches to seatpost, helmet or bag with the heavy-duty rubber band
• CR2032 battery x 2
• Long runtime
• 3 modes
• Weight: 26 g

    

COMBO KITS

NEW

LOOP2
4 hConstant

15 hFlashing

ORBIT2
30 hConstant

50 hFlashing

LOOP2

10 hFlashing
2.5 hConstant

ORB
50 h

100 h
Constant
Rapid flashing

100 hSlow flashing

LOOP2
30 h

50 h
Constant
Flashing

LOOP2
30 h

50 h
Constant
Flashing

ORB
50 h

100 h
Constant
Rapid flashing

100 hSlow flashing

50 h
100 h

Constant
Rapid flashing

100 hSlow flashing

ORB BAREND

(Approx.)

(Approx.)

(Approx.)

(Approx.)

(Approx.)

(Approx.)

60 h
140 h

Constant
Rapid flashing

550 hSlow flashing

WEARABLE MINI (Approx.)

(Approx.)

(Approx.)

Charging time   Approx. 3 h (USB2.0)

Charging time   Approx. 3 h (USB2.0)

RUNTIME (ORB)
3.5 h (100 lumens)Constant

35 h (100 lumens)Flashing

Charging time   Approx. 2.5 h (0.5 A)

AMPP200 (Approx.)

13 h (40 lumens)

30 h (200 lumens)

Low
Flashing

Charging time   Approx. 2.5 h (0.5 A)

AMPP100 (Approx.)

1.5 h (200 lumens)High

RUNTIME (AMPP100)
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HL-EL135

HL-EL135 / ORB
EL135N / LD160  CODE: 8901060

HL-EL135
• 3 LEDs compact battery headlight
• Light mode memory
• 150+ candlepower
• Battery: AA alkaline battery x 2pcs
• Weight:   94 g
• Mount size: 22 - 35 mm

ORB
• Simple, compact and lightweight
• Easy switch operation - Lens acts as power & mode button
• Side visibility
• Versatile heavy-duty rubber strap mount
• Attaches to seatpost, helmet or bag with the heavy-duty rubber band
• CR2032 battery x 2
• Long runtime
• 3 modes
• Weight: 26 g

   

20 h (100 lumens)

1.5 h (200 lumens)

4 h (30 lumens)Low
Flashing

High

VOLT200XC

1 h (100 lumens)

5 h (100 lumens)Flashing
Constant

VOLT100XC (Approx.)

(Approx.)

Charging time   Approx. 3 h (USB2.0)

Charging time   Approx. 1.5 h (0.5 A)

HL-EL135
320 h

80 h

Flashing

Constant

(Approx.)

RAPID mini
3 h (10 lumens)

30 h

20 h

5 h (25 lumens)

Flashing

Rapid

Group Ride

Constant

Charging time   Approx. 2 h (USB2.0)

(Approx.)

RAPID micro
3 h (6 lumens)

30 h

20 h

5 h (15 lumens)

Flashing

Rapid

Group Ride

Constant

(Approx.)

OMNI 3
200 h

150 h

100 h

Flashing

Constant

Rapid

(Approx.)

OMNI 3
50 h

150 h

50 h

Flashing

Constant

Rapid

(Approx.)

HL-EL135
320 h

80 h

Flashing

Constant

(Approx.)RUNTIME (HL-EL135)

    

LOOP2
4 hConstant

15 hFlashing

ORBIT2
30 hConstant

50 hFlashing

LOOP2

10 hFlashing
2.5 hConstant

ORB
50 h

100 h
Constant
Rapid flashing

100 hSlow flashing

LOOP2
30 h

50 h
Constant
Flashing

LOOP2
30 h

50 h
Constant
Flashing

ORB
50 h

100 h
Constant
Rapid flashing

100 hSlow flashing

50 h
100 h

Constant
Rapid flashing

100 hSlow flashing

ORB BAREND

(Approx.)

(Approx.)

(Approx.)

(Approx.)

(Approx.)

(Approx.)

60 h
140 h

Constant
Rapid flashing

550 hSlow flashing

WEARABLE MINI (Approx.)

(Approx.)

(Approx.)

Charging time   Approx. 3 h (USB2.0)

Charging time   Approx. 3 h (USB2.0)

RUNTIME (ORB)

ORB FRONT & REAR
SILVER  SL-LD160 F / R  CODE: 8900210
BLACK  SL-LD160 F / R  CODE: 8900212

• Simple, compact and lightweight
• Easy switch operation - Lens acts as power & mode button
• Side visibility
• Versatile heavy-duty rubber strap mount
• Attaches to seatpost, helmet or bag with the heavy-duty rubber band
• CR2032 battery x 2
• Long runtime
• 3 modes
• Weight: 26 g

SILVER 
CODE: 8900210

BLACK 
CODE: 8900212

LOOP2
4 hConstant

15 hFlashing

ORBIT2
30 hConstant

50 hFlashing

LOOP2

10 hFlashing
2.5 hConstant

ORB
50 h

100 h
Constant
Rapid flashing

100 hSlow flashing

LOOP2
30 h

50 h
Constant
Flashing

LOOP2
30 h

50 h
Constant
Flashing

ORB
50 h

100 h
Constant
Rapid flashing

100 hSlow flashing

50 h
100 h

Constant
Rapid flashing

100 hSlow flashing

ORB BAREND

(Approx.)

(Approx.)

(Approx.)

(Approx.)

(Approx.)

(Approx.)

60 h
140 h

Constant
Rapid flashing

550 hSlow flashing

WEARABLE MINI (Approx.)

(Approx.)

(Approx.)

Charging time   Approx. 3 h (USB2.0)

Charging time   Approx. 3 h (USB2.0)

RUNTIME (FRONT)

LOOP2
4 hConstant

15 hFlashing

ORBIT2
30 hConstant

50 hFlashing

LOOP2

10 hFlashing
2.5 hConstant

ORB
50 h

100 h
Constant
Rapid flashing

100 hSlow flashing

LOOP2
30 h

50 h
Constant
Flashing

LOOP2
30 h

50 h
Constant
Flashing

ORB
50 h

100 h
Constant
Rapid flashing

100 hSlow flashing

50 h
100 h

Constant
Rapid flashing

100 hSlow flashing

ORB BAREND

(Approx.)

(Approx.)

(Approx.)

(Approx.)

(Approx.)

(Approx.)

60 h
140 h

Constant
Rapid flashing

550 hSlow flashing

WEARABLE MINI (Approx.)

(Approx.)

(Approx.)

Charging time   Approx. 3 h (USB2.0)

Charging time   Approx. 3 h (USB2.0)

RUNTIME (REAR)

    

COMBO KITS
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ORB FRONT & REAR BULK BOX
SL-LD160 F / R BULK  CODE: 8900213

• 12 pc set (Front x 6 plus Rear x 6)
• Simple, compact and lightweight
• Easy switch operation - Lens acts as power & mode button
• Side visibility
• Versatile heavy-duty rubber strap mount
• Attaches to seatpost, helmet or bag with the heavy-duty rubber band
• CR2032 battery x 2
• Long runtime
• 3 modes
• Weight: 26 g

    

LOOP2
4 hConstant

15 hFlashing

ORBIT2
30 hConstant

50 hFlashing

LOOP2

10 hFlashing
2.5 hConstant

ORB
50 h

100 h
Constant
Rapid flashing

100 hSlow flashing

LOOP2
30 h

50 h
Constant
Flashing

LOOP2
30 h

50 h
Constant
Flashing

ORB
50 h

100 h
Constant
Rapid flashing

100 hSlow flashing

50 h
100 h

Constant
Rapid flashing

100 hSlow flashing

ORB BAREND

(Approx.)

(Approx.)

(Approx.)

(Approx.)

(Approx.)

(Approx.)

60 h
140 h

Constant
Rapid flashing

550 hSlow flashing

WEARABLE MINI (Approx.)

(Approx.)

(Approx.)

Charging time   Approx. 3 h (USB2.0)

Charging time   Approx. 3 h (USB2.0)

RUNTIME (FRONT)

LOOP2
4 hConstant

15 hFlashing

ORBIT2
30 hConstant

50 hFlashing

LOOP2

10 hFlashing
2.5 hConstant

ORB
50 h

100 h
Constant
Rapid flashing

100 hSlow flashing

LOOP2
30 h

50 h
Constant
Flashing

LOOP2
30 h

50 h
Constant
Flashing

ORB
50 h

100 h
Constant
Rapid flashing

100 hSlow flashing

50 h
100 h

Constant
Rapid flashing

100 hSlow flashing

ORB BAREND

(Approx.)

(Approx.)

(Approx.)

(Approx.)

(Approx.)

(Approx.)

60 h
140 h

Constant
Rapid flashing

550 hSlow flashing

WEARABLE MINI (Approx.)

(Approx.)

(Approx.)

Charging time   Approx. 3 h (USB2.0)

Charging time   Approx. 3 h (USB2.0)

RUNTIME (REAR)

SL-LD160-F

SL-LD160-R

HL-EL135

HL-EL135 / OMNI 3 / VELO WIRELESS
GS-17  CODE: 8900951

HL-EL135
• 3 LEDs compact battery headlight
• Light mode memory
• 150+ candlepower
• Battery: AA alkaline battery x 2pcs
• Weight:   94 g
• Mount size: 22 - 35 mm

OMNI 3
• 3 LEDs battery safety light
• 360 degree visibility
• Clothing clip (C-1N) included
• Light mode memory
• Weight:   41.6 g
• Mount size: 12 - 32 mm
• Battery: AAA alkaline battery x 2pcs

VELO WIRELESS

    
SNAP SYSTEM

 

   

20 h (100 lumens)

1.5 h (200 lumens)

4 h (30 lumens)Low
Flashing

High

VOLT200XC

1 h (100 lumens)

5 h (100 lumens)Flashing
Constant

VOLT100XC (Approx.)

(Approx.)

Charging time   Approx. 3 h (USB2.0)

Charging time   Approx. 1.5 h (0.5 A)

HL-EL135
320 h

80 h

Flashing

Constant

(Approx.)

RAPID mini
3 h (10 lumens)

30 h

20 h

5 h (25 lumens)

Flashing

Rapid

Group Ride

Constant

Charging time   Approx. 2 h (USB2.0)

(Approx.)

RAPID micro
3 h (6 lumens)

30 h

20 h

5 h (15 lumens)

Flashing

Rapid

Group Ride

Constant

(Approx.)

OMNI 3
200 h

150 h

100 h

Flashing

Constant

Rapid

(Approx.)

OMNI 3
50 h

150 h

50 h

Flashing

Constant

Rapid

(Approx.)

HL-EL135
320 h

80 h

Flashing

Constant

(Approx.)RUNTIME (HL-EL135)

20 h (100 lumens)

1.5 h (200 lumens)

4 h (30 lumens)Low
Flashing

High

VOLT200XC

1 h (100 lumens)

5 h (100 lumens)Flashing
Constant

VOLT100XC (Approx.)

(Approx.)

Charging time   Approx. 3 h (USB2.0)

Charging time   Approx. 1.5 h (0.5 A)

HL-EL135
320 h

80 h

Flashing

Constant

(Approx.)

RAPID mini
3 h (10 lumens)

30 h

20 h

5 h (25 lumens)

Flashing

Rapid

Group Ride

Constant

Charging time   Approx. 2 h (USB2.0)

(Approx.)

RAPID micro
3 h (6 lumens)

30 h

20 h

5 h (15 lumens)

Flashing

Rapid

Group Ride

Constant

(Approx.)

OMNI 3
200 h

150 h

100 h

Flashing

Constant

Rapid

(Approx.)

OMNI 3
50 h

150 h

50 h

Flashing

Constant

Rapid

(Approx.)

HL-EL135
320 h

80 h

Flashing

Constant

(Approx.) RUNTIME (OMNI 3)

VELO WIRELESS
• Simple Analog wireless computer
• Calorie consumption data
• 8 functions, 10 features
• Battery: Computer CR2032 x 1pc / Sensor CR2032 x 1pc
• Weight:   26.4 g

   

COMBO KITS
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SNAP SYSTEM

SNAP SYSTEM SNAP SYSTEM

SNAP SYSTEM

SNAP SYSTEM

H
EA

D
LIG

H
TS

C
YC

LO
C

O
M

PU
TE

RS
C

AT
EY

E ®
 S

YN
C

 L
IG

H
TS

O
TH

ER
 P

RO
D

U
C

TS
SA

FE
TY

 L
IG

H
TS

SA
LE

S 
PR

O
M

O
TI

O
N

 T
O

O
LS

C
H

A
RT

* Spacer X is required to use with Rapid X3, Rapid X2 or Rapid X. 

OF-200 OUT FRONT BRACKET 2
CODE: 1604110

OF-100 
OUT-FRONT BRACKET
CODE: 1604100

CRA-002 FAST CHARGING CRADLE 2
CODE: 5342620

CFB-100 
CENTER FORK BRACKET
CODE: 5342440

SHARP AERO RUBBER BASE
CODE: 5447040

SR-2 Fizik SADDLE BRACKET
CODE: 3980060

REAR RACK BRACKET
CODE: 5445620

RM-1 SADDLE RAIL BRACKET
CODE: 5446510

Fizik ICS compatible 
saddles only

Compatible with: 
Rapid X3* / Rapid X2* / 
Rapid X* / Rapid 5 /  
Rapid mini / Rapid 3 / 
Rapid 3 Auto / Rapid 1

Compatible with: 
Rapid X3 / Rapid X2 Kinetic / 
Rapid X2 / Rapid X

Compatible with: 
Rapid X3 / Rapid X2 / Rapid X

Compatible with: 
Rapid X3* / X2* / X* / Rapid 5 / Rapid mini / Rapid 3 / Rapid 3 Auto / 
Rapid 1 / Omni 5 / Omni 3 / TL-LD150 / TL-LD130 / Solar

Included: 
Reflex Auto / Reflex / Blitz Auto

Optional: 
Rapid X3* / X2* / X* / Rapid 5 / Rapid mini / Rapid 3 / Rapid 3 Auto / 
Rapid 1 / Omni 5 / Omni 3 / TL-LD150 / TL-LD130 / Solar

50 mm 80 mm Center hole 

Large
Small

ø6 - 8 mm
56 - 78 mm

Large and small sizes included

HELMET BRACKET
CODE: 5341831N

CRA-001 CHARGING CRADLE
CODE: 5342720

C-2 CLIP
CODE: 5342460

SPACER X 
CODE: 5342470

Compatible with: 
Padrone Smart+ / Padrone Smart / Strada Smart / 
Stealth evo+ / Stealth evo / Stealth 50 / Stealth 10 / Strada Digital Wireless / 
Strada Double Wireless

Compatible with:
Wireless Cyclocomputers and Rechargeable head light compatible with 
H-34N Bracket

Compatible with: 
Volt800 / Volt700 / Volt400 Duplex / Volt400 / 
Volt300 / Volt50

Compatible with:  
Volt1600 / Volt1200 / Volt800 / SYNC Core / Volt700 /  
Volt400 / AMPP1100 / AMPP800 / AMPP500 / AMPP400 / 
Volt300 / Volt200 / Volt100 / Nano Shot+ / Nano Shot /  
Econom Force / Econom / Uno / Jido / HL-EL135

Smartphone can be 
recharged with this 
cradle plus the cartridge 
battery. 

Compatible with: 
Sumo 2 / Volt1600 / Volt1200 / Volt800 / SYNC Core / Volt700 / Volt400 / 
AMPP1100 / AMPP800 / AMPP500 / AMPP400 / Volt300 / Volt200 / Volt100 / 
Volt50 / Nano Shot / Econom / Uno / Jido / HL-EL135 / INOU

Compatible with: 
Volt800 / Volt700 / Volt400 Duplex / 
Volt400 / Volt300 / Volt50

Compatible with: 
Rapid X3* / Rapid X2* / 
Rapid X* / Rapid 5 /  
Rapid 3 / Rapid 3 Auto / 
Rapid 1 / Reflex Auto /  
Reflex / Blitz Auto / Omni 5 / 
Omni 3 / TL-LD150 /  
TL-LD130 / Solar

POPULAR OPTIONAL PARTS
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CR2032 CR2032

CDC-30 SPD-30

CR2032 CR2032

CDC-30 SPD-30

Parts kit
Kit des composants
Ersatzteil-Kit
Juego de accesorios
パーツキット

APPLICABLE MODELS
MODÈLES COMPATIBLES

KOMPATIBLE MODELLE
MODELOS COMPATIBLES

対応モデル
SPD-30

1604590

Sensor rubber pad
Coussinet en caoutchouc du capteur
Sensorgummipolster
Sensor junta de caucho
センサーゴムパット

Nylon ties
Attaches en nylon
Kabelbinder
Bridas
ナイロンタイ

Rubber band
Bande en caoutchouc
Gummiband
Banda de goma
ラバーバンド

Parts kit
Kit des composants
Ersatzteil-Kit
Juego de accesorios
パーツキット

APPLICABLE MODELS
MODÈLES COMPATIBLES

KOMPATIBLE MODELLE
MODELOS COMPATIBLES

対応モデル
SPD-30

1604590

Sensor rubber pad
Coussinet en caoutchouc du capteur
Sensorgummipolster
Sensor junta de caucho
センサーゴムパット

Nylon ties
Attaches en nylon
Kabelbinder
Bridas
ナイロンタイ

Rubber band
Bande en caoutchouc
Gummiband
Banda de goma
ラバーバンド

Parts kit
Kit des composants
Ersatzteil-Kit
Juego de accesorios
パーツキット
Sensor rubber pad
Coussinet en caoutchouc du capteur
Sensorgummipolster
Sensor junta de caucho
センサーゴムパット

Nylon ties
Attaches en nylon
Kabelbinder
Bridas
ナイロンタイ

Rubber band
Bande en caoutchouc
Gummiband
Banda de goma
ラバーバンド

APPLICABLE MODELS
MODÈLES COMPATIBLES

KOMPATIBLE MODELLE
MODELOS COMPATIBLES

対応モデル
CDC-30

1604591

Parts kit
Kit des composants
Ersatzteil-Kit
Juego de accesorios
パーツキット
Sensor rubber pad
Coussinet en caoutchouc du capteur
Sensorgummipolster
Sensor junta de caucho
センサーゴムパット

Nylon ties
Attaches en nylon
Kabelbinder
Bridas
ナイロンタイ

Rubber band
Bande en caoutchouc
Gummiband
Banda de goma
ラバーバンド

APPLICABLE MODELS
MODÈLES COMPATIBLES

KOMPATIBLE MODELLE
MODELOS COMPATIBLES

対応モデル
CDC-30

1604591

SPARE PARTS 
CYCLOCOMPUTERS

Padrone Smart+ (CC-SC100B) / Padrone Smart (CC-PA500B) / Strada Smart (CC-RD500B) / Padrone Digital Wireless (CC-PA400B)

Common Parts

Stealth evo+ (CC-GL51) / Stealth evo (CC-GL11) / Stealth 50 (CC-GL50) / Stealth 10 (CC-GL10)

V3n (CC-TR310TW / CC-TR210DW)

Strada Digital Wireless (CC-RD430DW / CC-RD420DW / CC-RD410DW)

FlexTight™ Kit
1602194

Magnetless Speed Sensor
1604520

Magnetless Cadence Sensor
1604530

FlexTight™ Kit
1602194

Bracket Band
1600280N

Bracket
1602193

ANT+ Speed / Cadence Sensor*1
1603750

ANT+ Heart Rate Sensor
1603760

Out-Front Bracket
1604100

Nylon Tie Bracket*2
1602980

HR Strap
1603595

MODEL:
ISC-10

MODEL:
ISC-10

MODEL: 
HR-10

MODEL:
ISC-12

MODEL:
ISC-11

MODEL:
HR-11

Padrone Smart /
Strada Smart

Stealth evo+ /
Stealth 50 only

Stealth evo+ /
Stealth 50 only

Padrone Smart /
Strada Smart 

MODEL:
HR-12

Bracket
1602193

Bracket Band
1600280N

Out-Front Bracket
1604100

Slim Bracket Kit
1603892

Rubber Band /  
Nylon Tie
1603893

Speed / Cadence Sensor*1
1603970

Heart Rate Sensor Kit
1603980

HR Strap
1603595

Parts Kit*1
1603580

MODEL:
SPD-10 MODEL: 

HR-10

MODEL:
ISC-10

MODEL:
ISC-10

2.4 GHz Digital Speed /
Cadence Sensor*1
1603585

2.4 GHz Digital 
Heart Rate Sensor
1603590

FlexTight™ Kit
1602194

Bracket
1602193

Bracket Band
1600280N

HR Strap 
1603595

Nylon Tie Bracket*2
1602980

FlexTight™ Kit
1602194

Bracket
1602193

Bracket Band
1600280N

Parts Kit*1
1603580

2.4 GHz Digital Speed Sensor*2
1603685

2.4 GHz Digital 
Heart Rate Sensor
1603590

HR Strap
1603595

* SPD-10 Speed Sensor (1603685) works 
with Strada Digital Wireless computer only. 
HR-10 Heart Rate Sensor is not compatible 
with V3 computer.

For Padrone Smart and Strada Smart, SPD-30 & CDC-30 sensors can be used in Mirror Mode only.

2.4 GHz Digital Speed / 
Cadence Sensor *1
1603585

Cadence Magnet
1699766

Out-Front Bracket
1604100

Nylon Tie Bracket*2
1602980

Optional PartsOptional Parts

Optional Parts Optional Parts Optional Parts Optional Parts

MODEL:
SPD-30

MODEL:
CDC-30

MODEL:
SPD-30

Parts Kit
1604590
Optional PartsOptional PartsOptional Parts

MODEL:
CDC-30

Parts Kit
1604591
Optional Parts

Optional Parts Optional Parts
Optional Parts

Optional PartsOptional Parts Optional Parts Optional Parts Optional Parts Optional Parts

Optional Parts Optional Parts Optional Parts

Lithium Battery
1665150
CR2032

Lithium Battery
1696180
CR1620

Lithium Battery
1603850
CR1616

For Strada  
(CC-RD100N) / Strada Cadence 

Wheel Magnet
1699691N

Clearance between the sensor and magnet 
no greater than 5 mm. Fits aerospoke.

Clearance between the sensor and 
magnet no greater than 3 mm.

A nut for FlexTightTM Bracket or 
Bracket Band. 

Cadence Magnet
1699766

Bracket Knob for CC&TL
5343520

For Quick (CC-RS100W) / 
Strada Slim / Strada Wireless (CC-RD310W)

Out-Front Bracket2
1604110

Out-Front Bracket2
1604110

Out-Front Bracket2
1604110

Out-Front Bracket2
1604110



3939

H
EA

D
LIG

H
TS

C
YC

LO
C

O
M

PU
TE

RS
C

AT
EY

E ®
 S

YN
C

 L
IG

H
TS

O
TH

ER
 P

RO
D

U
C

TS
SA

FE
TY

 L
IG

H
TS

SA
LE

S 
PR

O
M

O
TI

O
N

 T
O

O
LS

C
H

A
RT

SPARE PARTS
CYCLOCOMPUTERS

Padrone+ (CC-PA110W) / Padrone (CC-PA100W) / Micro Wireless  (CC-MC200W) / Commuter (CC-COM10W) / CatEye Fit (CC-PD100W) / Strada Wireless (CC-RD300W)

Analog speed sensors SPD-01 and SPD-02 work with any CatEye analog wireless computer.

Wired Computers

Strada Slim / Strada Wireless (CC-RD310W)Quick (CC-RS100W)

Velo Wireless+ (CC-VT235W / CC-VT210W) / Velo Wireless (CC-VT230W)

Micro Wireless (CC-MC100W) / Vectra Wireless (CC-VT100W)

Enduro (CC-ED400) 

Strada Cadence (CC-RD200) Velo 9 (CC-VL820) / Velo 7 (CC-VL520)

Bracket Kit
1604990

*Optional or replacement sensor for the CatEye Fit is available in black only. 

Optional Parts

Optional Parts

Optional Parts

Optional Parts Optional Parts Optional Parts Optional Parts

Optional Parts Optional Parts

Optional Parts

Optional Parts Optional Parts

Optional Parts

Optional Parts Optional Parts

Optional Parts Optional Parts Optional Parts

Optional Parts Optional Parts

Optional Parts Optional Parts

Optional Parts Optional Parts Optional Parts Optional PartsMODEL:
SPD-01

MODEL:
SPD-01 MODEL:

SPD-02

MODEL:
SPD-01

MODEL:
SPD-02

MODEL:
SPD-01

MODEL:
SPD-01

MODEL:
SPD-02

MODEL:
SPD-02

MODEL:
SPD-02

MODEL:
SPD-01

Parts Kit
1602190N

Parts Kit
1602990

Parts Kit
1696590

Parts Kit
1603490

Parts Kit*2
1602090N

Braket / Sensor*1
1602093

Bracket Band
1600280N

Bracket Holder
1602770

Parts Kit
1603390

Bracket Sensor Kit
1603391

Heavy Duty Bracket Sensor Kit
1603491

Heavy Duty Bracket Sensor Kit
1603491

Bracket Sensor Kit
1603391

Analog Speed Sensor
1696580

Bracket
1696570

Center Mount Kit
1696667

Analog Speed Sensor
1602196

Analog Speed Sensor
1603891

Analog Speed Sensor
1602196

Nylon Tie Bracket*2
1602980

FlexTight™ Kit
1602194

Bracket
1602193

Bracket Band
1600280N

Analog Speed Sensor
1603891

Out-Front Bracket
1604100

Slim Bracket Kit
1603892

Rubber Band / Nylon Tie
1603893

FlexTight™ Kit
1602194

Bracket Band
1600280N

Bracket
1602193

Out-Front Bracket 
1604100

Nylon Tie Bracket*2
1602980

Parts Kit
1603890

Analog Speed Sensor
1603891

Analog Speed Sensor
1602196

Analog Speed Sensor
1602196

FlexTight™ Kit
1602194

Bracket
1602193

Bracket Band
1600280N

Out-Front Bracket
1604100

Analog Speed Sensor
1603891

Nylon Tie Bracket*2
1602980

Bracket Holder
1602770

Out-Front Bracket2
1604110

Out-Front Bracket2
1604110

*1 Speed is measured from rear wheel.  *2 CatEye Fit (CC-PD100W) is not compatible with nylon tie bracket (1602980).  

Optional Parts

Out-Front Bracket2
1604110
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Brackets for Headlights

Volt6000 (HL-EL6000RC)

Volt Series (HL-EL1010RC / EL1000RC / EL471RC / EL470RC / EL462RC-H / EL461RC / EL460RC / EL460RC-REAR / EL151RC / EL150RC / EL080RC / EL070RC / EL060RC / EL050RC)

SYNC CORE (HL-NW100RC) / AMPP Series (HL-EL1100RC / 
EL088RC / EL085RC / EL084RC / EL042RC / EL041RC)

AMPP Series (HL-EL042RC / EL041RC)

Volt XC Series (HL-EL080RC / EL070RC / EL060RC / EL051RC)

Common Parts

Sumo 3 (HL-EL930RC) / Sumo 2 (HL-EL920RC)
Volt1700 (HL-EL1020RC) / Volt1600 (HL-EL1010RC) / Volt1200 (HL-EL1000RC) / 
Volt800 (HL-EL471RC) / SYNC CORE (HL-NW100RC) / Volt700 (HL-EL470RC) /
Volt400 (HL-EL461RC) / AMPP1100 (HL-EL1100RC) / AMPP800 (HL-EL088RC) /
AMPP500 (HL-EL085RC) / AMPP400 (HL-EL084RC) / Volt300 (HL-EL460RC) / 
Volt200 (HL-EL151RC) / Volt100 (HL-EL150RC) / Nano Shot+ (HL-EL625RC) / 
Nano Shot (HL-EL620RC) / Econom Force (HL-EL540RC / HL-EL540)
Econom (HL-EL340RC / HL-EL340) / INOU (MSC-GC100)
Uno (HL-EL010) / Jido (HL-AU230 / HL-EL135)

Sumo 2 (HL-EL920RC)
Volt1700 (HL-EL1020RC) / Volt1600 (HL-EL1010RC) / Volt1200 (HL-EL1000RC) / 
Volt800 (HL-EL471RC) / SYNC CORE (HL-NW100RC) / Volt700 (HL-EL470RC) / 
Volt400 Duplex (HL-EL462RC-H) / Volt400 (HL-EL461RC) / AMPP1100 (HL-EL1100RC) / 
AMPP800 (HL-EL088RC) / AMPP500 (HL-EL085RC) / AMPP400 (HL-EL084RC) / 
Volt300 (HL-EL460RC) / Volt200 (HL-EL151RC) / Volt100 (HL-EL150RC) / 
Volt50 (HL-EL460RC-REAR) / Nano Shot (HL-EL620RC)
Econom (HL-EL340RC / HL-EL340) / Uno (HL-EL010) / Jido (HL-AU230)
HL-EL135 / INOU (MSC-GC100)

Volt800 (HL-EL471RC) / Volt700 (HL-EL470RC) / 
Volt400 Duplex (HL-EL462RC-H) / Volt400 (HL-EL461RC) /
AMPP500 (HL-EL085RC) / AMPP400 (HL-EL084RC) /
Volt300 (HL-EL460RC) / Volt50 (HL-EL460RC-REAR) /
Nano Shot (HL-EL620RC) / Uno (HL-EL010)

Volt1600 (HL-EL1010RC) / Volt1200 (HL-EL1000RC) / Volt800 (HL-EL471RC) /
SYNC CORE (HL-NW100RC) / Volt700 (HL-EL470RC) / Volt400 (HL-EL461RC) / 
AMPP1100 (HL-EL1100RC) / AMPP800 (HL-EL088RC) / AMPP500 (HL-EL085RC) / 
AMPP400 (HL-EL084RC) / Volt300 (HL-EL460RC) / Volt200 (HL-EL151RC) / 
Volt100 (HL-EL150RC) / Nano Shot+ (HL-EL625RC) / Nano Shot (HL-EL620RC)
Econom Force (HL-EL540RC / HL-EL540) / Econom (HL-EL340RC / HL-EL340)
Uno (HL-EL010) / Jido (HL-AU230 / HL-EL135)

Sumo 3 (HL-EL930RC) / Sumo 2 (HL-EL920RC)
Nano Shot+ (HL-EL625RC) / Nano Shot (HL-EL620RC) / 
Econom Force (HL-EL540RC / HL-EL540) / Econom (HL-EL340RC / HL-EL340)
Volt1200 (HL-EL1000RC) / Jido (HL-AU230)
INOU (MSC-GC100)

Volt1700 (HL-EL1020RC) / Volt1600 (HL-EL1010RC) /
Volt1200 (HL-EL1000RC) / Volt800 (HL-EL471RC) /
SYNC CORE (HL-NW100RC) / Volt700 (HL-EL470RC) / 
Volt400 (HL-EL461RC) / Volt300 (HL-EL460RC) / 
Volt200 (HL-EL151RC) / Volt100 (HL-EL150RC)
Nano Shot+ (HL-EL625RC) / Nano Shot (HL-EL620RC)
Econom Force (HL-EL540RC) / Econom (HL-EL340RC)

GP Bracket 
(For Out-Front Bracket2)
5445340

FlexTight™
5338827N

5338880

Light Unit
5343020

USB Cable (Micro USB)
5342730

USB Cable (Micro USB)
5342730

Rubber Band
5343530

Volt1600 (HL-EL1010RC)
Volt1200 (HL-EL1000RC)

Volt1700 (HL-EL1020RC) Volt800 (HL-EL471RC) / Volt700 (HL-EL470RC)
Volt400 Duplex (HL-EL462RC-H) / Volt400 (HL-EL461RC) / 
Volt300 (HL-EL460RC) /Volt50 (HL-EL460RC-REAR)

Volt800 / 700 / 400 Duplex / 400 / 300  
(HL-EL471RC / HL-EL470RC / HL-EL462RC-H / 
HL-EL461RC / HL-EL460RC)

Volt800 / 700 / 400 Duplex / 400 / 
300 (HL-EL471RC / HL-EL470RC / HL-EL462RC-H / 
HL-EL461RC / HL-EL460RC)

Volt100 XC (HL-EL051RC) / Volt80 (HL-EL050RC) Volt100 XC (HL-EL051RC) / Volt80 (HL-EL050RC)

Rubber Cap
5342850

Rubber Band and Hook (LONG)
5342990 

Bracket Knob for Lamp
5343510

A nut for FlexTightTM Bracket. 

Rubber Band And Hook
5441621

Rubber Band And Hook
5441621

Volt800 (HL-EL471RC) / Volt700 (HL-EL470RC)
Volt400 Duplex (HL-EL462RC-H) /
Volt400 (HL-EL461RC)
Volt300 (HL-EL460RC)
Volt50 (HL-EL460RC-REAR)

Volt800 / 700 / 400 Duplex / 400 / 300 / 50 
(HL-EL471RC / HL-EL470RC / HL-EL462RC-H / 
HL-EL461RC / HL-EL460RC / HL-EL460RC-REAR)

Cartridge Battery Li-Ion 3.6 v
6800 mAH: BA-6.8
5342611

Tool-Free Cartridge Battery Li-Ion 3.6 v
6800 mAH: BA-6.8TF
5343200

Fast Charging Cradle 2 
(USB Cable Included) 
5342620

Cartridge Battery Li-Ion 3.6 v
3400 mAH: BA-3.4
5342681

Taillight Integrated Cartridge 
Battery Li-Ion 3.6 v 
2600 mAH: BA-2.6-R
5342890

Fast Charging Cradle 
(USB Cable Included) 5342720

Cartridge Battery Li-Ion 3.6 v
2200 mAH: BA-2.2
5342710  Black

Extension Cable
5343080

Remote Control Switch
5343070

Rubber Band
5447010

Battery Charger
UL 5343062
AS 5343064
EC 5343063
UK 5343061

FlexTight™ Bracket
5338829N

Helmet Mount
5341832N

Control Unit
5343040

Battery Unit
Li-Ion 14.4 v 6800 mAh: BA-608
5343030

Fixing Strap
5343050

Center Fork Bracket
5342440

5338825
For Oversize Handlebar

Bracket Spacer
5445330

Helmet Mount
5341831N

ø28 - 31.8 mm

MODEL: H-34N HP
MODEL: BA-608

MODEL: WSW-001

MODEL: CRA-002

MODEL: CRA-001

MODEL: Helmet mount HP

MODEL: H-34N

MODEL: H-32 MODEL: H-31

MODEL: CFB-100

SPARE PARTS 
HEADLIGHTS

AMPP800 (HL-EL088RC) Volt800 (HL-EL471RC) / SYNC CORE (HL-NW100RC) / 
Volt700 (HL-EL470RC) / Volt400 Duplex (HL-EL462RC-H) / 
Volt400 (HL-EL461RC) / AMPP500 (HL-EL085RC) / 
AMPP400 (HL-EL084RC) / Volt300 (HL-EL460RC) / 
G Volt80 (HL-EL560G RC)

Bracket Spacer 
5340920

Bracket Spacer 
5340910

MODEL: H-37AL MODEL: H-37
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Brackets and Mount Parts for Safety Lights

Clamps

Common Parts

Rear Rack
Bracket
5445620

Rear Rack 
Bracket
5342250

Tight Kinetic (TL-LD180K)
Rapid Series / Blitz Auto (TL-AU330)
Omni 5 (TL-LD155-R / -F / TL-LD150-R / -F)
Omni 3 (TL-LD135-R / -F / TL-LD130-R / -F)
Solar (SL-LD210-R / -F)

ViZ (TL-LD820 / 810 / 800 / 800B) /
Rapid Series / Reflex Auto (TL-LD570-R / -F)
Reflex (TL-LD560-R / -F)
Blitz Auto (TL-AU330)
Omni 5 (TL-LD155-R / -F / TL-LD150-R / -F)
Omni 3 (TL-LD135-R / -F / TL-LD130-R / -F)
Solar (SL-LD210-R / -F)

Tight Kinetic (TL-LD180K) 
Rapid Series (TL-LD650 / TL-LD635-R / TL-AU630 / TL-LD630-R / TL-LD611-R)
Omni 5 (TL-LD155-R / TL-LD150-R)
Omni 3 (TL-LD135-R / TL-LD130-R)
Solar (SL-LD210-R)

Rapid Series
Reflex Auto (TL-LD570-R / -F)
Reflex (TL-LD560-R / -F)
Omni 5 (TL-LD155-R / -F / TL-LD150-R / -F)
Omni 3 (TL-LD135-R / -F / TL-LD130-R / -F)
Solar (SL-LD210-R / -F)

Rapid X3 (TL-LD720-R / -F)

Wearable X (SL-WA100)
SYNC WEARABLE (SL-NW100)

Wearable Mini (SL-WA10)
Orb Rechargeable (SL-LD160-R / -F)
Nima 2 (SL-LD135-R / -F)
Loop 2 (SL-LD140RC / SL-LD140)
Nima (SL-LD130-R / -F)

Rapid X3 (TL-LD720-R / -F) 
Rapid X2 Kinetic (TL-LD710K)
Rapid X2 (TL-LD710-R / -F)
Rapid X (TL-LD700-R / -F)

ViZ (TL-LD820 / 810 / 800 / 800B) / SYNC Kinetic (TL-NW100K) / 
Rapid X3 (TL-LD720-R / -F) / Rapid X2 Kinetic (TL-LD710K) / Rapid X2 
(TL-LD710-R / -F) / Rapid X (TL-LD700-R / -F) / Rapid mini (TL-LD635-R) /
SYNC Wearable (SL-NW100) / Wearable X (SL-WA100) / 
Loop 2 (SL-LD140RC-R / -F)

Rapid Series / Reflex Auto (TL-LD570-R / -F) / Reflex (TL-LD560-R / -F / TL-LD170 / TL-LD150 / TL-LD130) / Solar (SL-LD210 / TL-LD260-F)

Rapid mini (TL-LD635-R) Wearable Mini (SL-WA10)
Loop 2 (SL-LD140RC / SL-LD140 / -BA)

TL-LD150-R / TL-LD170-R

Loop 2 (SL-LD140-R / -BE)

SYNC Kinetic (TL-NW100K)

Wearable Mini (SL-WA10) Orb (SL-LD160-R / -F)
Orb Rechargeable (SL-LD160RC-R / -F)

Rapid X2 Kinetic (TL-LD710K)
Rapid X2 (TL-LD710-R / -F)

Rapid X (TL-LD700-R / -F) Rapid X3 (TL-LD720-R / -F)
Rapid X2 (TL-LD710-R / -F)
Rapid X (TL-LD700-R / -F)

Rapid X3 (TL-LD720-R / -F)
Rapid X2 Kinetic (TL-LD710K)
Rapid X2 (TL-LD710-R / -F)
Rapid X (TL-LD700-R / -F)

Rubber Base
5447050

Rubber Band 
and Hook
5442620

Rubber Band
5447010

USB Cable (Micro USB)
5342730

Bracket
5342450 Attachment Band

5442560

Bracket Knob for CC&TL
5343520

A nut for FlexTightTM Bracket.

BS-3
5009500

HP-5
5009520

SP-7
5009550

BS-3N
5009480

SP-5
5009530

SP-8
5009560

BS-5
5009510

SP-6
5009540

SP-9
5009570

Universal Clamp
5440892

BE Body
5442550

Rubber band
5443510

Rubber band
5442590

Clip
5442580

Hook
5442581 Rubber band and Hook

5442810
(For rear)

5442811
(For front)

Rubber Band and Hook 
(LONG)
5342990 

Rubber Band and Hook
5441621

Rubber Band
5441620

Saddle Rail Mount
5342420

Lithium Battery
1665150

CR2032

Clip Bracket
5442610

Duplex (SL-LD400)
Nima 2 (SL-LD135-R / -F)
Loop 2 (SL-LD140RC / SL-LD140)

Nima 2 (SL-LD135-R / -F)
Loop 2 (SL-LD140RC / SL-LD140)

Nima (SL-LD130-R / -F) Volt50 (HL-EL460RC-REAR)

Rubber Base
5447030

Rubber Base
5447020

Spacer X
5342470 Rubber Base for Sharp Aero

5447040

TL-LD170-R / -F
5440893

Rapid 5 / mini / 3 / 3 Auto / 1
(TL-LD650-R / TL-LD630-R / TL-AU630 / TL-LD611-R)

SR-2 Bracket
(For Fi'zi:k ICS-Compatible Saddles)
3980060

Tight Kinetic (TL-LD180K) / 
Rapid Series / Reflex Auto (TL-LD570-R)
Reflex (TL-LD560-R)
Blitz Auto (TL-AU330)
Omni 5 (TL-LD155-R / TL-LD150-R)
Omni 3 (TL-LD135-R / TL-LD130-R)
Solar (SL-LD210-R)

Tight Kinetic (TL-LD180K) /  
Rapid 5 / 3 / 3 Auto /  
1 (TL-LD650-R / TL-LD630-R /  
TL-AU630 / TL-LD611-R)

Rapid 3 / 1 (TL-LD630-F / TL-LD611-F)
Omni 5 (TL-LD155-F / TL-LD150-F) 
Omni 3 (TL-LD135-F / TL-LD130-F)
Solar (SL-LD210-F)

ø22.2 - 32 mm
MODEL: SP-12-F

FlexTight™
5342400

ø12 - 32 mm
MODEL: SP-11

FlexTight™
5342280

MODEL: C-1N

Clip
5440900N

MODEL: RM-1

Saddle Rail Mount
5446510

MODEL: C-2

Clip
5342460

5440980
5440894

ø21.5 - 32 mm
MODEL: SP-12-R

FlexTight™
5342410

MODEL: L-1 MODEL: L-2

MODEL: RM-2

MODEL: SP-14-R

ø12.7 - 13.6 mm ø19 - 22.8 mm ø28.8 - 32.5 mmø12.7 - 16 mm ø23.5 - 27.2 mm ø31.5 - 34.5 mmø15.5 - 16.5 mm ø26.5 - 30.2 mm ø34.5 - 37.5 mm ø18 - 40 mm

ø6 - 8 mm

L

S

56 - 78 mm

SPARE PARTS
SAFETY LIGHTS

Volt50 (HL-EL460RC-REAR)
RM-2 Bracket
5342420

ViZ (TL-LD820 / 810 / 800 / 800B)

ø21.5 - 32 mm
Fits up to 130 mm outer circumference
MODEL: SP-15

Bracket
5342490



4242

OH-2400 / FlexTight™ Bell Solid Brass

OH-2300A / Hibiki Bell

OH-2200 / Yamabiko Bell

OH-2300B / Hibiki Bell

GOLD
CODE: 5550261

OH-1400 / FlexTight™ Bell Aluminium
BLACK  CODE: 5550270

Can be mounted with a 
light or computer.

Can be mounted with a 
light or computer.

BLACK
CODE: 5550172

SILVER
CODE: 5550173

PB-1000AL / Wind Bell Aluminium

BLACK
CODE: 5550260

BLACK
CODE: 5550264

POLISH
CODE: 5550244

SILVER
CODE: 5550242

BLACK
CODE: 5550243

SILVER
CODE: 5550262

ACCESSORIES

BLACK  CODE: 5550170 
SILVER  CODE: 5550171

CHROME POLISH
CODE: 5550246

COPPER
CODE: 5550248

GOLD
CODE: 5550247

NEO BLACK
CODE: 5550245

GOLD
CODE: 5550240

COPPER
CODE: 5550241
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PB-800 / Limit Bell  Sold by the box

BM-45
CODE: 5559400

PB-600 / Super Mini Bell

PB-1000P / Wind Bell Brass

TANGERINE
CODE: 5550168

GRAPE
CODE: 5550167

BLUEBERRY
CODE: 5550166

STRAWBERRY
CODE: 5550165

RED
CODE: 5550174

LIME
CODE: 5550169

GOLD
CODE: 5550132

BLACK  
CODE: 5550138

BLACK
CODE: 5550110

SILVER
CODE: 5550112

RED
CODE: 5550111

BLACK
CODE: 5550080

SILVER
CODE: 5550081

PB-200 / Comet Bell

BLACK
CODE: 5550021

BLACK
CODE: 5550031

RED 
CODE: 5550022

YELLOW
CODE: 5550023

SILVER
CODE: 5550020 

BM-500G

BM-500G-L
CODE: 1902230

BM-500G-R
CODE: 1902240

BC-100
CODE: 5510018

BC-300
CODE: 5510500

BLACK
CODE: 5550090

BLACK
CODE: 5550130

ACCESSORIES
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+ E-Bike Adapter

+ Cartridge Battery

GERMAN MODELS
We have a line of lights designed to meet the tough German standards (StVZO). 
We are also the first to have a K number (German Standard) for a white LED headlight!

RAPID X2 G KINETIC
TL-LD710GK  CODE: 5447111

RAPID MICRO G
TL-LD620G  CODE: 5446221

OMNI 3 G
TL-LD135G  CODE: 5342330

By switching the rear control unit, G VOLT100 
can either be used by directly plugging into 
the ebike unit or via cartridge.

SAFETY LIGHTS

HEADLIGHTS

G VOLT70.1
HL-EL552GRC  CODE: 5351037

G VOLT25C
HL-EL370G  CODE: 5340150

GE100 (for E-BIKE)
HL-EB570G  CODE: 5336830

G VOLT100
HL-EL570GRC  CODE: 5336820
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TIRE CIRCUMFERENCE CHART

Tire circumference can be determined by either of the following two methods:

Measure the actual tire circumference (L) 
After ensuring that the tire pressure is appropriate, sit on your bike, roll it forward so that the tire makes one full revolution
 (use the valve or other marking as a reference), and measure the distance traveled on the road.

Tire size chart 
The tire size or ETRTO code is indicated on the side of the tire.

ETRTO TIRE SIZE L (mm) L (cm) INCH

47-203 12x1.75 935 94

54-203 12x1.95 940 94 12

40-254 14x1.50 1020 102 14

47-254 14x1.75 1055 106

40-305 16x1.50 1185 119

47-305 16x1.75 1195 120 16

54-305 16x2.00 1245 125

28-349 16x1-1/8 1290 129

37-349 16x1-3/8 1300 130

32-369 17x1-1/4 (369) 1340 134

40-355 18x1.50 1340 134

47-355 18x1.75 1350 135 18

32-406 20x1.25 1450 145

35-406 20x1.35 1460 146

40-406 20x1.50 1490 149

47-406 20x1.75 1515 152

50-406 20x1.95 1565 157

28-451 20x1-1/8 1545 155

37-451 20x1-3/8 1615 162 20

37-501 22x1-3/8 1770 177 22

40-501 22x1-1/2 1785 179

47-507 24x1.75 1890 189 24

50-507 24x2.00 1925 193

54-507 24x2.125 1965 197

25-520 24x1 (520) 1753 175

24x3/4 Tubular 1785 179

28-540 24x1-1/8 1795 180

32-540 24x1-1/4 1905 191

25-559 26x1 (559) 1913 191

32-559 26x1.25 1950 195

37-559 26x1.40 2005 201

40-559 26x1.50 2010 201

47-559 26x1.75 2023 202

50-559 26x1.95 2050 205

54-559 26x2.10 2068 207

57-559 26x2.125 2070 207

58-559 26x2.35 2083 208

ETRTO TIRE SIZE L (mm) L (cm) INCH

75-559 26x3.00 2170 217

28-590 26x1-1/8 1970 197

37-590 26x1-3/8 2068 207

37-584 26x1-1/2 2100 210 26

650C Tubular 26x7/8 1920 192

20-571 650x20C 1938 194

23-571 650x23C 1944 194

25-571 650x25C 26x1 (571) 1952 195

40-590 650x38A 2125 213

40-584 650x38B 2105 211

25-630 27x1 (630) 2145 215

28-630 27x1-1/8 2155 216 27

32-630 27x1-1/4 2161 216

37-630 27x1-3/8 2169 217

40-584 27.5x1.50 2079 208

50-584 27.5x1.95 2090 209

54-584 27.5x2.1 2148 215 27.5

57-584 27.5x2.25 2182 218

18-622 700x18C 2070 207

19-622 700x19C 2080 208

20-622 700x20C 2086 209

23-622 700x23C 2096 210

25-622 700x25C 2105 211

28-622 700x28C 2136 214

30-622 700x30C 2146 215

32-622 700x32C 2155 216

700C Tubular 2130 213 700c

35-622 700x35C 2168 217

38-622 700x38C 2180 218

40-622 700x40C 2200 220

42-622 700x42C 2224 222

44-622 700x44C 2235 224

45-622 700x45C 2242 224

47-622 700x47C 2268 227

54-622 29x2.1 2288 229 29

56-622 29x2.2 2298 230

60-622 29x2.3 2326 233

L (cm)
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SALES PROMOTION TOOLS

Light Stand Display
(COUNTER TOP POP WHITE)
CODE: 8801600 

Hook POP Cards

Hook POP
CODE: 8801580

Wall POP Black (hooks not included) 
CODE: 8801581
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To learn more about the full line of CatEye AMPP products visit us at www.cateye.com

Value you can see.

• Excellent side visibility with enhanced side cut outs    

• Secure FlexTight™ bracket for easy installation on  
   bars up to 35mm  

• Daytime HyperConstant mode for added safety 

• Power button functions as battery indicator

• Lightweight & compact design 

AMPP YOUR RIDE
Lumens are just the start. CatEye’s new AMPP series  
offers a compact and robust design, superior beam pattern, 
and reliability on or off road – value you can see. 

cateye.com for more information

450 lumens 300 lumens 150 lumens

Designed to cover all angles, the ViZ Family of safety lights offers a superior combination of durability, 
adaptability and superior visibility to make you stand out even in the brightest time of day.

Daytime HyperFlash
300° Visibility
Newly designed SP-15 
aero seatpost bracket

Long Run Time & 4 Modes
High Lumen Output
Attaches horizontally or vertically 
using Snap System™ 
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ADS / SALES PROMOTION TOOLS

New Product Videos Beam Chart available on the website

Quick Setup Apps

AMPP Ad ViZ Ad

Visually captivating ads create an emotional connection 
between the brand and the consumer.
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COMPARISON CHART

CYCLOCOMPUTERS 

PADRONE SMART+ PADRONE DIGITAL 
WIRELESS PADRONE+ PADRONE

Stealth Edition PADRONE QUICK STRADA SLIM / 
STRADA WIRELESS MICRO WIRELESS VELO WIRELESS+ VELO WIRELESS ENDURO VELO 9 VELO 7

Speed Current / Average / Maximum Current / Average / Maximum Current / Average / 
Maximum

Current / Average /  
Maximum

Current / Average /  
Maximum

Current / Average / 
Maximum

Current / Average / 
Maximum

Current / Average / 
Maximum

Current / Average / 
Maximum

Current / Average / 
Maximum

Current / Average / 
Maximum

Current / Average / 
Maximum

Current / Average / 
Maximum

Cadence Current*1 / Average*1 /  Maximum*1 Current / Average / Maximum - - - - - - - - - - -

Heart Rate Current*1 / Average*1 /  Maximum*1 Current*1 / Average*1 /
Maximum*1 - - - - - - - - - - -

Power Current*2 / Average*2 / Maximum*2 / 
Custom average power*2 / Power balance*2 - - - - - - - - - - - -

Trip Distance • • (1,2) • • • • •(1,2) •(1,2) • • • • •
Total Distance (Odo) • • • • • • • • • • • • •

Moving Time • • (Elapsed Time) • •(Elapsed Time) •(Elapsed Time) • • 
(Elapsed Time) • 

(Elapsed Time) • 
(Elapsed Time) • 

(Elapsed Time) • 
(Elapsed Time) • 

(Elapsed Time) • 
(Elapsed Time)

Total Time - - - - - - - - - - - - -

Countdown Distance*3 / Time*3 - - - - - - - - - - - -

Clock / Date 12,24 12,24 12,24 12,24 12,24 12,24 12,24 12,24 12,24 12,24 12,24 12,24 12,24

Altitude Current*3 / Ascending*3 / Total gain*3
Smartphone GPS - - - - - - - - - - - -

Calorie Consumption •*3 - - - - - - - • • • • -

Carbon Offset - - - - - - - - - - • • -

Lap
Up to 999 Laps: Real-time lap average Speed / Cadence 

/ Heart Rate / Power Lap & lap number / 
Real-time lap trip distance and split time / 

Auto / Manual lap (GPS / Distance / Time)*3

- - - - - - - - - - - -

Other Current / Average / Maximum Slope
Total trip time *3 - - - - - - - - - - - -

File or Data View •(on Smartphone) • (on Smartphone) - - - - - - - - - - -

Wireless Sensor Power / Heart Rate / Cadence / Speed
Bluetooth® ready

Heart Rate / Cadence / Speed 
Bluetooth® ready Speed Speed Speed Speed Speed Speed Speed Speed - - -

Programmable /  
Customizable Display Fully customizable Programmable - - - - - - - - - - -

Backlight • 
Night Mode - •Night Mode - - - - •Night Mode • 

Night Mode - - - -

ClickTec™ - • • • • - • • 
ClickTec Plus™ - - - - -

Pace Arrow Speed • Speed Speed Speed - Speed Speed Speed Speed Speed Speed Speed

Alarm • 
Audible - - - - - - - - - - - -

Start / Stop Auto with pause function Auto Auto Auto Auto Auto Auto Manual / Auto Auto Auto Auto Auto Auto

Odometer Manual Set • • • • • • • • • • • • •
Menu Screen - • • • • • • • • • - - -

Tire Size Option Multiple Multiple - - - - Dual Dual - - - - -

Battery Indicator •(Computer & Sensor, 
remaining Smartphone battery)

• (Computer & Sensor) • • • • - • • - - - -

FlexTight™ • • • • • - - • Compatible Compatible - - -

Mounting Position Stem / Handlebar Stem / Handlebar Stem / Handlebar Stem / Handlebar Stem / Handlebar Handlebar Stem / Handlebar Stem / Handlebar Stem / Handlebar Stem / Handlebar Stem / Handlebar Stem / Handlebar Stem / Handlebar

Rear Speed Sensor ISCTec™ ISCTec™ - - - - - - - - - - -

Automatic 2nd Bike
Sensor Recognition •*4 

Tire size also •*4 
Tire size also - - - - - - - - - - -

Other
Full dot display, Simple navigation*3, Compass*3, 
Firmware update, Call / Email / SMS / SNS 
alerts*3*5 Records summary data in Sensor Direct 
Mode.Setup the computer via smartphone.

Records summary data
Setup the computer via 
smartphone

Stopwatch
Inverted LCD
Out - front bracket
Stopwatch

Stopwatch Head Unit Removable 
from bracket

Strada Slim: 
Slim sensor included. 
(Road bike use recommended) 
Strada Wireless: 
Standard sensor included.

Stopwatch Heavy Duty Wire

>> P.004 >> P.005 >> P.005 >> P.005 >> P.006 >> P.006
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*1 CatEye or third-party Bluetooth® sensor required  *2 Third-party Bluetooth® sensor required  
*3 In Mirror Mode  *4 Auto recognition applicable to multiple bikes  *5 SMS & SNS: Android only

CYCLOCOMPUTERS 

PADRONE SMART+ PADRONE DIGITAL 
WIRELESS PADRONE+ PADRONE

Stealth Edition PADRONE QUICK STRADA SLIM / 
STRADA WIRELESS MICRO WIRELESS VELO WIRELESS+ VELO WIRELESS ENDURO VELO 9 VELO 7

Speed Current / Average / Maximum Current / Average / Maximum Current / Average / 
Maximum

Current / Average /  
Maximum

Current / Average /  
Maximum

Current / Average / 
Maximum

Current / Average / 
Maximum

Current / Average / 
Maximum

Current / Average / 
Maximum

Current / Average / 
Maximum

Current / Average / 
Maximum

Current / Average / 
Maximum

Current / Average / 
Maximum

Cadence Current*1 / Average*1 /  Maximum*1 Current / Average / Maximum - - - - - - - - - - -

Heart Rate Current*1 / Average*1 /  Maximum*1 Current*1 / Average*1 /
Maximum*1 - - - - - - - - - - -

Power Current*2 / Average*2 / Maximum*2 / 
Custom average power*2 / Power balance*2 - - - - - - - - - - - -

Trip Distance • • (1,2) • • • • •(1,2) •(1,2) • • • • •
Total Distance (Odo) • • • • • • • • • • • • •

Moving Time • • (Elapsed Time) • •(Elapsed Time) •(Elapsed Time) • • 
(Elapsed Time) • 

(Elapsed Time) • 
(Elapsed Time) • 

(Elapsed Time) • 
(Elapsed Time) • 

(Elapsed Time) • 
(Elapsed Time)

Total Time - - - - - - - - - - - - -

Countdown Distance*3 / Time*3 - - - - - - - - - - - -

Clock / Date 12,24 12,24 12,24 12,24 12,24 12,24 12,24 12,24 12,24 12,24 12,24 12,24 12,24

Altitude Current*3 / Ascending*3 / Total gain*3
Smartphone GPS - - - - - - - - - - - -

Calorie Consumption •*3 - - - - - - - • • • • -

Carbon Offset - - - - - - - - - - • • -

Lap
Up to 999 Laps: Real-time lap average Speed / Cadence 

/ Heart Rate / Power Lap & lap number / 
Real-time lap trip distance and split time / 

Auto / Manual lap (GPS / Distance / Time)*3

- - - - - - - - - - - -

Other Current / Average / Maximum Slope
Total trip time *3 - - - - - - - - - - - -

File or Data View •(on Smartphone) • (on Smartphone) - - - - - - - - - - -

Wireless Sensor Power / Heart Rate / Cadence / Speed
Bluetooth® ready

Heart Rate / Cadence / Speed 
Bluetooth® ready Speed Speed Speed Speed Speed Speed Speed Speed - - -

Programmable /  
Customizable Display Fully customizable Programmable - - - - - - - - - - -

Backlight • 
Night Mode - •Night Mode - - - - •Night Mode • 

Night Mode - - - -

ClickTec™ - • • • • - • • 
ClickTec Plus™ - - - - -

Pace Arrow Speed • Speed Speed Speed - Speed Speed Speed Speed Speed Speed Speed

Alarm • 
Audible - - - - - - - - - - - -

Start / Stop Auto with pause function Auto Auto Auto Auto Auto Auto Manual / Auto Auto Auto Auto Auto Auto

Odometer Manual Set • • • • • • • • • • • • •
Menu Screen - • • • • • • • • • - - -

Tire Size Option Multiple Multiple - - - - Dual Dual - - - - -

Battery Indicator •(Computer & Sensor, 
remaining Smartphone battery)

• (Computer & Sensor) • • • • - • • - - - -

FlexTight™ • • • • • - - • Compatible Compatible - - -

Mounting Position Stem / Handlebar Stem / Handlebar Stem / Handlebar Stem / Handlebar Stem / Handlebar Handlebar Stem / Handlebar Stem / Handlebar Stem / Handlebar Stem / Handlebar Stem / Handlebar Stem / Handlebar Stem / Handlebar

Rear Speed Sensor ISCTec™ ISCTec™ - - - - - - - - - - -

Automatic 2nd Bike
Sensor Recognition •*4 

Tire size also •*4 
Tire size also - - - - - - - - - - -

Other
Full dot display, Simple navigation*3, Compass*3, 
Firmware update, Call / Email / SMS / SNS 
alerts*3*5 Records summary data in Sensor Direct 
Mode.Setup the computer via smartphone.

Records summary data
Setup the computer via 
smartphone

Stopwatch
Inverted LCD
Out - front bracket
Stopwatch

Stopwatch Head Unit Removable 
from bracket

Strada Slim: 
Slim sensor included. 
(Road bike use recommended) 
Strada Wireless: 
Standard sensor included.

Stopwatch Heavy Duty Wire

>> P.006 >> P.007 >> P.007 >> P.007 >> P.008 >> P.008 >> P.008
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NEW NEW NEW

VIZ450 VIZ300 VIZ150 SYNC KINETIC RAPID X2 
KINETIC TIGHT KINETIC RAPID X3 RAPID X SYNC 

WEARABLE WEARABLE X WEARABLE MINI REFLEX AUTO OMNI 5 OMNI 3 ORB RECHARGEABLE ORB

- F - R - F - R - F - R SL-LD160-F
SL-LD160-R SL-LD160-R-BE

LEDs Red x 5 Red x 3 Red x 3 Red x 5 COB LED Red x 5 COB LED COB LED  COB LED COB LED Red x 1 Red x 5 White x 5 Red x 5 White x 3 Red x 3 White x 1 Red x 1 White x 1
Red x 1 Red x 1

Battery Li-ion
USB rechargeable

Li-ion
USB rechargeable

Li-ion
USB rechargeable

Li-poly
USB rechargeable

Li-poly
USB rechargeable LR3 AAA x 2 Li-ion

USB rechargeable
Li-poly

USB rechargeable
Li-poly

USB rechargeable
Li-poly

USB rechargeable CR2032 × 1 LR3 AAA x 2 LR3 AAA x 2 LR3 AAA x 2 LR3 AAA x 2 LR3 AAA x 2
Li-poly
USB 

rechargeable

Li-poly
USB 

rechargeable
CR2032 x 2 CR2032 x 2

Run Time
(Approx.)  

  5 hr. (Constant)
65 hr. (Flashing)
10 hr. (Group Ride)
14 hr. ( Daytime 

HyperFlash)

  5 hr. (Constant)
45 hr. (Flashing)
  8 hr. (Group Ride)
10 hr. ( Daytime 

HyperFlash)

  5 hr. (Constant)
70 hr. (Flashing)
11 hr. (Group Ride)
15 hr. ( Daytime 

HyperFlash)

1.5 hr.*3 (High)
 15 hr.*3 (Low)
 50 hr.*3 (Flashing)
 20 hr.*3 (Rapid)
 15 hr.*3 (Group Ride)
 30 hr.*3 (Daytime 
               HyperFlash)

  5 hr.*3 (Constant)
30 hr.*3 (Flashing)
16 hr.*3 (Rapid)

  70 hr.*3 (Constant)
160 hr.*3 (Flashing)
140 hr.*3 (Rapid) 

  1 hr.*4 (High)
  5 hr.*4 (Low)
30 hr.*4 (Flashing)
16 hr.*4 (Rapid)
16 hr.*4 (Group Ride)
  8 hr.*4 (Daytime  
              HyperFlash)

  1 hr. (High)
  5 hr. (Low)
30 hr. (Flashing)
16 hr. (Rapid)
16 hr. (Group Ride)
  8 hr. (Daytime  
           HyperFlash)

1.5 hr.*3(High)
 18 hr.*3(Low)
 45 hr.*3(Flashing)
 16 hr.*3(Rapid)
 12 hr.*3(Group Ride)
 25 hr.*3(Daytime  
              HyperFlash)

   1 hr.(High)
 10 hr.(Low)
 30 hr.(Flashing)
 10 hr.(Rapid)
 10 hr.(Group Ride)
 13 hr.(Daytime  
           HyperFlash)

  60 hr.(Constant)
550 hr.(Slow Flashing)
140 hr.(Rapid Flashing)

  60 hr.(Rapid)
120 hr.(Long-Life)
  30 hr.(Pulse)
100 hr.(Flashing)
  30 hr.(Constant)

  40 hr.(Rapid)
120 hr.(Flashing)
  40 hr.(Constant)

120 hr. (Rapid)
  90 hr. (Flashing)
  60 hr. (Constant)

  50 hr. (Rapid)
150 hr. (Flashing)
  50 hr. (Constant)

200 hr. (Rapid)
150 hr. (Flashing)
100 hr. (Constant)

2.5 hr.(Constant)
   5 hr.(Rapid flashing)
   5 hr.(Slow flashing)

   3 hr.(Constant)
6.5 hr.(Rapid flashing)
6.5 hr.(Slow flashing)

  50 hr. (Constant)
100 hr. (Rapid flashing)
100 hr. (Slow flashing)

Mount Size
(mm / approx.)

ø21.5 - 32 mm
SP-15

Fits aero seat 
post of up 

to130 mm outer 
circumference

ø21.5 - 32 mm
SP-15

Fits aero seat 
post of up 

to130 mm outer 
circumference

ø21.5 - 32 mm
SP-15

Fits aero seat 
post of up 

to130 mm outer 
circumference

Rubber band 
mount 

 ø26.0 - 31.8 mm
ø12 - 32 mm

ø12 - 32 mm
FlexTight™

(SP-11)

Rubber band: 
ø12 - 32 mm

Rubber base for 
sharp aero: 

ø95 - 155 mm

ø12 - 32 mm Bike mount:
ø26 - 32 mm

Bike mount:
ø26 - 32 mm

Rubber band mount 
ø26.0 - 31.8 mm ø21.5 - 31.8 mm

ø22.2 - 32 mm
FlexTight™
(SP-12-F)

ø12 - 32 mm
FlexTight™

(SP-11)

ø22.2 - 32 mm
FlexTight™
(SP-12-F)

ø12 - 32 mm
FlexTight™

(SP-11)
ø22 - 32 mm ø22 - 32 mm ø22 - 32 mm

Inside diameter 
of the handlebar 
ø18.5 - 22 mm

Other Battery auto save Battery auto save Battery auto save Kinetic mode
Battery auto save

Kinetic mode
Battery auto save Kinetic mode Battery auto save Battery auto save

Kinetic mode 
(when used with 
SYNC Kinetic), 

Battery auto save

Battery auto save
Bike mount 
included

Long rubber band for 
helmet also included

Reflector
Auto light

Rear rack mount included

Clothing clip 
included

Clothing clip 
included

Clothing clip 
included

Clothing clip 
included - - - -

Recharge Time
(Approx.)  3.5 hr. 3 hr. 3 hr. 2.5 hr. 2 hr. - 3 hr. 2 hr. 2.5 hr. 2 hr. - - - - - - 3.5 hr. 3.5 hr. - -

Dimensions 75.5 x 25 x 34 mm 75.5 x 25 x 34 mm 62.5 x 21 x 32.5 mm 74.5 x 26 x 28 mm 74.4 x 30.5 x 32.9 mm 36 x 77.5 x 23 mm 74 x 31 x 39 mm 74.2 x 24.4 x 30.8 mm 45.5 x 44 x 20 mm 45.5 x 44 x 16 mm 39 x 33 x 17 mm 44.3 x 81.4 x 30.3 mm 36 x 75 x 21.9 mm 36 x 75 x 21.9 mm 36 x 75 x 21.9 mm 36 x 75 x 21.9 mm 26 x 26 x 31 mm 26 x 26 x 31 mm 26 x 26 x 31 mm 26 x 26 x 51.8 mm

Snap System™ • • • - - • - - - - - - • • • • - - - -

HEADLIGHTS

COMPARISON CHART

VOLT6000 VOLT1700 AMPP1100 AMPP800 AMPP800 with 
Helmet Mount SYNC CORE AMPP500 AMPP400 AMPP200 AMPP100 HL-EL135

LEDs
Light Output

COB LED
6,000 lm / 7,000 cd

LED x 2
1,700 lm / 11,000 cd

LED x 2
1,100 lm / 6,000 cd

LED x 1
800 lm / 5,000 cd

LED x 1
800 lm / 5,000 cd

LED × 1
500 lm / 5,000 cd

LED x 1
500 lm / 4,500 cd

LED x 1
400 lm / 3,800 cd

LED x 1
200 lm / 2,000 cd

LED x 1
100 lm / 1,000 cd

LED x 3
150 cd

Battery Li-ion Li-ion, USB rechargeable
Cartridge battery Li-ion, USB rechargeable Li-ion, USB rechargeable Li-ion, USB rechargeable Li-ion, USB rechargeable Li-ion, USB rechargeable Li-ion, USB rechargeable Li-ion, USB rechargeable Li-ion, USB rechargeable LR6 (AA) x 2

Run Time
(Approx.)  

  1 hr.(Dynamic) 6000 lm*1
  2 hr.(High) 4000 lm*1
  4 hr.(Middle) 2000 lm*1
  8 hr.(Low) 1000 lm*1
12 hr.(All-Night) 500 lm*1
11 hr.(Hyper Constant) 2000 / 500 lm*1

    2 hr.(High) 1700 lm
    5 hr.(Middle) 500 lm
  15 hr.(Low) 200 lm
  12 hr.(Daytime HC)*2 1700 / 200 lm
150 hr.(Flasing)  200 lm

1.5 hr.(High) 1100 lm
   2 hr.(Middle) 800 lm
4.5 hr.(Low) 400 lm
6.5 hr.(Daytime HC)*2 1100 lm / 400 lm
 50 hr.(Flashing) 200 lm

1.5 hr.(High) 800 lm
   2 hr.(Middle) 400 lm
   4 hr.(Low) 200 lm
   5 hr.(Daytime HC)*2 800 lm / 200 lm
 30 hr.(Flashing) 200 lm

1.5 hr.(High) 800 lm
   2 hr.(Middle) 400 lm
   4 hr.(Low) 200 lm
   5 hr.(Daytime HC)*2 800 lm / 200 lm
 30 hr.(Flashing) 200 lm

    2 hr.(High) 500 lm
    9 hr.(Middle) 150 lm
  15 hr.(Low) 100 lm
  18 hr.(Daytime HC)*2 500 / 100 lm
130 hr.(Flashing) 100 lm

1.5 hr.(High) 500 lm
   3 hr.(Low) 250 lm
   5 hr.(Daytime HC)*2 500 lm / 250 lm
 50 hr.(Flashing) 250 lm

  2 hr.(High) 400 lm
  4 hr.(Low) 200 lm
  6 hr.(Daytime HC)*2 400 lm / 200 lm
60 hr.(Flashing) 200 lm

  1.5 hr.(High) 200 lm
   13 hr.(Low) 40 lm
   30 hr.(Flashing) 200 lm

  3.5 hr.(Constant) 100 lm
   35 hr.(Flashing) 100 lm

 320 hr. (Flashing)
   80 hr. (Constant)

Mounting Position Handlebar
Helmet Handlebar Handlebar, Helmet Handlebar, Helmet Helmet Handlebar

Helmet Handlebar, Helmet Handlebar, Helmet Handlebar Handlebar Handlebar

Bracket
ø22 - 35 mm  

FlexTight™ (H-34N HP)
Helmet Mount HP

ø22 - 35 mm
FlexTight™ (H-34N)

ø22 - 35 mm
FlexTight™ (H-34N)

ø22 - 35 mm
FlexTight™ (H-34N)

-
Helmet Mount

ø22 - 35 mm  
Flex Tight™ (H-34N)

ø22 - 35 mm
FlexTight™ (H-34N)

ø22 - 35 mm
FlexTight™ (H-34N)

ø22 - 35 mm
Rubber strap

ø22 - 35 mm
Rubber strap

ø22 - 35 mm
FlexTight™ (H-34N)

Weight
*Light Unit + Battery

118 g (Light Unit)
550 g (Control Unit / Battery Unit) 256.3 g 200 g 136 g 136 g 94 g 117 g 117 g 62 g 62 g 77 g

Recharge Time
(Approx.)  5 hr. 5.5 - 15 hr. 3 hr. (2 A) - 5 hr. (1 A) 3 hr. (2 A) - 7 hr. (0.5 A) 3 hr. (2 A) - 7 hr. (0.5 A)

3 - 6 hr.
* 3 hrs fast recharge using 
1 A or higher USB charging 
adaptor, or using USB3.0

4 hr. (1 A) - 8 hr. (0.5 A) 4 hr. (1 A) - 8 hr. (0.5 A) 2.5 hr. (0.5 A) 2.5 hr. (0.5 A) -

Dimensions 47 x 59 x 52 mm
(Light Unit) 119.3 x 56 x 47.3 mm 48 x 105 x 34 mm 32 x 102 x 33 mm 32 x 102 x 33 mm 41.5 x 33.5 x 93.5 mm 34 x 100 x 37 mm 34 x 100 x 37 mm 86 x 35 x 33 mm

(Light Unit)
86 x 35 x 33 mm

(Light Unit) 36 x 84 x 26.5 mm

SAFETY LIGHTS

>> P.013 >> P.013 >> P.013 >> P.014 >> P.014

>> P.019 >> P.019 >> P.019 >> P.011 >> P.020>> P.018 >> P.018 >> P.020 >> P.020>> P.011

>> P.011
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VIZ450 VIZ300 VIZ150 SYNC KINETIC RAPID X2 
KINETIC TIGHT KINETIC RAPID X3 RAPID X SYNC 

WEARABLE WEARABLE X WEARABLE MINI REFLEX AUTO OMNI 5 OMNI 3 ORB RECHARGEABLE ORB

- F - R - F - R - F - R SL-LD160-F
SL-LD160-R SL-LD160-R-BE

LEDs Red x 5 Red x 3 Red x 3 Red x 5 COB LED Red x 5 COB LED COB LED  COB LED COB LED Red x 1 Red x 5 White x 5 Red x 5 White x 3 Red x 3 White x 1 Red x 1 White x 1
Red x 1 Red x 1

Battery Li-ion
USB rechargeable

Li-ion
USB rechargeable

Li-ion
USB rechargeable

Li-poly
USB rechargeable

Li-poly
USB rechargeable LR3 AAA x 2 Li-ion

USB rechargeable
Li-poly

USB rechargeable
Li-poly

USB rechargeable
Li-poly

USB rechargeable CR2032 × 1 LR3 AAA x 2 LR3 AAA x 2 LR3 AAA x 2 LR3 AAA x 2 LR3 AAA x 2
Li-poly
USB 

rechargeable

Li-poly
USB 

rechargeable
CR2032 x 2 CR2032 x 2

Run Time
(Approx.)  

  5 hr. (Constant)
65 hr. (Flashing)
10 hr. (Group Ride)
14 hr. ( Daytime 

HyperFlash)

  5 hr. (Constant)
45 hr. (Flashing)
  8 hr. (Group Ride)
10 hr. ( Daytime 

HyperFlash)

  5 hr. (Constant)
70 hr. (Flashing)
11 hr. (Group Ride)
15 hr. ( Daytime 

HyperFlash)

1.5 hr.*3 (High)
 15 hr.*3 (Low)
 50 hr.*3 (Flashing)
 20 hr.*3 (Rapid)
 15 hr.*3 (Group Ride)
 30 hr.*3 (Daytime 
               HyperFlash)

  5 hr.*3 (Constant)
30 hr.*3 (Flashing)
16 hr.*3 (Rapid)

  70 hr.*3 (Constant)
160 hr.*3 (Flashing)
140 hr.*3 (Rapid) 

  1 hr.*4 (High)
  5 hr.*4 (Low)
30 hr.*4 (Flashing)
16 hr.*4 (Rapid)
16 hr.*4 (Group Ride)
  8 hr.*4 (Daytime  
              HyperFlash)

  1 hr. (High)
  5 hr. (Low)
30 hr. (Flashing)
16 hr. (Rapid)
16 hr. (Group Ride)
  8 hr. (Daytime  
           HyperFlash)

1.5 hr.*3(High)
 18 hr.*3(Low)
 45 hr.*3(Flashing)
 16 hr.*3(Rapid)
 12 hr.*3(Group Ride)
 25 hr.*3(Daytime  
              HyperFlash)

   1 hr.(High)
 10 hr.(Low)
 30 hr.(Flashing)
 10 hr.(Rapid)
 10 hr.(Group Ride)
 13 hr.(Daytime  
           HyperFlash)

  60 hr.(Constant)
550 hr.(Slow Flashing)
140 hr.(Rapid Flashing)

  60 hr.(Rapid)
120 hr.(Long-Life)
  30 hr.(Pulse)
100 hr.(Flashing)
  30 hr.(Constant)

  40 hr.(Rapid)
120 hr.(Flashing)
  40 hr.(Constant)

120 hr. (Rapid)
  90 hr. (Flashing)
  60 hr. (Constant)

  50 hr. (Rapid)
150 hr. (Flashing)
  50 hr. (Constant)

200 hr. (Rapid)
150 hr. (Flashing)
100 hr. (Constant)

2.5 hr.(Constant)
   5 hr.(Rapid flashing)
   5 hr.(Slow flashing)

   3 hr.(Constant)
6.5 hr.(Rapid flashing)
6.5 hr.(Slow flashing)

  50 hr. (Constant)
100 hr. (Rapid flashing)
100 hr. (Slow flashing)

Mount Size
(mm / approx.)

ø21.5 - 32 mm
SP-15

Fits aero seat 
post of up 

to130 mm outer 
circumference

ø21.5 - 32 mm
SP-15

Fits aero seat 
post of up 

to130 mm outer 
circumference

ø21.5 - 32 mm
SP-15

Fits aero seat 
post of up 

to130 mm outer 
circumference

Rubber band 
mount 

 ø26.0 - 31.8 mm
ø12 - 32 mm

ø12 - 32 mm
FlexTight™

(SP-11)

Rubber band: 
ø12 - 32 mm

Rubber base for 
sharp aero: 

ø95 - 155 mm

ø12 - 32 mm Bike mount:
ø26 - 32 mm

Bike mount:
ø26 - 32 mm

Rubber band mount 
ø26.0 - 31.8 mm ø21.5 - 31.8 mm

ø22.2 - 32 mm
FlexTight™
(SP-12-F)

ø12 - 32 mm
FlexTight™

(SP-11)

ø22.2 - 32 mm
FlexTight™
(SP-12-F)

ø12 - 32 mm
FlexTight™

(SP-11)
ø22 - 32 mm ø22 - 32 mm ø22 - 32 mm

Inside diameter 
of the handlebar 
ø18.5 - 22 mm

Other Battery auto save Battery auto save Battery auto save Kinetic mode
Battery auto save

Kinetic mode
Battery auto save Kinetic mode Battery auto save Battery auto save

Kinetic mode 
(when used with 
SYNC Kinetic), 

Battery auto save

Battery auto save
Bike mount 
included

Long rubber band for 
helmet also included

Reflector
Auto light

Rear rack mount included

Clothing clip 
included

Clothing clip 
included

Clothing clip 
included

Clothing clip 
included - - - -

Recharge Time
(Approx.)  3.5 hr. 3 hr. 3 hr. 2.5 hr. 2 hr. - 3 hr. 2 hr. 2.5 hr. 2 hr. - - - - - - 3.5 hr. 3.5 hr. - -

Dimensions 75.5 x 25 x 34 mm 75.5 x 25 x 34 mm 62.5 x 21 x 32.5 mm 74.5 x 26 x 28 mm 74.4 x 30.5 x 32.9 mm 36 x 77.5 x 23 mm 74 x 31 x 39 mm 74.2 x 24.4 x 30.8 mm 45.5 x 44 x 20 mm 45.5 x 44 x 16 mm 39 x 33 x 17 mm 44.3 x 81.4 x 30.3 mm 36 x 75 x 21.9 mm 36 x 75 x 21.9 mm 36 x 75 x 21.9 mm 36 x 75 x 21.9 mm 26 x 26 x 31 mm 26 x 26 x 31 mm 26 x 26 x 31 mm 26 x 26 x 51.8 mm

Snap System™ • • • - - • - - - - - - • • • • - - - -

HEADLIGHTS / SAFETY LIGHTS

VOLT6000 VOLT1700 AMPP1100 AMPP800 AMPP800 with 
Helmet Mount SYNC CORE AMPP500 AMPP400 AMPP200 AMPP100 HL-EL135

LEDs
Light Output

COB LED
6,000 lm / 7,000 cd

LED x 2
1,700 lm / 11,000 cd

LED x 2
1,100 lm / 6,000 cd

LED x 1
800 lm / 5,000 cd

LED x 1
800 lm / 5,000 cd

LED × 1
500 lm / 5,000 cd

LED x 1
500 lm / 4,500 cd

LED x 1
400 lm / 3,800 cd

LED x 1
200 lm / 2,000 cd

LED x 1
100 lm / 1,000 cd

LED x 3
150 cd

Battery Li-ion Li-ion, USB rechargeable
Cartridge battery Li-ion, USB rechargeable Li-ion, USB rechargeable Li-ion, USB rechargeable Li-ion, USB rechargeable Li-ion, USB rechargeable Li-ion, USB rechargeable Li-ion, USB rechargeable Li-ion, USB rechargeable LR6 (AA) x 2

Run Time
(Approx.)  

  1 hr.(Dynamic) 6000 lm*1
  2 hr.(High) 4000 lm*1
  4 hr.(Middle) 2000 lm*1
  8 hr.(Low) 1000 lm*1
12 hr.(All-Night) 500 lm*1
11 hr.(Hyper Constant) 2000 / 500 lm*1

    2 hr.(High) 1700 lm
    5 hr.(Middle) 500 lm
  15 hr.(Low) 200 lm
  12 hr.(Daytime HC)*2 1700 / 200 lm
150 hr.(Flasing)  200 lm

1.5 hr.(High) 1100 lm
   2 hr.(Middle) 800 lm
4.5 hr.(Low) 400 lm
6.5 hr.(Daytime HC)*2 1100 lm / 400 lm
 50 hr.(Flashing) 200 lm

1.5 hr.(High) 800 lm
   2 hr.(Middle) 400 lm
   4 hr.(Low) 200 lm
   5 hr.(Daytime HC)*2 800 lm / 200 lm
 30 hr.(Flashing) 200 lm

1.5 hr.(High) 800 lm
   2 hr.(Middle) 400 lm
   4 hr.(Low) 200 lm
   5 hr.(Daytime HC)*2 800 lm / 200 lm
 30 hr.(Flashing) 200 lm

    2 hr.(High) 500 lm
    9 hr.(Middle) 150 lm
  15 hr.(Low) 100 lm
  18 hr.(Daytime HC)*2 500 / 100 lm
130 hr.(Flashing) 100 lm

1.5 hr.(High) 500 lm
   3 hr.(Low) 250 lm
   5 hr.(Daytime HC)*2 500 lm / 250 lm
 50 hr.(Flashing) 250 lm

  2 hr.(High) 400 lm
  4 hr.(Low) 200 lm
  6 hr.(Daytime HC)*2 400 lm / 200 lm
60 hr.(Flashing) 200 lm

  1.5 hr.(High) 200 lm
   13 hr.(Low) 40 lm
   30 hr.(Flashing) 200 lm

  3.5 hr.(Constant) 100 lm
   35 hr.(Flashing) 100 lm

 320 hr. (Flashing)
   80 hr. (Constant)

Mounting Position Handlebar
Helmet Handlebar Handlebar, Helmet Handlebar, Helmet Helmet Handlebar

Helmet Handlebar, Helmet Handlebar, Helmet Handlebar Handlebar Handlebar

Bracket
ø22 - 35 mm  

FlexTight™ (H-34N HP)
Helmet Mount HP

ø22 - 35 mm
FlexTight™ (H-34N)

ø22 - 35 mm
FlexTight™ (H-34N)

ø22 - 35 mm
FlexTight™ (H-34N)

-
Helmet Mount

ø22 - 35 mm  
Flex Tight™ (H-34N)

ø22 - 35 mm
FlexTight™ (H-34N)

ø22 - 35 mm
FlexTight™ (H-34N)

ø22 - 35 mm
Rubber strap

ø22 - 35 mm
Rubber strap

ø22 - 35 mm
FlexTight™ (H-34N)

Weight
*Light Unit + Battery

118 g (Light Unit)
550 g (Control Unit / Battery Unit) 256.3 g 200 g 136 g 136 g 94 g 117 g 117 g 62 g 62 g 77 g

Recharge Time
(Approx.)  5 hr. 5.5 - 15 hr. 3 hr. (2 A) - 5 hr. (1 A) 3 hr. (2 A) - 7 hr. (0.5 A) 3 hr. (2 A) - 7 hr. (0.5 A)

3 - 6 hr.
* 3 hrs fast recharge using 
1 A or higher USB charging 
adaptor, or using USB3.0

4 hr. (1 A) - 8 hr. (0.5 A) 4 hr. (1 A) - 8 hr. (0.5 A) 2.5 hr. (0.5 A) 2.5 hr. (0.5 A) -

Dimensions 47 x 59 x 52 mm
(Light Unit) 119.3 x 56 x 47.3 mm 48 x 105 x 34 mm 32 x 102 x 33 mm 32 x 102 x 33 mm 41.5 x 33.5 x 93.5 mm 34 x 100 x 37 mm 34 x 100 x 37 mm 86 x 35 x 33 mm

(Light Unit)
86 x 35 x 33 mm

(Light Unit) 36 x 84 x 26.5 mm

lm: Lumens    cd: Candlepower

*1 Consistent light output throughout battery life. *2 Daytime HyperConstant 
*3 When not using Kinetic Mode. *4 When using the same illumination pattern simultaneously for both LED modules.

>> P.015 >> P.015 >> P.015 >> P.016

>> P.021 >> P.021 >> P.021 >> P.022 >> P.023 >> P.023

>> P.014
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